SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-001-01 Surface Coating Oper ations; Surface Coating Application - General; Paint: Solvent-base (Tons Coating Mix Applied)
Pollutant: CO
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 99.000  99.000 99.000 3
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 99.000  99.000 99.000 1
051 - TRAY-TYPE GAS ABSORPTION COLUMN 000 - NO EQUIPMENT 99.000  99.000 99.000 1
Pollutant: NO2
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 99.000  99.000 99.000 3
051 - TRAY-TYPE GAS ABSORPTION COLUMN 000 - NO EQUIPMENT 99.000  99.000 99.000 1
Pollutant: PB
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 95.000  95.000 95.000 1
Pollutant: PM 10
000 - NO EQUIPMENT 099 - MISCELLANEOUS CONTROL DEVICES 95.000  95.000 95.000 1
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 73571 70.000 95.000 7
002 - WET SCRUBBER - MEDIUM EFFICIENCY 099 - MISCELLANEOUS CONTROL DEVICES 80.000  80.000  80.000 1
003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 99.000  99.000 99.000 1
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 91.000  90.000 92.000 4
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 001 - WET SCRUBBER - HIGH EFFICIENCY 99.800  99.800 99.800 1
010 - ELECTROSTATIC PRECIPITATOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 99.800  99.800 99.800 1
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 94.083  80.000 99.800 6
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 96.917  88.000 99.900 26
018 - FABRIC FILTER - LOW TEMPERATURE 049 - LIQUID FILTRATION SYSTEM 98.000  98.000 98.000 2
049 - LIQUID FILTRATION SYSTEM 000 - NO EQUIPMENT 95900  86.000 99.000 10
050 - PACKED-GAS ABORPTION COLUMN 000 - NO EQUIPMENT 99.000  99.000 99.000 1
053 - VENTURI SCRUBBER 055 - IMPINGEMENT PLATE SCRUBBER 95.000  95.000 95.000 1
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 93500  88.000 99.000 10
054 - PROCESS ENCLOSED 058 - MAT OR PANEL FILTER 90.000  90.000 90.000 1
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 92500  80.000 98.000 4
059 - METAL FABRIC FILTER SCREEN (COTTON GINS) 000 - NO EQUIPMENT 85.000  80.000 95.000 3
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 90.833  85.000 95.000 6
062 - DUST SUPPRESSION BY CHEM STAB OR WETTING 000 - NO EQUIPMENT 90.000  90.000 90.000 1
086 - WATER CURTAIN 000 - NO EQUIPMENT 90.000  90.000 90.000 1
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -
BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT

Control Efficiencies

A.4-3

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
Pollutant: PT

000 - NO EQUIPMENT 099 - MISCELLANEOUS CONTROL DEVICES 95.000  95.000 95.000 2
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 95719  70.000 99.900 249
001 - WET SCRUBBER - HIGH EFFICIENCY 004 - GRAVITY COLLECTOR - HIGH EFFICIENCY 98.000  98.000 98.000 2
001 - WET SCRUBBER - HIGH EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 98.000  98.000 98.000 4
001 - WET SCRUBBER - HIGH EFFICIENCY 047 - VAPOR RECOVERY SY STEM - INC CONDENSERS, HOODS, 96.000  96.000 96.000 2
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 92.795  85.000 98.000 88
002 - WET SCRUBBER - MEDIUM EFFICIENCY 099 - MISCELLANEOUS CONTROL DEVICES 80.000  80.000  80.000 1
003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 90.333  85.000 99.000 6
004 - GRAVITY COLLECTOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 95.000  95.000 95.000 2
005 - GRAVITY COLLECTOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 85.556  80.000 90.000 54
006 - GRAVITY COLLECTOR - LOW EFFICIENCY 000 - NO EQUIPMENT 49.000  20.000  80.000 10
007 - CENTRIFUGAL COLLECTOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 99.350  99.000 99.700 4
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 91.000  90.000 92.000 8
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 001 - WET SCRUBBER - HIGH EFFICIENCY 99.800  99.800 99.800 2
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 99.500  99.500 99.500 2
010 - ELECTROSTATIC PRECIPITATOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 97.800  95.800 99.800 4
014 - MIST ELIMINATOR - HIGH VELOCITY 000 - NO EQUIPMENT 95500  95.500 95.500 1
015 - MIST ELIMINATOR - MEDIUM VELOCITY 000 - NO EQUIPMENT 78150  60.000 99.900 12
016 - FABRIC FILTER - HIGH TEMPERATURE 000 - NO EQUIPMENT 98.000  98.000 98.000 6
016 - FABRIC FILTER - HIGH TEMPERATURE 006 - GRAVITY COLLECTOR - LOW EFFICIENCY 98.000  98.000 98.000 4
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 93.248  70.000 99.900 50
017 - FABRIC FILTER - MEDIUM TEMPERATURE 009 - CENTRIFUGAL COLLECTOR - LOW EFFICIENCY 99.900  99.900 99.900 2
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 95.233 9.800 99.900 512
018 - FABRIC FILTER - LOW TEMPERATURE 001 - WET SCRUBBER - HIGH EFFICIENCY 99.000  99.000 99.000 2
018 - FABRIC FILTER - LOW TEMPERATURE 004 - GRAVITY COLLECTOR - HIGH EFFICIENCY 99.900  99.900 99.900 2
018 - FABRIC FILTER - LOW TEMPERATURE 049 - LIQUID FILTRATION SYSTEM 98.000  98.000 98.000 4
018 - FABRIC FILTER - LOW TEMPERATURE 061 - DUST SUPPRESSION BY WATER SPRAYS 99.900  99.900 99.900 2
047 - VAPOR RECOVERY SYSTEM - INC CONDENSERS, HOODS, 000 - NO EQUIPMENT 69.750 2.000 97.000 8
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 85.000 85000  85.000 2



SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -
BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT

Control Efficiencies

A.4-4

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-001-01 Surface Coating Oper ations; Surface Coating Application - General; Paint: Solvent-base (Tons Coating Mix Applied)

Pollutant: PT
049 - LIQUID FILTRATION SYSTEM 000 - NO EQUIPMENT 97.005  86.000 99.900 41
050 - PACKED-GAS ABORPTION COLUMN 000 - NO EQUIPMENT 99.000  99.000 99.000 2
051 - TRAY-TYPE GAS ABSORPTION COLUMN 000 - NO EQUIPMENT 99.000  99.000 99.000 2
053 - VENTURI SCRUBBER 055 - IMPINGEMENT PLATE SCRUBBER 95.000  95.000 95.000 2
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 94.375  88.000 99.000 24
054 - PROCESS ENCLOSED 058 - MAT OR PANEL FILTER 90.000  90.000 90.000 2
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 85.789  40.000 98.000 38
059 - METAL FABRIC FILTER SCREEN (COTTON GINS) 000 - NO EQUIPMENT 89.500  80.000 95.000 12
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 93595  85.000 99.900 38
061 - DUST SUPPRESSION BY WATER SPRAYS 014 - MIST ELIMINATOR - HIGH VELOCITY 99.000  99.000 99.000 2
061 - DUST SUPPRESSION BY WATER SPRAYS 062 - DUST SUPPRESSION BY CHEM STAB OR WETTING 80.000  80.000  80.000 2
062 - DUST SUPPRESSION BY CHEM STAB OR WETTING 000 - NO EQUIPMENT 96.000  90.000 98.000 16
086 - WATER CURTAIN 000 - NO EQUIPMENT 89.000  80.000 97.000 6

Pollutant: SO2
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 99.000  99.000 99.000 3
051 - TRAY-TYPE GAS ABSORPTION COLUMN 000 - NO EQUIPMENT 99.000  99.000 99.000 1

Pollutant: VOC
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 99.500  99.500 99.500 1
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 99.000  99.000 99.000 3
016 - FABRIC FILTER - HIGH TEMPERATURE 000 - NO EQUIPMENT 5.000 5.000 5.000 1
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 67.500  67.500 67.500 1
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 45.444 9.000 99.000 9
020 - CATALYTIC AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 90.000  90.000 90.000 1
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 89.541  50.000 98.600 37
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 79500  18.000 95.000 9
046 - PROCESS CHANGE 000 - NO EQUIPMENT 50.000  50.000  50.000 3
047 - VAPOR RECOVERY SYSTEM - INC CONDENSERS, HOODS, 000 - NO EQUIPMENT 87.450  75.000 99.900 2
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 84.430 84430  84.430 1
048 - ACTIVATED CARBON ABSORPTION 021 - DIRECT FLAME AFTERBURNER 91.000  91.000 91.000 1



SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-001-01 Surface Coating Oper ations; Surface Coating Application - General; Paint: Solvent-base (Tons Coating Mix Applied)
Pollutant: VOC

051 - TRAY-TYPE GAS ABSORPTION COLUMN 000 - NO EQUIPMENT 99.000  99.000 99.000 1
053 - VENTURI SCRUBBER 000 - NO EQUIPMENT 52042  50.000 99.000 24
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 75.000  75.000 75.000 1
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 90.000  90.000 90.000 5
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 50.000  50.000  50.000 50
072 - TUBE AND SHELL CONDENSER 000 - NO EQUIPMENT 98.000  98.000 98.000 1
086 - WATER CURTAIN 000 - NO EQUIPMENT 85.000  80.000 95.000 3
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 49.067 8.800  80.000 12

4-02-001-10 Surface Coating Oper ations; Surface Coating Application - General; Paint: Solvent-base (Gallons of Coating)

Pollutant: CO
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 95.000 95.000 95.000 1
Pollutant: HC81
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 99.000 99.000 99.000 2
Pollutant: NO2
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 95.000 95.000 95.000 1
Pollutant: PB
026 - FLUE GAS RECIRCULATION 000 - NO EQUIPMENT 90.000 90.000 90.000 2
Pollutant: PM 10
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 85.000 85.000 85.000 6
006 - GRAVITY COLLECTOR - LOW EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 99.000 99.000 99.000 1
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 87.500 85.000 90.000 2
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 93.533 80.000 99.000 15
026 - FLUE GAS RECIRCULATION 000 - NO EQUIPMENT 90.000 90.000 90.000 2
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 80.000 80.000 80.000 1
058- MAT OR PANEL FILTER 000 - NO EQUIPMENT 95.000 95.000 95.000 1
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 50.000 50.000 50.000 1
086 - WATER CURTAIN 000 - NO EQUIPMENT 45.000 45.000 45.000 8
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 76.100 50.000 97.000 10
101- 000 - NO EQUIPMENT 99.000 99.000 99.000 1
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -
BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT

Control Efficiencies

A.4-6

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
Pollutant: PT
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 97.300  90.000 99.900 20
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 89.545  85.000 95.000 22
006 - GRAVITY COLLECTOR - LOW EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 99.000  99.000 99.000 2
007 - CENTRIFUGAL COLLECTOR - HIGH EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 99.900  99.900 99.900 4
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 98.000  98.000 98.000 2
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 89.600  85.000 98.000 10
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 94720  80.000 99.900 80
018 - FABRIC FILTER - LOW TEMPERATURE 018 - FABRIC FILTER - LOW TEMPERATURE 99.520  98.000 99.900 10
026 - FLUE GAS RECIRCULATION 000 - NO EQUIPMENT 90.000  90.000 90.000 4
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 95.000  95.000 95.000 2
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 80.000  80.000  80.000 2
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 86.606 9.000 99.000 36
059 - METAL FABRIC FILTER SCREEN (COTTON GINS) 000 - NO EQUIPMENT 93.780  92.000 95.000 10
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 50.000  50.000  50.000 1
086 - WATER CURTAIN 000 - NO EQUIPMENT 74000  45.000 95.000 20
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 80.929  50.000 97.000 14
101 - 000 - NO EQUIPMENT 98500  98.000 99.000 4
Pollutant: TOLU
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 99.000  99.000 99.000 2
Pollutant: VOC
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 70.000  70.000 70.000 1
003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 80.000  80.000  80.000 1
014 - MIST ELIMINATOR - HIGH VELOCITY 047 - VAPOR RECOVERY SY STEM - INC CONDENSERS, HOODS, 80.000  80.000  80.000 1
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 96.857  95.000 99.000 7
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.000  99.000 99.000 1
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 89.000  81.000 98.000 1
019 - CATALYTIC AFTERBURNER 019 - CATALYTIC AFTERBURNER 95.000  95.000 95.000 1
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 94.067  81.000 99.000 15
021 - DIRECT FLAME AFTERBURNER 021 - DIRECT FLAME AFTERBURNER 95.000  95.000 95.000 1
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 80.750  80.750  80.750 1



SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -
BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT

Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-001-10 Ssurface Coating Operations; Surface Coating Application - General; Paint: Solvent-base (Gallons of Coating)
Pollutant: VOC
026 - FLUE GAS RECIRCULATION 000 - NO EQUIPMENT 70.000  70.000 70.000 3
026 - FLUE GAS RECIRCULATION 024 - MODIFIED FURNACE OR BURNER DESIGN 35200 35200 35200 1
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 95500  90.000 99.000 6
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 92417  75.000 99.000 12
058 - MAT OR PANEL FILTER 021 - DIRECT FLAME AFTERBURNER 95.000  95.000 95.000 1
058 - MAT OR PANEL FILTER 058 - MAT OR PANEL FILTER 95.000  95.000 95.000 3
072 - TUBE AND SHELL CONDENSER 000 - NO EQUIPMENT 95.000  95.000 95.000 3
086 - WATER CURTAIN 000 - NO EQUIPMENT 91429  90.000 95.000 7
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 72292 47.000 99.000 37
099 - MISCELLANEOUS CONTROL DEVICES 099 - MISCELLANEOUS CONTROL DEVICES 69.200  65.000 71.300 3
4-02-002-01 Surface Coating Oper ations; Surface Coating Application - General; Paint: Water-base (Tons Coating Mix Applied)
Pollutant: PM 10
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 97.000  97.000 97.000 1
002 - WET SCRUBBER - MEDIUM EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 99.900  99.900 99.900 1
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 90.000  90.000 90.000 2
Pollutant: PT
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 98.000  97.000 99.000 2
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 95.000  95.000 95.000 2
002 - WET SCRUBBER - MEDIUM EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 99.900  99.900 99.900 2
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 97.989  92.000 99.900 38
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 97.000  97.000 97.000 2
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 90.000  90.000 90.000 4
086 - WATER CURTAIN 000 - NO EQUIPMENT 99.000  99.000 99.000 2
Pollutant: VOC
003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 98.000  98.000 98.000 1
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.000  99.000 99.000 1
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 90.895  77.880 98.000 4
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 95.000  95.000 95.000 1
026 - FLUE GAS RECIRCULATION 000 - NO EQUIPMENT 2.000 2.000 2.000 20
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-002-01 Surface Coating Oper ations; Surface Coating Application - General; Paint: Water-base (Tons Coating Mix Applied)
Pollutant: VOC
046 - PROCESS CHANGE 000 - NO EQUIPMENT 90.140  90.140 90.140 1
047 - VAPOR RECOVERY SYSTEM - INC CONDENSERS, HOODS, 000 - NO EQUIPMENT 99.900  99.900 99.900 1
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 80.000  80.000  80.000 3
086 - WATER CURTAIN 000 - NO EQUIPMENT 95.000  95.000 95.000 2
4-02-002-10  Surface Coating Oper ations; Surface Coating Application - General; Paint: Water-base (Gallons of Coating)
Pollutant: PM 10
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 85.000 85000  85.000 1
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 90.000  90.000 90.000 4
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 90.000  90.000 90.000 1
Pollutant: PT
003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 84.286  80.000  85.000 14
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 82500  80.000  85.000 4
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 93816  80.000 99.800 37
049 - LIQUID FILTRATION SYSTEM 000 - NO EQUIPMENT 90.000  90.000 90.000 2
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 90.000  90.000 90.000 2
086 - WATER CURTAIN 000 - NO EQUIPMENT 95.000  95.000 95.000 4
Pollutant: VOC
003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 85.000 85000  85.000 6
4-02-005-01  Surface Coating Oper ations; Surface Coating Application - General; Enamel (Tons Coating Mix Applied)
Pollutant: PB
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 95.000  95.000 95.000 1
Pollutant: PM 10
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 95.667  95.000 97.000 6
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 94.000  94.000 94.000 1
010 - ELECTROSTATIC PRECIPITATOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 99.800  99.800 99.800 1
015 - MIST ELIMINATOR - MEDIUM VELOCITY 000 - NO EQUIPMENT 95750  95.000 98.000 4
016 - FABRIC FILTER - HIGH TEMPERATURE 000 - NO EQUIPMENT 95.000  95.000 95.000 1
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 98.280  95.000 99.900 5
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 70.000  70.000 70.000 1
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -
BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT

Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-005-01 surface Coating Oper ations; Surface Coating Application - General; Enamel (Tons Coating Mix Applied)
Pollutant: PM 10
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 93.000  90.000  95.500 7
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 87.000  80.000  95.000 4
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 85.833 75000  95.000 6
086 - WATER CURTAIN 000 - NO EQUIPMENT 99.000  99.000  99.000 2
Pollutant: PT

001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 96.359 95000  99.000 64
001 - WET SCRUBBER - HIGH EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 99.900  99.900  99.900 2
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 94333  90.000  97.000 6
003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 80.000  80.000  80.000 2
006 - GRAVITY COLLECTOR - LOW EFFICIENCY 000 - NO EQUIPMENT 50.000  50.000  50.000 2
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 94000  94.000  94.000 2
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 017 - FABRIC FILTER - MEDIUM TEMPERATURE 94000  94.000  94.000 2
010 - ELECTROSTATIC PRECIPITATOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 99.800  99.800  99.800 2
015 - MIST ELIMINATOR - MEDIUM VELOCITY 000 - NO EQUIPMENT 92.600  80.000  98.000 10
016 - FABRIC FILTER - HIGH TEMPERATURE 000 - NO EQUIPMENT 95000 95000  95.000 1
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 98.750  98.000  99.000 8
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 92.836  50.000  99.900 73
018 - FABRIC FILTER - LOW TEMPERATURE 001 - WET SCRUBBER - HIGH EFFICIENCY 98.000  98.000  98.000 2
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 70.000  70.000  70.000 2
049 - LIQUID FILTRATION SYSTEM 000 - NO EQUIPMENT 97.000  97.000  97.000 4
053 - VENTURI SCRUBBER 055 - IMPINGEMENT PLATE SCRUBBER 95000 95000  95.000 2
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 93.667  90.000  97.000 18
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 92.680  80.000  99.800 20
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 86.000 75000  95.000 16
063 - GRAVEL BED FILTER 000 - NO EQUIPMENT 97.000  97.000  97.000 2
072 - TUBE AND SHELL CONDENSER 000 - NO EQUIPMENT 80.000  80.000  80.000 2
078 - Undefined 000 - NO EQUIPMENT 50.000  50.000  50.000 2
086 - WATER CURTAIN 000 - NO EQUIPMENT 98500  98.000  99.000 8
086 - WATER CURTAIN 058 - MAT OR PANEL FILTER 90.000  90.000  90.000 2
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
Pollutant: VOC

002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 98.000  98.000 98.000 1
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 98.950  98.000 99.900 2
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 88.833  81.000 97.000 6
020 - CATALYTIC AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 94.333  90.000 97.000 6
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 95242 77.880 99.000 9
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 97.500  97.500 97.500 1
047 - VAPOR RECOVERY SYSTEM - INC CONDENSERS, HOODS, 000 - NO EQUIPMENT 99.900  99.900 99.900 2
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 85.625  20.000 95.000 8
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 95.000  95.000 95.000 1
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 50.000  50.000  50.000 4

4-02-005-10  Surface Coating Oper ations; Surface Coating Application - General; Enamel (Gallons of Coating)
Pollutant: PM 10

018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 94.250  90.000  99.000 4
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 92500  90.000  95.000 2
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 50.000  50.000  50.000 4

Pollutant: PT
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 96.000 95000  98.000 6
007 - CENTRIFUGAL COLLECTOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 99.500  99.500  99.500 2
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 94.000  94.000  94.000 2
009 - CENTRIFUGAL COLLECTOR - LOW EFFICIENCY 000 - NO EQUIPMENT 20000  20.000  20.000 2
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 96.831  90.000  99.900 26
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 98.000  98.000  98.000 2
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 89.000 85000  95.000 10
058 - MAT OR PANEL FILTER 062 - DUST SUPPRESSION BY CHEM STAB OR WETTING 90.000  90.000  90.000 2
086 - WATER CURTAIN 000 - NO EQUIPMENT 85000 85000  85.000 4
086 - WATER CURTAIN 058 - MAT OR PANEL FILTER 95.000 95000  95.000 2
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 50.000  50.000  50.000 4
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
Pollutant: VOC

021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 78200  77.400 79.000 2
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 38660 22700  87.600 5
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 90.000  90.000 90.000 1
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 50.000  50.000  50.000 2
086 - WATER CURTAIN 000 - NO EQUIPMENT 85.000 85000  85.000 2
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 57.340  20.000 90.910 8

4-02-006-01 Surface Coating Oper ations; Surface Coating Application - General; Primer (Tons Coating Mix Applied)

Pollutant: CO
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 99.000  99.000 99.000 2

Pollutant: NO2
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 99.000  99.000 99.000 2

Pollutant: PM 10
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 90.000  90.000 90.000 1
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 88.000  80.000 94.000 3
012 - ELECTROSTATIC PRECIPITATOR - LOW EFFICIENCY 000 - NO EQUIPMENT 75000  75.000 75.000 1
015 - MIST ELIMINATOR - MEDIUM VELOCITY 000 - NO EQUIPMENT 95.000  95.000 95.000 1
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 90.000  90.000 90.000 1
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.000  99.000 99.000 2
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 70.000  70.000 70.000 1
046 - PROCESS CHANGE 054 - PROCESS ENCLOSED 95.000  95.000 95.000 1
050 - PACKED-GAS ABORPTION COLUMN 000 - NO EQUIPMENT 99.000  99.000 99.000 1
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 93500  90.000 95.500 3
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 88.000  80.000 95.000 4
059 - METAL FABRIC FILTER SCREEN (COTTON GINS) 000 - NO EQUIPMENT 78.000  70.000 80.000 5
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 87500  75.000 95.000 4
062 - DUST SUPPRESSION BY CHEM STAB OR WETTING 000 - NO EQUIPMENT 90.000  90.000 90.000 1
078 - Undefined 000 - NO EQUIPMENT 60.000  60.000 60.000 1
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 95000  95.000 95.000 1
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

A4-12

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
Pollutant: PT
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 96.545  90.000 99.000 1
001 - WET SCRUBBER - HIGH EFFICIENCY 014 - MIST ELIMINATOR - HIGH VELOCITY 98.000  98.000 98.000 2
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 97.250  95.000 99.500 4
005 - GRAVITY COLLECTOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 90.000  85.000 95.000 4
006 - GRAVITY COLLECTOR - LOW EFFICIENCY 000 - NO EQUIPMENT 80.000  80.000  80.000 2
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 88.000  80.000 94.000 6
010 - ELECTROSTATIC PRECIPITATOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 95800  95.800 95.800 2
012 - ELECTROSTATIC PRECIPITATOR - LOW EFFICIENCY 000 - NO EQUIPMENT 75.000  75.000 75.000 2
014 - MIST ELIMINATOR - HIGH VELOCITY 000 - NO EQUIPMENT 95100  95.000 95.500 5
015 - MIST ELIMINATOR - MEDIUM VELOCITY 000 - NO EQUIPMENT 95.000  95.000 95.000 2
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 95250  90.000 98.000 8
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 97.493  90.000 99.900 28
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 70.000  70.000 70.000 2
046 - PROCESS CHANGE 054 - PROCESS ENCLOSED 95.000  95.000 95.000 2
050 - PACKED-GAS ABORPTION COLUMN 000 - NO EQUIPMENT 99.000  99.000 99.000 2
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 93500  90.000 95.500 6
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 88.765  80.000 95.000 17
059 - METAL FABRIC FILTER SCREEN (COTTON GINS) 000 - NO EQUIPMENT 79.286  70.000 95.000 14
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 88.857  75.000 96.000 14
062 - DUST SUPPRESSION BY CHEM STAB OR WETTING 000 - NO EQUIPMENT 90.000  90.000 90.000 2
078 - Undefined 000 - NO EQUIPMENT 60.000  60.000 60.000 2
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 95.000  95.000 95.000 1
Pollutant: SO2
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 99.000  99.000 99.000 2
Pollutant: VOC
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 89.333  70.000 99.000 3
020 - CATALYTIC AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 92500  90.000 95.000 2
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 98.000  98.000 98.000 1
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 90.000  90.000 90.000 1
047 - VAPOR RECOVERY SYSTEM - INC CONDENSERS, HOODS, 000 - NO EQUIPMENT 87.450  75.000 99.900 2



SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -
BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT

Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-006-01 Surface Coating Oper ations; Surface Coating Application - General; Primer (Tons Coating Mix Applied)
Pollutant: VOC
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 97.600  97.600 97.600 1
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 83500 83500  83.500 2
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 99.000  99.000 99.000 2
4-02-006-10 Surface Coating Oper ations; Surface Coating Application - General; Primer (Gallons of Coating)
Pollutant: PM 10
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 99.000  99.000 99.000 2
002 - WET SCRUBBER - MEDIUM EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 96.000  96.000 96.000 2
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 94250  90.000 99.000 4
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 80.000  80.000  80.000 1
054 - PROCESS ENCLOSED 018 - FABRIC FILTER - LOW TEMPERATURE 98.000  98.000 98.000 1
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 50.000  50.000  50.000 1
086 - WATER CURTAIN 000 - NO EQUIPMENT 45000 45000  45.000 5
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 67.625  50.000 97.000 8
Pollutant: PT
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 99.000  99.000 99.000 2
002 - WET SCRUBBER - MEDIUM EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 97.800  96.000 99.000 5
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 94.889  90.000 99.000 9
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 80.000  80.000  80.000 2
054 - PROCESS ENCLOSED 018 - FABRIC FILTER - LOW TEMPERATURE 98.000  98.000 98.000 2
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 85.000 85000  85.000 4
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 50.000  50.000  50.000 1
086 - WATER CURTAIN 000 - NO EQUIPMENT 45000 45000  45.000 5
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 67.625  50.000 97.000 8
Pollutant: VOC
016 - FABRIC FILTER - HIGH TEMPERATURE 048 - ACTIVATED CARBON ABSORPTION 80.000  80.000  80.000 1
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 75.067  37.600 95.000 6
047 - VAPOR RECOVERY SYSTEM - INC CONDENSERS, HOODS, 000 - NO EQUIPMENT 99.000  99.000 99.000 2
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 35491 10109  50.000 1
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -
BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT

Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-007-01  Surface Coating Oper ations; Surface Coating Application - General; Adhesive Application (Tons Coating Mix Applied)
Pollutant: PM 10
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 90.000  90.000  90.000 1
010 - ELECTROSTATIC PRECIPITATOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 99.750  99.700  99.800 2
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 98.900  98.900  98.900 1
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 98.750 98500  99.000 2
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 92500  90.000  95.000 2
054 - PROCESS ENCLOSED 058 - MAT OR PANEL FILTER 99.900  99.900  99.900 1
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 99.000  99.000  99.000 1
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 92500  90.000  95.000 2
Pollutant: PT
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 96.000 95000  98.000 6
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 92500  90.000  95.000 4
005 - GRAVITY COLLECTOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 90.000  90.000  90.000 2
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 91250  90.000  92.500 4
010 - ELECTROSTATIC PRECIPITATOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 98.833  97.000  99.800 6
016 - FABRIC FILTER - HIGH TEMPERATURE 000 - NO EQUIPMENT 98.000  98.000  98.000 4
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 95975 95000  98.900 8
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 95850  50.000  99.900 64
018 - FABRIC FILTER - LOW TEMPERATURE 022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 53.900 9.800  98.000 4
047 - VAPOR RECOVERY SYSTEM - INC CONDENSERS, HOODS, 000 - NO EQUIPMENT 2.000 2.000 2.000 2
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 92500  90.000  95.000 4
054 - PROCESS ENCLOSED 058 - MAT OR PANEL FILTER 99.900  99.900  99.900 2
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 99.000  99.000  99.000 2
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 92500  90.000  95.000 4
Pollutant: TOLU
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 95000 95000  95.000 1
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -
BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT

Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
Pollutant: VOC
011 - ELECTROSTATIC PRECIPITATOR - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 95.000  95.000 95.000 1
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 70.000  70.000 70.000 1
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 94178  90.000 99.500 5
020 - CATALYTIC AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 87.200  84.000 98.000 5
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 86.429  70.000 95.000 7
021 - DIRECT FLAME AFTERBURNER 047 - VAPOR RECOVERY SY STEM - INC CONDENSERS, HOODS, 88.300  88.300  88.300 1
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 89.953  53.800 98.000 21
047 - VAPOR RECOVERY SYSTEM - INC CONDENSERS, HOODS, 000 - NO EQUIPMENT 90.767  90.000 92.300 3
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 92.667  86.000 98.000 6
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 50.000  50.000  50.000 1
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 72.687  50.000 99.999 14
4-02-007-06  Surface Coating Oper ations; Surface Coating Application - General; Adhesive: Solvent Mixing (Tons Solvent Mixed)
Pollutant: PM 10
059 - METAL FABRIC FILTER SCREEN (COTTON GINS) 000 - NO EQUIPMENT 80.000  80.000  80.000 1
Pollutant: PT
059 - METAL FABRIC FILTER SCREEN (COTTON GINS) 000 - NO EQUIPMENT 80.000  80.000  80.000 2
Pollutant: VOC
052 - SPRAY TOWER 000 - NO EQUIPMENT 99.000  99.000 99.000 1
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 92429  80.000 99.999 20
4-02-007-07 Surface Coating Oper ations; Surface Coating Application - General; Adhesive: Solvent Storage (Tons Solvent Stor ed)
Pollutant: PT
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.990  99.990 99.990 2
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-007-10  Surface Coating Oper ations; Surface Coating Application - General; Adhesive: General (Gallons of Coating)
Pollutant: PM 10

018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 95.000 95.000 95.000 2
Pollutant: PT
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 95.000 95.000 95.000 4
058- MAT OR PANEL FILTER 000 - NO EQUIPMENT 94.500 90.000 96.000 8
Pollutant: VOC
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 95.000 95.000 95.000 1
058- MAT OR PANEL FILTER 000 - NO EQUIPMENT 95.000 95.000 95.000 1
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 26.000 26.000 26.000 1

4-02-015-01  Surface Coating Oper ations; Magnet Wir e Surface Coating; Coating/Application/Curing (Tons Solvent in Coating)
Pollutant: PM 10

018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.000  99.000 99.000 1
Pollutant: PT
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.000  99.000 99.000 1
Pollutant: VOC
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 83.752  80.000 98.000 27
020 - CATALYTIC AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 80.267  62.800 93.000 3
020 - CATALYTIC AFTERBURNER WITH HEAT EXCHANGER 021 - DIRECT FLAME AFTERBURNER 97.770  97.770 97.770 1
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 96.400  95.000 99.000 5
021 - DIRECT FLAME AFTERBURNER 021 - DIRECT FLAME AFTERBURNER 65.145  33.330 96.960 2
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 97.640  97.100 98.000 5
065 - CATALYTIC REDUCTION 000 - NO EQUIPMENT 99.000  99.000 99.000 1
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -
BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT

Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-015-03  Surface Coating Operations; Magnet Wire Surface Coating; Coating Mixing (Tons Solvent in Coating)
Pollutant: VOC
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 98.000 98.000 98.000 1
4-02-015-05 Surface Coating Operations; Magnet Wire Surface Coating; Equipment Cleanup (Tons Solvent in Coating)
Pollutant: VOC
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 80.000 80.000 80.000 1
4-02-015-31 Surface Coating Operations;, Magnet Wire Surface Coating; Coating Line: General (Coating Lines)
Pollutant: VOC
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 98.000 98.000 98.000 1
4-02-015-99 Surface Coating Oper ations; Magnet Wire Surface Coating; Other Not Classified (Tons Solvent in Coating)
Pollutant: VOC
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 80.000 80.000 80.000 10
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 95.000 95.000 95.000 2
4-02-025-01 Surface Coating Oper ations; Miscellaneous M etal Parts; Coating Operation (Tons Solvent in Coating)
Pollutant: CO
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 99.000 99.000 99.000 1
Pollutant: NO2
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 99.000 99.000 99.000 1
Pollutant: PM 10
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 98.000 98.000 98.000 1
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 87.500 82.000 99.000 6
053 - VENTURI SCRUBBER 055 - IMPINGEMENT PLATE SCRUBBER 95.000 95.000 95.000 1
Pollutant: PT
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 95.882 80.000 99.000 68
001 - WET SCRUBBER - HIGH EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 99.999 99.999 99.999 2
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 95.333 90.000 99.000 18
003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 80.000 80.000 80.000 6
007 - CENTRIFUGAL COLLECTOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 95.000 95.000 95.000 2
007 - CENTRIFUGAL COLLECTOR - HIGH EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 98.000 98.000 98.000 2
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 018 - FABRIC FILTER - LOW TEMPERATURE 99.500 99.500 99.500 2
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

A.4-18

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-025-01 Surface Coating Operations; Miscellaneous M etal Parts; Coating Operation (Tons Solvent in Coating)

Pollutant: PT
016 - FABRIC FILTER - HIGH TEMPERATURE 000 - NO EQUIPMENT 85.000 85000  85.000 10
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 93858  90.250 99.900 12
017 - FABRIC FILTER - MEDIUM TEMPERATURE 006 - GRAVITY COLLECTOR - LOW EFFICIENCY 99.900  99.900 99.900 2
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 93.748  69.000 99.900 138
053 - VENTURI SCRUBBER 055 - IMPINGEMENT PLATE SCRUBBER 95.000  95.000 95.000 2
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 94.000  94.000 94.000 2
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 91440  75.000 98.000 50
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 97.000  97.000 97.000 2
086 - WATER CURTAIN 000 - NO EQUIPMENT 90.000  90.000 90.000 4

Pollutant: SO2
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 99.000  99.000 99.000 1

Pollutant: VOC
003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 73.000  73.000 73.000 1
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 94500  90.000 99.000 2
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 98.000  98.000 98.000 1
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 83.000 81000  85.000 2
020 - CATALYTIC AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 86.500  81.900 91.100 2
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 51.257 9.000 90.000 7
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 85.500  81.000 99.000 4
026 - FLUE GAS RECIRCULATION 000 - NO EQUIPMENT 46.000  46.000  46.000 1
046 - PROCESS CHANGE 000 - NO EQUIPMENT 78700  67.400 90.000 2
047 - VAPOR RECOVERY SYSTEM - INC CONDENSERS, HOODS, 000 - NO EQUIPMENT 80.000  80.000  80.000 1
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 90.200  85.000 95.400 2
051 - TRAY-TYPE GAS ABSORPTION COLUMN 000 - NO EQUIPMENT 96.300  96.300 96.300 1
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 92.800  85.000 98.000 10
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 50.000  50.000  50.000 6
080 - CHEMICAL OXIDATION 080 - CHEMICAL OXIDATION 99.000  99.000 99.000 2
084 - ACTIVATED CLAY ADSORPTION 000 - NO EQUIPMENT 94500  94.500 94.500 1
086 - WATER CURTAIN 000 - NO EQUIPMENT 36523  26.800 90.000 13



SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -
BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT

Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-025-01 Surface Coating Operations; Miscellaneous M etal Parts; Coating Operation (Tons Solvent in Coating)
Pollutant: VOC
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 74.303 9.000 99.999 19
099 - MISCELLANEOUS CONTROL DEVICES 099 - MISCELLANEOUS CONTROL DEVICES 39.714  30.000 98.000 7
4-02-025-02  Surface Coating Oper ations; Miscellaneous M etal Parts; Cleaning/Pretreatment (Tons Solvent in Coating)
Pollutant: NO2
003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 60.000  60.000 60.000 2
Pollutant: PT
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.700  99.700 99.700 2
Pollutant: VOC
046 - PROCESS CHANGE 000 - NO EQUIPMENT 75.000  75.000 75.000 1
073 - REFRIGERATED CONDENSER 000 - NO EQUIPMENT 60.000  60.000 60.000 4
4-02-025-03  Surface Coating Oper ations; Miscellaneous M etal Parts; Coating Mixing (Tons Solvent in Coating)
Pollutant: PT
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.000  99.000 99.000 4
4-02-025-04  Surface Coating Oper ations; Miscellaneous M etal Parts; Coating Storage (Tons Solvent in Coating)
Pollutant: PT
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.900  99.900 99.900 2
4-02-025-05 Surface Coating Oper ations; Miscellaneous Metal Parts; Equipment Cleanup (Tons Solvent in Coating)
Pollutant: VOC
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.900  99.900 99.900 1
020 - CATALYTIC AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 90.000  90.000 90.000 1
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 99.000  99.000 99.000 1
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-025-31 Surface Coating Oper ations; Miscellaneous Metal Parts; Conveyor Single Flow (1000 Sq. Ft. Product Surface Area Coated)
Pollutant: VOC
046 - PROCESS CHANGE 000 - NO EQUIPMENT 75.000  75.000 75.000 1

4-02-025-33  Surface Coating Oper ations; Miscellaneous M etal Parts; Conveyor Single Spray (1000 Sq. Ft. Product Surface Area Coated)

Pollutant: PT
018 - FABRIC FILTER - LOW TEMPERATURE 018 - FABRIC FILTER - LOW TEMPERATURE 98.000 98.000 98.000 6

4-02-025-34 Surface Coating Operations; Miscellaneous M etal Parts;, Conveyor Two Coat, Flow and Spray (1000 Sq. Ft. Product Surface Area

Pollutant: VOC
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 99.900 99.900 99.900 1

4-02-025-36  Surface Coating Oper ations; Miscellaneous M etal Parts;, Conveyor Two Coat, Spray (1000 Sg. Ft. Product Surface Area Coated)

Pollutant: VOC
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 9.500 9.500 9.500 1

4-02-025-99 Surface Coating Oper ations; Miscellaneous Metal Parts; Other Not Classified (Tons Solvent in Coating)

Pollutant: H2S
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 96.000  96.000 96.000 1
Pollutant: HNO3
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 96.000  96.000 96.000 2
Pollutant: PM 10
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.000  99.900 99.900 1
046 - PROCESS CHANGE 000 - NO EQUIPMENT 85000  85.000 85.000 1
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 90.000  90.000 90.000 2
Pollutant: PT
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 98.000  98.000 98.000 2
010 - ELECTROSTATIC PRECIPITATOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 95.000  95.000 95.000 2
014 - MIST ELIMINATOR - HIGH VELOCITY 000 - NO EQUIPMENT 98.000  98.000 98.000 2
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 99.000  99.000 99.000 2
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 93.067  80.000 99.900 6
046 - PROCESS CHANGE 000 - NO EQUIPMENT 85000  85.000 85.000 2
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 94.000  90.000 98.000 8
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 90.000  90.000 90.000 2
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-025-99 Surface Coating Oper ations; Miscellaneous Metal Parts; Other Not Classified (Tons Solvent in Coating)
Pollutant: PT
086 - WATER CURTAIN 000 - NO EQUIPMENT 98.000  98.000 98.000 4
Pollutant: VOC
003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 80.000  80.000  80.000 1
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.900  99.900 99.900 1
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 95.000  95.000 95.000 1
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 70.000  70.000 70.000 1
048 - ACTIVATED CARBON ABSORPTION 086 - WATER CURTAIN 90.400  90.400 90.400 1
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 54720  50.000  55.900 5

4-02-026-01 Surface Coating Operations; Steel Drums; Coating Operation (Gallons Paint Consumed)

Pollutant: VOC
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 99.000 99.000 99.000

4-02-026-06  Surface Coating Operations; Steel Drums; Interior Coating (Gallons Paint Consumed)

Pollutant: PM 10

018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 98.000 98.000 98.000 1
Pollutant: PT

018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 98.000 98.000 98.000 2
Pollutant: VOC

019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 81.750 75.500 88.000 2

4-02-026-07 Surface Coating Operations; Steel Drums; Exterior Coating (Gallons Paint Consumed)

Pollutant: PM 10

018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 98.000 98.000 98.000 1
Pollutant: PT

018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 98.000 98.000 98.000 2
Pollutant: VOC

019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 81.750 75.500 88.000 2

021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 95.000 95.000 95.000 2
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -
BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT

Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-026-99 Surface Coating Operations; Steel Drums; Specify in Comments Field (Gallons Paint Consumed)
Pollutant: PT
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 98.000  98.000 98.000 2
4-02-888-01 Surface Coating Operations; Fugitive Emissions; Specify in Comments Field (Tons Product)
Pollutant: PM 10
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 016 - FABRIC FILTER - HIGH TEMPERATURE 99.000  99.000 99.000 1
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 95.000  95.000 95.000 1
Pollutant: PT
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 95.000  95.000 95.000 4
004 - GRAVITY COLLECTOR - HIGH EFFICIENCY 016 - FABRIC FILTER - HIGH TEMPERATURE 99.000  99.000 99.000 2
007 - CENTRIFUGAL COLLECTOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 98.000  98.000 98.000 4
008 - CENTRIFUGAL COLLECTOR - MEDIUM EFFICIENCY 016 - FABRIC FILTER - HIGH TEMPERATURE 99.000  99.000 99.000 2
017 - FABRIC FILTER - MEDIUM TEMPERATURE 000 - NO EQUIPMENT 97.580  95.000 99.000 10
017 - FABRIC FILTER - MEDIUM TEMPERATURE 017 - FABRIC FILTER - MEDIUM TEMPERATURE 97.000  97.000 97.000 2
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 96.300  90.000 99.900 6
Pollutant: VOC
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 92.000  90.000 94.000 2
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 97.000  97.000 97.000 2
047 - VAPOR RECOVERY SYSTEM - INC CONDENSERS, HOODS, 000 - NO EQUIPMENT 90.000  90.000 90.000 2
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 86.080  86.080 86.080 1
050 - PACKED-GAS ABORPTION COLUMN 021 - DIRECT FLAME AFTERBURNER 97.500  97.500 97.500 1
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 50.000  50.000 50.000 1
4-02-888-02 Surface Coating Operations; Fugitive Emissions; Specify in Comments Field (Tons Product)
Pollutant: VOC
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 95.000  95.000 95.000 1
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number

4-02-888-22 Surface Coating Operations; Fugitive Emissions; Coating (Tons Produced)
Pollutant: PM 10

007 - CENTRIFUGAL COLLECTOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 90.000 90.000 90.000 1
Pollutant: PT
007 - CENTRIFUGAL COLLECTOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 90.000 90.000 90.000 2

4-02-999-95 Surface Coating Oper ations; Miscellaneous; Specify in Comments Field (Tons Solvent in Coating)
Pollutant: HC266

021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 97.400  97.400 97.400 2
Pollutant: PM 10
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 95500  95.500 95.500 1
Pollutant: PT
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 98.000  98.000 98.000 18
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 95500  95.500 95.500 2
Pollutant: VOC
014 - MIST ELIMINATOR - HIGH VELOCITY 000 - NO EQUIPMENT 97.600  97.600 97.600 1
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 95250  92.400 98.100 2
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 88510  60.000 99.500 10
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 89.975  80.750 99.200 2
027 - REDUCED COMBUSTION - AIR PREHEATING 000 - NO EQUIPMENT 86.000  86.000 86.000 1
047 - VAPOR RECOVERY SYSTEM - INC CONDENSERS, HOODS, 000 - NO EQUIPMENT 71125  54.000 88.500 4
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 97.425  96.300 99.800 4
050 - PACKED-GAS ABORPTION COLUMN 000 - NO EQUIPMENT 83.600  74.000 93.200 2
054 - PROCESS ENCLOSED 000 - NO EQUIPMENT 95500  95.500 95.500 1
061 - DUST SUPPRESSION BY WATER SPRAYS 000 - NO EQUIPMENT 50.000  50.000 50.000 2
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 90.000  90.000 90.000 1
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-999-96 Surface Coating Operations; Miscellaneous; Specify in Comments Field (Tons Solvent)

Pollutant: HC252

022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 95.000  95.000 95.000 1
Pollutant: HC26

022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 95.000  95.000 95.000 1
Pollutant: HC27

022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 95.000  95.000 95.000 1
Pollutant: HC36

022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 95.000  95.000 95.000 1
Pollutant: MN-PT

058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 80.000  80.000  80.000 1
Pollutant: PM 10

003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 90.000  90.000 90.000 1

016 - FABRIC FILTER - HIGH TEMPERATURE 000 - NO EQUIPMENT 65.000  65.000 65.000 1

101 - 000 - NO EQUIPMENT 85.000 85000  85.000 2
Pollutant: PT

003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 90.000  90.000 90.000 2

006 - GRAVITY COLLECTOR - LOW EFFICIENCY 000 - NO EQUIPMENT 60.000  60.000 60.000 2

016 - FABRIC FILTER - HIGH TEMPERATURE 000 - NO EQUIPMENT 65.000  65.000 65.000 2

058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 80.000  80.000  80.000 2

101 - 000 - NO EQUIPMENT 85.000 85000  85.000 4
Pollutant: TOLU

022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 95.000  95.000 95.000 1
Pollutant: VOC

001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 93.000  93.000 93.000 1

022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 95.000  95.000 95.000 1

027 - REDUCED COMBUSTION - AIR PREHEATING 000 - NO EQUIPMENT 86.000  86.000  86.000 2

048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 89.450  80.000 98.900 2
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
4-02-999-97  Surface Coating Operations; Miscellaneous; Specify in Comments Field (1000 Units Produced)
Pollutant: PM 10
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 99.000  99.000 99.000 1
Pollutant: PT
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 97.000  95.000 99.000 4
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 99.000  99.000 99.000 2
Pollutant: VOC
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 68.343  58.230 74.670 7
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 91100  91.100 91.100 1
027 - REDUCED COMBUSTION - AIR PREHEATING 000 - NO EQUIPMENT 86.000  86.000  86.000 2
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 70.000  50.000 90.000 2
4-02-999-98 Surface Coating Oper ations; Miscellaneous; Specify in Comments Field (Gallons)
Pollutant: CO
019 - CATALYTIC AFTERBURNER 019 - CATALYTIC AFTERBURNER 99.000  99.000 99.000 1
021 - DIRECT FLAME AFTERBURNER 021 - DIRECT FLAME AFTERBURNER 99.000  99.000 99.000 1
055 - IMPINGEMENT PLATE SCRUBBER 055 - IMPINGEMENT PLATE SCRUBBER 80.000  80.000  80.000 2
Pollutant: CRC
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 95.000  95.000 95.000 2
Pollutant: NO2
055 - IMPINGEMENT PLATE SCRUBBER 055 - IMPINGEMENT PLATE SCRUBBER 80.000  80.000  80.000 2
Pollutant: PB
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 95.000  95.000 95.000 1
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 85.000 85000  85.000 5
016 - FABRIC FILTER - HIGH TEMPERATURE 016 - FABRIC FILTER - HIGH TEMPERATURE 91.700  87.000 99.000 10
019 - CATALYTIC AFTERBURNER 019 - CATALYTIC AFTERBURNER 80.000  80.000  80.000 1
021 - DIRECT FLAME AFTERBURNER 021 - DIRECT FLAME AFTERBURNER 99.000  99.000 99.000 1
055 - IMPINGEMENT PLATE SCRUBBER 055 - IMPINGEMENT PLATE SCRUBBER 80.000  80.000  80.000 2
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 90.000  90.000 90.000 1
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
Pollutant: PBC
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 95.000  95.000 95.000 1
Pollutant: PM 10
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 95494  95.000 99.900 18
Pollutant: PT
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 97.000  95.000 98.000 12
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 88.818  85.000 95.000 22
003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 90.000  90.000 90.000 2
006 - GRAVITY COLLECTOR - LOW EFFICIENCY 001 - WET SCRUBBER - HIGH EFFICIENCY 99.000  99.000 99.000 6
009 - CENTRIFUGAL COLLECTOR - LOW EFFICIENCY 000 - NO EQUIPMENT 99.000  99.000 99.000 2
016 - FABRIC FILTER - HIGH TEMPERATURE 000 - NO EQUIPMENT 98.000  98.000 98.000 2
016 - FABRIC FILTER - HIGH TEMPERATURE 016 - FABRIC FILTER - HIGH TEMPERATURE 91.700  87.000 99.000 20
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 93.747  80.000 99.900 45
019 - CATALYTIC AFTERBURNER 019 - CATALYTIC AFTERBURNER 80.000  80.000  80.000 2
021 - DIRECT FLAME AFTERBURNER 021 - DIRECT FLAME AFTERBURNER 99.000  99.000 99.000 2
046 - PROCESS CHANGE 000 - NO EQUIPMENT 90.000  90.000 90.000 2
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 90.000  90.000 90.000 2
053 - VENTURI SCRUBBER 000 - NO EQUIPMENT 98.000  98.000 98.000 2
055 - IMPINGEMENT PLATE SCRUBBER 055 - IMPINGEMENT PLATE SCRUBBER 80.000  80.000  80.000 4
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 90.000  90.000 90.000 2
086 - WATER CURTAIN 000 - NO EQUIPMENT 90.000  90.000 90.000 2
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 96.000  96.000 96.000 2
Pollutant: SBC
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 95.000  95.000 95.000 1
Pollutant: SO2
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 85.000 85000  85.000 1
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 67.200  63.000 70.000 5
055 - IMPINGEMENT PLATE SCRUBBER 055 - IMPINGEMENT PLATE SCRUBBER 80.000  80.000  80.000 2
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
Pollutant: VOC

003 - WET SCRUBBER - LOW EFFICIENCY 000 - NO EQUIPMENT 75.000  75.000 75.000 2
019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 87.500  80.000 95.000 2
019 - CATALYTIC AFTERBURNER 019 - CATALYTIC AFTERBURNER 99.000  99.000 99.000 1
020 - CATALYTIC AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 20.000  20.000 20.000 1
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 83500  80.000 90.250 5
021 - DIRECT FLAME AFTERBURNER 021 - DIRECT FLAME AFTERBURNER 99.000  99.000 99.000 1
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 49.000 8.000 90.000 2
027 - REDUCED COMBUSTION - AIR PREHEATING 000 - NO EQUIPMENT 86.000  86.000  86.000 2
047 - VAPOR RECOVERY SYSTEM - INC CONDENSERS, HOODS, 000 - NO EQUIPMENT 77.800  77.800 77.800 1
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 98500  98.500 98.500 1
048 - ACTIVATED CARBON ABSORPTION 048 - ACTIVATED CARBON ABSORPTION 99.000  99.000 99.000 1
055 - IMPINGEMENT PLATE SCRUBBER 055 - IMPINGEMENT PLATE SCRUBBER 80.000  80.000  80.000 2
072 - TUBE AND SHELL CONDENSER 000 - NO EQUIPMENT 90.000  90.000 90.000 1
072 - TUBE AND SHELL CONDENSER 048 - ACTIVATED CARBON ABSORPTION 95.000  95.000 95.000 2
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 771477 47.368 95.714 13

4-02-999-99 Surface Coating Oper ations; Miscellaneous; See Comment  ** (Tons Coating)

Pollutant: CO
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 94.667 94.000 95.000 3
Pollutant: NO2
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 94.667 94.000 95.000 3
Pollutant: PT
001 - WET SCRUBBER - HIGH EFFICIENCY 000 - NO EQUIPMENT 97.100 96.000 98.000 10
002 - WET SCRUBBER - MEDIUM EFFICIENCY 000 - NO EQUIPMENT 90.000 90.000 90.000 4
004 - GRAVITY COLLECTOR - HIGH EFFICIENCY 000 - NO EQUIPMENT 95.000 95.000 95.000 2
013 - GAS SCRUBBER (GENERAL, NOT CLASSIFIED) 000 - NO EQUIPMENT 95.000 95.000 95.000 2
015 - MIST ELIMINATOR - MEDIUM VELOCITY 000 - NO EQUIPMENT 50.000 50.000 50.000 2
018 - FABRIC FILTER - LOW TEMPERATURE 000 - NO EQUIPMENT 98.143 98.000 99.000 14
053 - VENTURI SCRUBBER 000 - NO EQUIPMENT 98.000 98.000 98.000 16
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SUMMARY OF CONTROL DEVICESINDICATED IN AIRS -

BY SOURCE CATEGORY CODE (SCC) AND POLLUTANT S
Control Efficiencies

Primary Control Device Secondary Control Device Avg.  Min. Max. Number
Pollutant: VOC

019 - CATALYTIC AFTERBURNER 000 - NO EQUIPMENT 90.000  90.000 90.000 3
020 - CATALYTIC AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 31429  20.000 64.000 7
021 - DIRECT FLAME AFTERBURNER 000 - NO EQUIPMENT 90.000  90.000 90.000 1
022 - DIRECT FLAME AFTERBURNER WITH HEAT EXCHANGER 000 - NO EQUIPMENT 54250  20.000  88.500 2
048 - ACTIVATED CARBON ABSORPTION 000 - NO EQUIPMENT 91150  75.000 95.500 8
058 - MAT OR PANEL FILTER 000 - NO EQUIPMENT 82500  80.000 90.000 4
086 - WATER CURTAIN 000 - NO EQUIPMENT 80.000  80.000  80.000 3
099 - MISCELLANEOUS CONTROL DEVICES 000 - NO EQUIPMENT 90.000  90.000 90.000 1

A.4-28



