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Summary of Requirements1 
40 CFR part 60, subpart IIII 

Standards of Performance for Stationary Compression Ignition  
Internal Combustion Engines   

 

For fire pump engines with a displacement of less than 30 liters/cyl,  
manufactured during or after  the model year that applies to your fire pump engine power rating  

in Table 3 of 40 CFR part 60, subpart IIII. 
 
NOTE:  To refer directly to the regulatory text, please go to Subpart IIII (scroll down to 
almost the end of the page). 
 
Temporary Engines: 

Per 60.4200(e) Owners and operators of facilities with CI ICE that are acting as temporary replacement 
units and that are located at a stationary source for less than 1 year and that have been properly certified 
as meeting the standards that would be applicable to such engine under the appropriate nonroad engine 
provisions, are not required to meet any other provisions under this subpart with regard to such engines.  

Emission Standards: 60.4205(c), Table 4 

60.4205(c) Owners and operators of fire pump engines with a displacement of less than 30 liters per 
cylinder must comply with the emission standards in table 4 to this subpart, for all pollutants. 

Per 60.4215(a) Stationary CI ICE with a displacement of less than 30 liters per cylinder that are used in 
Guam, American Samoa, or the Commonwealth of the Northern Mariana Islands are required to meet the 
applicable emission standards in §§60.4202 and 60.4205.  Stationary CI ICE with a displacement of 
greater than or equal to 30 liters per cylinder that are used in Guam, American Samoa, or the 
Commonwealth of the Northern Mariana Islands are required to meet the emission standards in 
60.4215(c). 

Special requirements apply to engines used in Alaska.  Please refer to 60.4216 for the specific 
requirements and provisions that apply to engines that are located in areas of Alaska not accessible by the 
FAHS. 

 

 

                                                           
1Disclaimer: The content provided in this software tool is intended solely as assistance for potential reporters to aid 
in assessing requirements for compliance under the Standards of Performance for Stationary Compression Ignition 
Internal Combustion Engines, 40 CFR Part 60 Subpart IIII.   Any variation between the rule and the information 
provided in this tool is unintentional, and, in the case of such variations, the requirements of the rule govern.  Use of 
this tool does not constitute an assessment by EPA of the applicability of the rule to any particular facility.  In any 
particular case, EPA will make its assessment by applying the law and regulations to the specific facts of the case.   

http://www.ecfr.gov/cgi-bin/text-idx?c=ecfr&SID=9bbaf21a074d387a51a326ed2612afdf&tpl=/ecfrbrowse/Title40/40cfr60d_main_02.tpl
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Fuel Requirements: 60.4207(a), (b), (e) 

60.4207(a) Beginning October 1, 2007, owners and operators of stationary CI ICE subject to this subpart 
that use diesel fuel must use diesel fuel that meets the requirements of 40 CFR 80.510(a). 
 
(b) Beginning October 1, 2010, owners and operators of stationary CI ICE subject to this subpart with a 
displacement of less than 30 liters per cylinder that use diesel fuel must purchase diesel fuel that meets the 
requirements of 40 CFR 80.510(b) for nonroad diesel fuel. 
 
(e) Stationary CI ICE that have a national security exemption under §60.4200(d) are also exempt from the 
fuel requirements in this section. 
 

Per 60.4215(b) stationary CI ICE that are used in Guam, American Samoa, or the Commonwealth of the 
Northern Mariana Islands are not required to meet the fuel requirements in 40 CFR 60.4207. 

Special requirements apply to engines used in Alaska.  Please refer to 60.4216 for the specific 
requirements and provisions that apply to engines that are located in areas of Alaska not accessible by the 
FAHS. 

Per 60.4217 Owners and operators of stationary CI ICE that do not use diesel fuel may petition the 
Administrator for approval of alternative emission standards, if they can demonstrate that they use a fuel 
that is not the fuel on which the manufacturer of the engine certified the engine and that the engine cannot 
meet the applicable standards required in §60.4204 or §60.4205 using such fuels and that use of such fuel 
is appropriate and reasonably necessary, considering cost, energy, technical feasibility, human health and 
environmental, and other factors, for the operation of the engine. 

 
Importing/Installing Requirements: 60.4208(h), (i) 
 

60.4208(h) In addition to the requirements specified in §§60.4201, 60.4202, 60.4204, and 60.4205, it is 
prohibited to import stationary CI ICE with a displacement of less than 30 liters per cylinder that do not 
meet the applicable requirements specified in paragraphs (a) through (g) of this section after the dates 
specified in paragraphs (a) through (g) of this section. 

(i) The requirements of this section do not apply to owners or operators of stationary CI ICE that have 
been modified, reconstructed, and do not apply to engines that were removed from one existing location 
and reinstalled at a new location. 

Monitoring Requirements: 60.4209(a); If your engine is equipped with a diesel particulate filter: 
60.4209(b)       

60.4209(a)  If you are an owner or operator of an emergency stationary CI internal combustion engine 
that does not meet the standards applicable to non-emergency engines, you must install a non-resettable 
hour meter prior to startup of the engine. 
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If your engine is equipped with a diesel particulate filter: 60.4209(b) 

60.4209 (b) If you are an owner or operator of a stationary CI internal combustion engine equipped with a 
diesel particulate filter to comply with the emission standards in §60.4204, the diesel particulate filter 
must be installed with a backpressure monitor that notifies the owner or operator when the high 
backpressure limit of the engine is approached. 

Compliance Requirements: 60.4206, 60.4211(a), (c), (f), (g)    

60.4206 Owners and operators of stationary CI ICE must operate and maintain stationary CI ICE that 
achieve the emission standards as required in §§60.4204 and 60.4205 over the entire life of the engine. 

60.4211(a) If you are an owner or operator and must comply with the emission standards specified in this 
subpart, you must do all of the following, except as permitted under paragraph (g) of this section: 

 
(1) Operate and maintain the stationary CI internal combustion engine and control device 

 according to the manufacturer's emission-related written instructions; 
 
(2) Change only those emission-related settings that are permitted by the manufacturer; and 
 
(3) Meet the requirements of 40 CFR parts 89, 94 and/or 1068, as they apply to you. 
 

(c) If you are an owner or operator of a 2007 model year and later stationary CI internal combustion 
engine and must comply with the emission standards specified in §60.4204(b) or §60.4205(b), or if you 
are an owner or operator of a CI fire pump engine that is manufactured during or after the model year that 
applies to your fire pump engine power rating in table 3 to this subpart and must comply with the 
emission standards specified in §60.4205(c), you must comply by purchasing an engine certified to the 
emission standards in §60.4204(b), or §60.4205(b) or (c), as applicable, for the same model year and 
maximum (or in the case of fire pumps, NFPA nameplate) engine power. The engine must be installed 
and configured according to the manufacturer's emission-related specifications, except as permitted in 
paragraph (g) of this section. 
 
(f) Emergency stationary ICE may be operated for the purpose of maintenance checks and readiness 
testing, provided that the tests are recommended by Federal, State or local government, the manufacturer, 
the vendor, or the insurance company associated with the engine. Maintenance checks and readiness 
testing of such units is limited to 100 hours per year. There is no time limit on the use of emergency 
stationary ICE in emergency situations. The owner or operator may petition the Administrator for 
approval of additional hours to be used for maintenance checks and readiness testing, but a petition is not 
required if the owner or operator maintains records indicating that Federal, State, or local standards 
require maintenance and testing of emergency ICE beyond 100 hours per year. Emergency stationary ICE 
may operate up to 50 hours per year in non-emergency situations, but those 50 hours are counted towards 
the 100 hours per year provided for maintenance and testing. The 50 hours per year for non-emergency 
situations cannot be used for peak shaving or to generate income for a facility to supply power to an 
electric grid or otherwise supply non-emergency power as part of a financial arrangement with another 
entity. For owners and operators of emergency engines, any operation other than emergency operation, 
maintenance and testing, and operation in non-emergency situations for 50 hours per year, as permitted in 
this section, is prohibited. 
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(g) If you do not install, configure, operate, and maintain your engine and control device according to the 
manufacturer's emission-related written instructions, or you change emission-related settings in a way that 
is not permitted by the manufacturer, you must demonstrate compliance as follows: 

 
(1) If you are an owner or operator of a stationary CI internal combustion engine with maximum 

engine power less than 100 HP, you must keep a maintenance plan and records of conducted maintenance 
to demonstrate compliance and must, to the extent practicable, maintain and operate the engine in a 
manner consistent with good air pollution control practice for minimizing emissions. In addition, if you 
do not install and configure the engine and control device according to the manufacturer's emission-
related written instructions, or you change the emission-related settings in a way that is not permitted by 
the manufacturer, you must conduct an initial performance test to demonstrate compliance with the 
applicable emission standards within 1 year of such action. 

 
(2) If you are an owner or operator of a stationary CI internal combustion engine greater than or 

equal to 100 HP and less than or equal to 500 HP, you must keep a maintenance plan and records of 
conducted maintenance and must, to the extent practicable, maintain and operate the engine in a manner 
consistent with good air pollution control practice for minimizing emissions. In addition, you must 
conduct an initial performance test to demonstrate compliance with the applicable emission standards 
within 1 year of startup, or within 1 year after an engine and control device is no longer installed, 
configured, operated, and maintained in accordance with the manufacturer's emission-related written 
instructions, or within 1 year after you change emission-related settings in a way that is not permitted by 
the manufacturer. 

 
(3) If you are an owner or operator of a stationary CI internal combustion engine greater than 500 

HP, you must keep a maintenance plan and records of conducted maintenance and must, to the extent 
practicable, maintain and operate the engine in a manner consistent with good air pollution control 
practice for minimizing emissions. In addition, you must conduct an initial performance test to 
demonstrate compliance with the applicable emission standards within 1 year of startup, or within 1 year 
after an engine and control device is no longer installed, configured, operated, and maintained in 
accordance with the manufacturer's emission-related written instructions, or within 1 year after you 
change emission-related settings in a way that is not permitted by the manufacturer. You must conduct 
subsequent performance testing every 8,760 hours of engine operation or 3 years, whichever comes first, 
thereafter to demonstrate compliance with the applicable emission standards. 
 
Testing Requirements: 60.4212 
 
60.4212 Owners and operators of stationary CI ICE with a displacement of less than 30 liters per cylinder 
who conduct performance tests pursuant to this subpart must do so according to paragraphs (a) through 
(e) of this section. 
 
(a) The performance test must be conducted according to the in-use testing procedures in 40 CFR part 
1039, subpart F, for stationary CI ICE with a displacement of less than 10 liters per cylinder, and 
according to 40 CFR part 1042, subpart F, for stationary CI ICE with a displacement of greater than or 
equal to 10 liters per cylinder and less than 30 liters per cylinder. 
 
(b) Exhaust emissions from stationary CI ICE that are complying with the emission standards for new CI 
engines in 40 CFR part 1039 must not exceed the not-to-exceed (NTE) standards for the same model year 
and maximum engine power as required in 40 CFR 1039.101(e) and 40 CFR 1039.102(g)(1), except as 
specified in 40 CFR 1039.104(d). This requirement starts when NTE requirements take effect for nonroad 
diesel engines under 40 CFR part 1039. 
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(c) Exhaust emissions from stationary CI ICE that are complying with the emission standards for new CI 
engines in 40 CFR 89.112 or 40 CFR 94.8, as applicable, must not exceed the NTE numerical 
requirements, rounded to the same number of decimal places as the applicable standard in 40 CFR 89.112 
or 40 CFR 94.8, as applicable, determined from the following equation: 
 

 
 
Where: 
 
STD = The standard specified for that pollutant in 40 CFR 89.112 or 40 CFR 94.8, as applicable. 
 
Alternatively, stationary CI ICE that are complying with the emission standards for new CI engines in 40 
CFR 89.112 or 40 CFR 94.8 may follow the testing procedures specified in §60.4213 of this subpart, as 
appropriate. 
 
(d) Exhaust emissions from stationary CI ICE that are complying with the emission standards for pre-
2007 model year engines in §60.4204(a), §60.4205(a), or §60.4205(c) must not exceed the NTE 
numerical requirements, rounded to the same number of decimal places as the applicable standard in 
§60.4204(a), §60.4205(a), or §60.4205(c), determined from the equation in paragraph (c) of this section. 
 
Where: 
 
STD = The standard specified for that pollutant in §60.4204(a), §60.4205(a), or §60.4205(c). 
 
Alternatively, stationary CI ICE that are complying with the emission standards for pre-2007 model year 
engines in §60.4204(a), §60.4205(a), or §60.4205(c) may follow the testing procedures specified in 
§60.4213, as appropriate. 
 
(e) Exhaust emissions from stationary CI ICE that are complying with the emission standards for new CI 
engines in 40 CFR part 1042 must not exceed the NTE standards for the same model year and maximum 
engine power as required in 40 CFR 1042.101(c). 
 
Notification, Reports, and Records Requirements: 60.4214(b); If equipped with DPF:  60.4214(c); If 
>100 HP and > 15 hrs/yr for emergency DR: 60.4214(d) 
 
60.4214(b) If the stationary CI internal combustion engine is an emergency stationary internal 
combustion engine, the owner or operator is not required to submit an initial notification. Starting with 
the model years in Table 5 to this subpart, if the emergency engine does not meet the standards applicable 
to non-emergency engines in the applicable model year, the owner or operator must keep records of the 
operation of the engine in emergency and non-emergency service that are recorded through the non-
resettable hour meter. The owner must record the time of operation of the engine and the reason the 
engine was in operation during that time. 
 
If your engine is equipped with a diesel particulate filter:  60.4214(c) 
 
60.4214(c) If the stationary CI internal combustion engine is equipped with a diesel particulate filter, the 
owner or operator must keep records of any corrective action taken after the backpressure monitor has 
notified the owner or operator that the high backpressure limit of the engine is approached. 
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If your engine is greater than 100 HP and used more than 15 hours a year for emergency demand 
response: 
 
(d) If you own or operate an emergency stationary CI ICE with a maximum engine power more than 100 
HP that operates or is contractually obligated to be available for more than 15 hours per calendar year for 
the purposes specified in § 60.4211(f)(2)(ii)  and (iii) or that operates for the purposes specified in            
§ 60.4211(f)(3)(i), you must submit an annual report according to the  requirements in paragraphs (d)(1) 
through (3) of this section. 
 
General Provisions (40 CFR part 60): Table 8 
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