
RICE NESHAP Summary of Requirements1 

Residential/Commercial/Institutional Emergency 

Existing Stationary Engine Located at Area Sources of HAP, constructed before June 12, 2006 

 

Your compliance date is October 19, 2013 for spark ignition engines and May 3, 2013 for 
compression ignition engines. 

Requirements: These engines are subject to the requirements in 40 CFR 63.6640(f).  No other 
requirements apply. 

§ 63.6640 (f) Requirements for emergency stationary RICE. (1) If you own or operate an existing 
emergency stationary RICE with a site rating of less than or equal to 500 brake HP located at a 
major source of HAP emissions, a new or reconstructed emergency stationary RICE with a site 
rating of more than 500 brake HP located at a major source of HAP emissions that was installed 
on or after June 12, 2006, or an existing emergency stationary RICE located at an area source of 
HAP emissions, you must operate the emergency stationary RICE according to the requirements 
in paragraphs (f)(1)(i) through (iii) of this section. Any operation other than emergency 
operation, maintenance and testing, and operation in non-emergency situations for 50 hours per 
year, as described in paragraphs (f)(1)(i) through (iii) of this section, is prohibited. If you do not 
operate the engine according to the requirements in paragraphs (f)(1)(i) through (iii) of this 
section, the engine will not be considered an emergency engine under this subpart and will need 
to meet all requirements for non-emergency engines. 

(i) There is no time limit on the use of emergency stationary RICE in emergency situations. 

(ii) You may operate your emergency stationary RICE for the purpose of maintenance checks 
and readiness testing, provided that the tests are recommended by Federal, State or local 
government, the manufacturer, the vendor, or the insurance company associated with the engine. 
Maintenance checks and readiness testing of such units is limited to 100 hours per year. The 
owner or operator may petition the Administrator for approval of additional hours to be used for 
maintenance checks and readiness testing, but a petition is not required if the owner or operator 
maintains records indicating that Federal, State, or local standards require maintenance and 
testing of emergency RICE beyond 100 hours per year. 

                                                            
1 Disclaimer: The content provided in this software tool is intended solely as assistance for potential reporters to aid 
in assessing requirements for compliance under the reciprocating internal combustion engines (RICE) National 
Emissions Standards for Hazardous Air Pollutants, 40 CFR Part 63 Subpart ZZZZ. Any variation between the rule 
and the information provided in this tool is unintentional, and, in the case of such variations, the requirements of the 
rule govern. Use of this tool does not constitute an assessment by EPA of the applicability of the rule to any 
particular facility. In any particular case, EPA will make its assessment by applying the law and regulations to the 
specific facts of the case. 

 



(iii) You may operate your emergency stationary RICE up to 50 hours per year in non-
emergency situations, but those 50 hours are counted towards the 100 hours per year provided 
for maintenance and testing. The 50 hours per year for non-emergency situations cannot be used 
for peak shaving or to generate income for a facility to supply power to an electric grid or 
otherwise supply power as part of a financial arrangement with another entity; except that 
owners and operators may operate the emergency engine for a maximum of 15 hours per year as 
part of a demand response program if the regional transmission organization or equivalent 
balancing authority and transmission operator has determined there are emergency conditions 
that could lead to a potential electrical blackout, such as unusually low frequency, equipment 
overload, capacity or energy deficiency, or unacceptable voltage level. The engine may not be 
operated for more than 30 minutes prior to the time when the emergency condition is expected to 
occur, and the engine operation must be terminated immediately after the facility is notified that 
the emergency condition is no longer imminent. The 15 hours per year of demand response 
operation are counted as part of the 50 hours of operation per year provided for non-emergency 
situations. The supply of emergency power to another entity or entities pursuant to financial 
arrangement is not limited by this paragraph (f)(1)(iii), as long as the power provided by the 
financial arrangement is limited to emergency power. 

(2) If you own or operate an emergency stationary RICE with a site rating of more than 500 
brake HP located at a major source of HAP emissions that was installed prior to June 12, 2006, 
you must operate the engine according to the conditions described in paragraphs (f)(2)(i) through 
(iii) of this section. If you do not operate the engine according to the requirements in paragraphs 
(f)(2)(i) through (iii) of this section, the engine will not be considered an emergency engine 
under this subpart and will need to meet all requirements for non-emergency engines. 

(i) There is no time limit on the use of emergency stationary RICE in emergency situations. 

(ii) You may operate your emergency stationary RICE for the purpose of maintenance checks 
and readiness testing, provided that the tests are recommended by the manufacturer, the vendor, 
or the insurance company associated with the engine. Required testing of such units should be 
minimized, but there is no time limit on the use of emergency stationary RICE in emergency 
situations and for routine testing and maintenance. 

(iii) You may operate your emergency stationary RICE for an additional 50 hours per year in 
non-emergency situations. The 50 hours per year for non-emergency situations cannot be used 
for peak shaving or to generate income for a facility to supply power to an electric grid or 
otherwise supply power as part of a financial arrangement with another entity. 

 


