2027 HONDA

Application for Certification - Part 1
2027 Model Year
VHNXGPGNNB84A

VHNXV02.0TWE
VHNXRO0122EBA

Durability Group
Test Group
EVAP/Refueling Family

Carline Name (Code)

Model Name

Vehicle Description
Vehicle Class

Combustion Cycle
Fuel Type / System
Catalyst Code
Engine

Applicable Standards

Exhaust Emissions

Evaporative Emissions
/ Refueling Emissions

Exhaust Durability
DDV Configuration

EVAP/Refueling Durability
DDV Configuration

Emission Data Vehicles
EDV Configuration

INTEGRA
CIVIC 5Dr

INTEGRA
CIvIC

(Federal)
(California)

(02120)
(01009)

(TYPE S, TS-HER)
(TYPE R)

LDV
Not Applicable

Otto Cycle / 4 Stroke
Gasoline / Direct Fuel Injection

TW-132 (INTEGRA TYPE S, TS-HER) / TW-126 (CIVIC TYPE R)

2.0 Liter / L4
(Federal) Interim Tier 4 Bin 50 150k Mile
(California) Not Applicable 150k Mile
(Federal) Tier 3 150k Mile
(California) Not Applicable 150k Mile
ERPV1M -03 Bench Age (HMA-IIra)
EHPA2C -01 Bench Age
EVE51M -00 FTP (E10) VHNX10094771
HWY (E10) VHNX10094772
US06 (E10) VHNX10094773
SC03 (E10) VHNX10094774
Cold CO (T3E10) |VHNX10094775
ERPV2M -00 3D EVAP RHNX10078612
R/L RHNX10078613
2D EVAP RHNX10078611
ORVR RHNX10078634
EHPH2C -00 Bleed test HHNX10044298

EPA Response Requested by: Auqust 21, 2026
CARB Response Requested by: September 24, 2026
For Questions, Contact: Jesse Deeter, (937) 620-5517

Test group : VHNXV02.0TWE
Issued : August 8, 2026

Honda Motor Co., Ltd.
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01.00.00.00

02.00.00.00

03.00.00.00

04.00.00.00

04.01.00.00

04.02.00.00

04.03.00.00

04.04.00.00

Correspondence and Communications

Refer to 01.00.00.00" of Part 1 common section.

Durability Group Description

Refer to 02.00.00.00° of Part 1 common section.
Evaporative(EVAP)/Refueling Family Description

Refer to 03.00.00.00° of Part 1 common section.

Durability Procedure Description

Durability demonstration procedures for exhaust emissions

Refer to 04.01.00.00* of Part 1 common section and 16.04.01.00*
of this Part 1 application.

Durability demonstration procedures for EVAP/refueling emissions
Refer to 04.02.00.00° of Part 1 common section.
Deterioration Factor (DF) information

Refer to Certification Summary Information Report.

Equivalency Factor (EF) information

Catalyst Location Close Coupled
Equivalency ARC/SRC 1.318631
Factor (EF) SRC/ARC 0.758362
Useful Life Miles 150000
Reference Temp °C (Tr) 830
In-Use Correction Factor 1.1
Catalyst Temp Sensitivity (R) 17500

' Correspondence and Communications

2 Durability Group Description

3 Evaporative(EVAP)/Refueling Family Description

4 Durability demonstration procedures for exhaust emissions

5 Durability demonstration procedures for EVAP/refueling emissions



05.00.00.00

Test Group Description

Test Group Name

VHNXV02.0TWE

Model Name

INTEGRA (TYPE S, TS-HER)

CIVIC (TYPE R)

Engine Displacement (CID) 122
Number of Cylinders 4
Arrangement of Cylinders In-line

. Federal LDV
Vehicle Class California Not Applicable
Exhaust Federal Interim Tier 4 BIN 50
Emission Standards Class California Not Applicable
EVAP Federal Tier 3
Emission Standards Class California Not Applicable
Applicable Emission Standards 1)

1) Refer to Certification Summary Information Report.




06.00.00.00 Test Vehicle Description

For the complete vehicle description, refer to the Vehicle Information (VI)
submitted to EV-CIS.

Test Purpose Exhaust
Test Vehicle Type DDV EDV
Test Vehicle Number ERPV1M EVE51M
Configuration Number 03 00
Emission Control System TWC, WR-HO2S, HOZS,
DFI, TC, CAC
Test Purpose EVAP/ORVR
Test Vehicle Type DDV EDV
Test Vehicle Number EHPA2C ERPV2M, EHPH2G

Configuration Number 01 00




07.00.00.00 Test Results
(a) EPA CSI

Refer to the attached CSI data on the following pages for details.



Date: 08/03/2026 03:50:35 AM

Certification Summary Information Report

Manufacturer American Honda Motor Co., Inc. Manufacturer Code HNX

Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXRO0122EBA
Certificate Number -- CARB Executive Order # --

Certificate I ssue Date -- Certificate Revision Date --

Certificate Effective Date -- Conditional Certificate --

CSl Revision # -- CSl Submission/Revision Date 08/03/2026 03:50:23 AM
Model Year 2027

Test Group Information

CSl Type Update for Correction Running Change Reference Number --

GHG Exempt Status Not Exempt

Drive Sour ces and Fuel(s)
Drive Source #1.

Combustion Engine

Fuel Basic Fuel Metering System Lean Burn Strategy I ndicator
Gasoline Spark Ignition Direct fuel injection No

Hybrid Indicator No
Multiple Fuel Storage -- Rechargeable Energy Storage System Indicator No
Multiple Fuel Combustion -- Off-board Charge Capable I ndicator No
Fuel Cell Indicator No EPA Vehicle Class LDV
Federal Clean Fuel Vehicle No Federal Clean Fuel Vehicle Standard --
Federal Clean Fuel VehicleILEV No California Partial Zero Emissions Vehicle Indicator No
Durability Group Name VHNXGPGNNB84A Durability Group Equivalency Factor 13
Reduced Fee Test Group No Certification Region Code(s) FA, CA
Complieswith HD GHG 2b/3 regulations? No
Introduction into Commer ce Date -- CAP2000 Conditional Certificate? N/A
Independent Commercial Importer? -- Alternative Fuel Converter Certificate? --
SFTP Federal Composite Compliance
Identifier Tier 3 SFTP Tier 2 Composite CO Option No
SFTP LEV-III Composite Compliance
Indicator No
OBD Compliance Type CARB OBD Demonstration Vehicle Test Group VHNXVO01.563A
Test Group OBD Compliance Level Full - no deficiencies Number of Test Group OBD Deficiencies 0

OBD Deficiencies Comments
Mfr Test Group Comments

Mfr Exhaust / Evap Standards Comments

Litmus Judgement has been confirmed by 5cycle tests with E10 fuel. City Litmus value: 21.7, Threshold: 20.1/ HWY Litmus Value: 28.0, Threshold:

271

Page 1 of 31 CSI Submission/Revision Date: 08/03/2026 03:50:23 AM




Date: 08/03/2026 03:50:35 AM

Certification Summary Information Report

Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Evapor ative/Refueling Family Infor mation

Evaporative Summary Information Type New Submission/Correction Date 07/23/2026 09:24:27 PM
Integrated ORVR? Yes Fuel(s) Gasoline
Multiple Fuel Storage --

Bladder Fuel Tank? No

Fuel Tank Material Plastic Fuel Tank Material Description PE-HD/EVOH
Fill Pipe Seal Type Liquid seal

Air Intake System Vapor Storage Device? No Air Intake System Vapor Storage Device Description --

Fuel System Vapor Storage Canister ? Yes Other Vapor Storage --

Fuel System Vapor Storage Canister(s) Total

Working Capacity (grams) 122 Number of Primary Canisters 1

Number of Bleed Canisters 0 Bleed Canister Total Working Capacity (grams) --

Mfr Evapor ative/Refueling Family Comments Common with CIVIC TYPE R, ADX, INTEGRA TYPE S, INTEGRA(CVT)

Leak Family Details

Leak Family Indicator Yes

Canister Bleed Test Indicator Yes Applicability of Evaporative Canister Bleed Test 50 State
Evaporative Canister Bleed Test Comments  --

CARB Fuel Only (Rig) Test Indicator No Applicability of CARB Fuel Only (Rig) Test --

CARB Fuel Only (Rig) Test Comments

Applicability of Leak

Leak Family Standard

L eak Family Name Family Requirements (inches) L eak Family Description
VHNXR0122EBA-AQ00 50 State 0.02 INTEGRA (CVT)/ADX
VHNXR0122EBA-DO0 50 State 0.02 CIVICTYPER/INTEGRA TYPE S

Models Covered by this Certificate

Certification Region

Carline Manufacturer Division Carline Code(s) Drive System Trans- Type - # of Gears Trans- Lockup
American Honda Motor

Co., Inc. 1- Honda 9- CIVIC5Dr Federal 2-Whesel Drive, Front Manual 6 No
American Honda Motor Cdifornia+ CAA

Co., Inc. 1- Honda 9- CIVIC5Dr Section 177 states 2-Wheel Drive, Front Manual 6 No
American Honda Motor Cdlifornia+ CAA

Co., Inc. 2- Acura 120 - INTEGRA Section 177 states 2-Wheel Drive, Front Manual 6 No
American Honda Motor

Co., Inc. 2 - Acura 120 - INTEGRA Federal 2-Wheel Drive, Front Manual 6 No

Page 2 of 31 CSI Submission/Revision Date: 08/03/2026 03:50:23 AM




Date: 08/03/2026 03:50:35 AM

Certification Summary Information Report

Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Engine Description

Hybrid Type -- Hybrid Description --
Engine Type 4-Stroke Spark Ignition Mfr Engine Description --
Engine Block Arrangement Inline Mfr Engine Block Arrangement Description --
Camless Valvetrain Indicator No Oil Viscosity/Classification 0w-20
Number of CylindersRotors 4 Mechanically Variable Compression Ratio Indicator N
After Treatment Device(s) (ATD)

ATD Number ATD Type ATD Precious Metal Substrate Material Substrate Construction

| 1 | Three-way catalyst Palladium + Rhodium Ceramic Monolith

Mfr After Treatment Device (ATD)

Comments -

Direct Ozone Reduction (DOR) Device Not Equipped

Mfr Emission Control Device Comments --

Engine Configuration Number 1

Engine Displacement (liters) 20 Engine Rated Hor sepower 315
Number of Inlet Valves Per Cylinder 2 Number of Exhaust Valves Per Cylinder 2

Air Aspiration Method Turbocharged Number of Air Aspiration Devices 1

Air Aspiration Device Configuration Single Charge Air Cooler Type Air
Air Aspiration Drive Method(s) M echanical

Cylinder Deactivation No

Cylinder Deactivation Description --

Variable Valve Timing Yes

Variable Valve Timing System Description Variable Valve Timing (VTC) and Lift Electronic Control (VTEC) system is applied.

Variable Valve Lift? Yes

Variable Valve Lift System Description Variable Valve Timing (VTC) and Lift Electronic Control (VTEC) systemis applied.

Number of Knock Sensors 1 Number of Air/Fuel Sensors 2
Air/Fuel Sensor # 1 Type Heated oxygen Air/Fuel Sensor # 1 Description --
Air/Fuel Sensor #2 Type Heated air fuel Air/Fuel Sensor # 2 Description --

Mfr Air/Fuel Sensor Comments -

Exhaust Gas Recirculation No Cooled Exhaust Gas Recir culation No
EGR Type -- Exhaust Gas Recirculation Description if 'Other’ --
Closed Loop Air Injection System No

Air Injection Type Not Applicable Air Injection Typeif 'Other’ --

Mfr Engine Configuration Comments CIVICTYPER

Page 3 of 31 CSI Submission/Revision Date: 08/03/2026 03:50:23 AM




Date: 08/03/2026 03:50:35 AM

Certification Summary Information Report

10

Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Engine Configuration Number 2
Engine Displacement (liters) 2.0 Engine Rated Hor sepower 320
Number of Inlet Valves Per Cylinder 2 Number of Exhaust Valves Per Cylinder 2
Air Aspiration Method Turbocharged Number of Air Aspiration Devices 1
Air Aspiration Device Configuration Single Charge Air Cooler Type Air
Air Aspiration Drive Method(s) Mechanical
Cylinder Deactivation No
Cylinder Deactivation Description --
Variable Valve Timing Yes
Variable Valve Timing System Description Variable Valve Timing (VTC) and Lift Electronic Control (VTEC) systemis applied.
Variable Valve Lift? Yes
Variable Valve Lift System Description Variable Valve Timing (VTC) and Lift Electronic Control (VTEC) system is applied.
Number of Knock Sensors 1 Number of Air/Fuel Sensors 2
Air/Fuel Sensor #1 Type Heated oxygen Air/Fuel Sensor # 1 Description --
Air/Fuel Sensor #2 Type Heated air fuel Air/Fuel Sensor # 2 Description --
Mfr Air/Fuel Sensor Comments --
Exhaust Gas Recirculation No Cooled Exhaust Gas Recirculation No
EGR Type -- Exhaust Gas Recirculation Description if 'Other’ --
Closed Loop Air Injection System No
Air Injection Type Not Applicable Air Injection Typeif 'Other’ -
Mfr Engine Configuration Comments INTEGRA TYPE S
Official Test Numbers
EPA EPA
EPA City EPA City Highway Highway CREE
Test Group Litmus Litmus Litmus Litmus Weighting
Fuel FTP US06 SCO03 Cold CO Highway Value Threshold Value Threshold Factor
| Gasoline | VHNX10094771 | VHNX10094773 | VHNX10094774 | VHNX10004775 | VHNX10094772 | - 202 - 273 -
SFTP LEV-I11 Official Test Numbers
Test Group Fuel FTP USo6 SCO03
| Gasoline | VHNX10094771 VHNX 10094773 VHNX 10094774
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Certification Summary Information Report

1"

Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Emission Data Vehicle I nformation
VehicleID / Configuration EHPH2C/ 0 Manufacturer Vehicle Configuration Number 0
Original Test Group Name HHNXT02.43R3 Original Evapor ative/Refueling Family HHNXR01221SA
Original Test Vehicle Model Year 2017
Vehicle Model
Represented Test Vehicle Make HONDA Represented Test Vehicle Model CR-V 2.4L
Leak Family Details
Leak Family Identifier - Leak Family Name --
Drive Sources and Fuel System Details

Drive Source and Fuel# Drive Source Fuel

1 Combustion Engine Gasoline

Hybrid Indicator No
Multiple Fuel Storage - Multiple Fuel Combustion --
Fuel Cell Indicator No Rechargeable Energy Storage System Indicator No
Rechar geable Ener gy Storage System - Rechar geable Energy Storage System, if 'Other’ --
Off-board charge Capable Indicator No
Odometer Correction -- Initial 0 Odometer Correction Factor 0.985
Odometer Correction Sign - = System Milesis equal to (Test odometer reading - Initial system miles) * Correction factor
Odometer Correction Units Miles
Engine Code HPH1C1 Rated Hor sepower 186
Displacement (liters) 24

Air Aspiration Method

Naturally Aspirated Air Aspiration Method, if 'Other’

Number of Air Aspiration Devices 0 Air Aspiration Device Configuration --
Charge Air Cooler Type N/A Drive Mode While Testing 2-Wheel Drive, Front
Shift Indicator Light Usage Not eqipped Aged Emission Components 4,000 (mi)
Curb Weight (Ibs) 3437 Equivalent Test Weight (pounds) 3750
GVWR (lbs) - N/V Ratio 24.9
AxleRatio 5.05
Transmission Type Continuously Variable # of Transmission Gears 1
Transmission L ockup Yes Creeper Gear No
Dynamometer Coefficients:
Target Coefficients Set Coefficients
Coefficient EPA Calculated Total Road L oad Hor se Power for
Category A (Ibf) B (Ibf/mph) C (Ibf/mph**2) A (Ibf) B (Ibf/mph) C (Ibf/mph**2) City/Highway/Evap Coefficients
| City/Highway/Evap | 47.17 -0.3978 0.02944 11.97 0.2022 0.02206 135

Emission Control Device Comments --

Page 5 of 31 CSI Submission/Revision Date: 08/03/2026 03:50:23 AM
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Certification Summary Information Report 12

Test Group

VHNXV02.0TWE Evapor ative/Refueling Family VHNXRO0122EBA

Manufacturer Test Vehicle Comments

Test #

Exhaust Test # for thisEvap Test
Test Date

Fuel Batch ID

Vehicle Class

Verify Test Lab 1D

TIRE: 235/65R17. ECON OFF. PARKING BRAKE MUST BE APPLIED ON DYNO. STARTING PROCEDURE PROVIDED IN VEHICLE.
TEST FUEL FOR 3D FTP/EVAP, 2D FTP/EVAP, AND RUNNING LOSS EVAP: LEV-IIl E10 GASOLINE. TEST FUEL FOR ORVR
FTP/EVAP: TIER3 E10 GASOLINE. COOLING FAN USED FOR 3D FTP, 2D FTP, AND ORVR FTP: ROAD SPEED FAN WITH ENGINE

HOOD CLOSED.

HHNX10044298 Test Procedure

- Test Fuel Type
06/10/2016 Fuel

HGLG61 Fuel Calibration Number
N/A DF Type

Honda R& D Co., Ltd. Automobile R&D Center

(Tochigi)

E10 Evaporative Test M easurement Method Calculated (1.08 x FID Total Hydrocarbons)

65 - Evap Canister Bleed Test

46 - CARB LEV3 E10 Regular
Gasoline

Gasoline
1
Mfr. Determined

Test Start Odometer Reading 0 Odometer Units M
4AWD Test Dyno No Diesel Adjustment Factor Usage --
State of Charge Delta No
Drive Cycle Speed Tolerance Criteria Used Part 1066 (+/- 2.0 mph, +/- 1.0 sec) Road Speed Fan Usage No
Test Results
Test Result Name Unrounded Test Result Verify Calculated FE Equivalent Value

HC-TOTAL-EQUIV (Total Hydrocarbon

equivalent - Evap only) 0.0044 B
Manufacturer Test Comments EVAP Canister Bleed Test
Certification
Region Useful Life Standard Level Emission Name Rounded Result Add DF Certification Level Standard Pasy/Fail
Fed | 150,000 miles | Federal Tier 3 Evap |HC-TOTAL-EQUIV | 0.0044 | 0.0000 0.004 | 0.020 Pass

Page 6 of 31 CSI Submission/Revision Date: 08/03/2026 03:50:23 AM
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Certification Summary Information Report

13

Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Emission Data Vehicle Information

VehicleID / Configuration ERPV2M / 0 Manufacturer Vehicle Configuration Number 0

Original Test Group Name RHNXV02.0TDC Original Evapor ative/Refueling Family RHNXRO122ABA
Original Test Vehicle Model Year 2024

Vehicle Model

Represented Test Vehicle Make ACURA Represented Test Vehicle Model INTEGRA

Leak Family Details

Leak Family Identifier D00 Leak Family Name RHNXRO0122ABA-D00

Drive Sources and Fuel System Details

Drive Sour ce and Fuel#

Drive Source

Fuel

1

Combustion Engine

Gasoline

Hybrid Indicator

Multiple Fuel Storage

Fuel Cell Indicator

Rechar geable Ener gy Storage System
Off-board charge Capable Indicator
Odometer Correction -- Initial
Odometer Correction Sign
Odometer Correction Units

Engine Code

Displacement (liters)

Air Aspiration Method

Number of Air Aspiration Devices
Charge Air Cooler Type

Shift Indicator Light Usage

Curb Weight (Ibs)

GVWR (Ibs)

AxleRatio

Transmission Type

Transmission L ockup

Multiple Fuel Combustion
Rechargeable Energy Storage System | ndicator
Rechar geable Energy Storage System, if 'Other’

Odometer Correction Factor

- = System Milesis equal to (Test odometer reading - Initial system miles) * Correction factor

Miles
RPV1IM1

2
Turbocharged
1

Air

Not egipped
3253

3957

384
Manual

No

Rated Hor sepower

Air Aspiration Method, if 'Other’
Air Aspiration Device Configuration
Drive Mode While Testing

Aged Emission Components
Equivalent Test Weight (pounds)
N/V Ratio

# of Transmission Gears
Creeper Gear

1011

320

Single

2-Whed Drive, Front
4,000 (mi)

3500

38.6

No

Page 7 of 31
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Certification Summary Information Report

14

Test Group

VHNXV02.0TWE

Evapor ative/Refueling Family

VHNXRO0122EBA

Dynamometer Coefficients:

Target Coefficients Set Coefficients
Coefficient EPA Calculated Total Road L oad Hor se Power for

Category A (Ibf) B (Ibf/mph) C (Ibf/mph**2) A (Ibf) B (Ibf/mph) C (Ibf/mph**2) City/Highway/Evap Coefficients
City/Highway/Evap 38.81 0.0392 0.02368 20.93 -0.1708 0.02448 13.3

Cald CO 0 0 0 0 0 0 N/A

Us06 0 0 0 0 0 0 N/A
Emission Control Device Comments -
M anufacturer Test Vehicle Comments MULTIMODE: SPORT+, TIRE SIZE: 265/30ZR19 93Y
Test # RHNX10078611 Test Procedure 27 - California fuel 2-day evap
46 - CARB LEV3 E10 Regular
Exhaust Test # for thisEvap Test RHNX10078608 Test Fuel Type Gasoline
Test Date 12/09/2022 Fuel Gasoline
Fuel Batch ID QAL21C Fuel Calibration Number 420
Vehicle Class N/A DF Type Mfr. Determined
Certification & Regulatory Compliance Division

Verify Test Lab ID - Honda Motor Co., Ltd.
E10 Evaporative Test Measurement Method Calculated (1.08 x FID Total Hydrocarbons)
Test Start Odometer Reading 4134 Odometer Units M
4AWD Test Dyno No Diesel Adjustment Factor Usage --
State of Charge Delta No
Drive Cycle Speed Tolerance Criteria Used Part 1066 (+/- 2.0 mph, +/- 1.0 sec) Road Speed Fan Usage Yes

Test Results

Test Result Name

Unrounded Test Result

Verify Calculated FE Equivalent Value (miles

per gallon)

HC-TOTAL-EQUIV (Total Hydrocarbon
equivalent - Evap only)

0.2338

Manufacturer Test Comments

NMOG/NMHC FACTOR(1.09907) IS APPLIED. MFR 4K TEST (2D EVAP).TIRE SIZE: 265/30ZR19 93Y. MUL TIMODE:SPORT+.
HSL(0.01769)/ Day1(0.19451)/ Day2(0.14878)

Certification
Region Useful Life Standard L evel Emission Name Rounded Result Add DF Certification Level Standard Pass/Fail
Fed | 150,000 miles | Federal Tier 3 Evap |HC-TOTAL-EQUIV| 0.2338 | 0.02 0.254 0.300 Pass

Page 8 of 31 CSI Submission/Revision Date: 08/03/2026 03:50:23 AM
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Test # RHNX10078612 Test Procedure 38 - CA fud 3-day evap.
46 - CARB LEV3 E10 Regular
Exhaust Test # for thisEvap Test RHNX 10078609 Test Fuel Type Gasoline
Test Date 12/22/2022 Fuel Gasoline
Fuel Batch ID QAL225 Fuel Calibration Number 501
Vehicle Class N/A DF Type Mfr. Determined

Certification & Regulatory Compliance Division
Verify Test Lab ID - Honda Motor Co., Ltd.

E10 Evaporative Test M easurement Method Calculated (1.08 x FID Total Hydrocarbons)

Test Start Odometer Reading 4269 Odometer Units

4AWD Test Dyno No Diesel Adjustment Factor Usage
State of Charge Delta No

Drive Cycle Speed Tolerance Criteria Used Part 1066 (+/- 2.0 mph, +/- 1.0 sec) Road Speed Fan Usage

Test Results

Yes

Test Result Name Unrounded Test Result

Verify Calculated FE Equivalent Value (miles

HC-TOTAL-EQUIV (Total Hydrocarbon

equivalent - Evap only) 0.1907

Manufacturer Test Comments
HSL(0.04482)/ Day1(0.12426)/ Day2(0.09383))/ Day3(0.09218)

NMOG/NMHC FACTOR(1.09694) IS APPLIED. MFR 4K TEST (3D EVAP).TIRE SIZE: 265/30ZR19 93Y. MULTIMODE:SPORT+.

Certification
Region Useful Life Standard Level Emission Name Rounded Result Add DF Certification Level Standard Pasy/Fail
Fed | 150,000 miles | Federal Tier 3 Evap |HC-TOTAL-EQUIV| 0.1907 | 0.02 | 0.211 0.300 Pass

Page 9 of 31 CSI Submission/Revision Date: 08/03/2026 03:50:23 AM
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Certification Summary Information Report 16

Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA

Test # RHNX10078613 Test Procedure 37 - California Fuel Running
Loss
46 - CARB LEV3 E10 Regular

Exhaust Test # for thisEvap Test RHNX 10078609 Test Fuel Type Gasoline

Test Date 12/22/2022 Fuel Gasoline

Fuel Batch ID QAL225 Fuel Calibration Number 501

Vehicle Class N/A DF Type Mfr. Determined

Certification & Regulatory Compliance Division

Verify Test Lab ID - HondaMotor Co., Ltd.

E10 Evaporative Test Measurement Method Calculated (1.08 x FID Total Hydrocarbons)

Test Start Odometer Reading 4252 Odometer Units M

AWD Test Dyno No Diesel Adjustment Factor Usage -

State of Charge Delta No

Drive Cycle Speed Tolerance Criteria Used Part 1066 (+/- 2.0 mph, +/- 1.0 sec) Road Speed Fan Usage Yes

Test Results

Test Result Name

Unrounded Test Result Verify Calculated FE Equivalent Value (miles

per gallon)

HC-TOTAL-EQUIV (Total Hydrocarbon
equivalent - Evap only)

0 -

Manufacturer Test Comments

NMOG/NMHC FACTOR(1.09694) ISAPPLIED. MFR 4K TEST (RL). TIRE SIZE: 265/30ZR19 93Y. MULTI MODE: SPORT+

Certification
Region Useful Life Standard Level Emission Name Rounded Result Add DF Certification Level Standard Pasg/Fail
Fed 150,000 miles | Federal Tier 3 Evap |HC-TOTAL-EQUIV | 0.000 | 0.00 0.00 0.05 Pass
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Certification Summary Information Report 17

Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Test # RHNX10078634 Test Procedure 24 - Federal fuel refueling test
(ORVR)
48 - Tier 3 E10 Regular Gasoline (9
Exhaust Test # for thisEvap Test RHNX10078610 Test Fuel Type RVP @Low Alt.)
Test Date 01/12/2023 Fuel Gasoline
Fuel Batch ID QAT223 Fuel Calibration Number 302
Vehicle Class N/A DF Type Mfr. Determined
Certification & Regulatory Compliance Division

Verify Test Lab ID - HondaMotor Co., Ltd.
E10 Evaporative Test Measurement Method ~ --
Test Start Odometer Reading 4305 Odometer Units M
AWD Test Dyno No Diesel Adjustment Factor Usage -
State of Charge Delta No
Drive Cycle Speed Tolerance Criteria Used Part 1066 (+/- 2.0 mph, +/- 1.0 sec) Road Speed Fan Usage Yes
Test Results

Test Result Name Unrounded Test Result Verify Calculated FE Equivalent Value (miles

per gallon)
HC-TOTAL-EQUIV (Total Hydrocarbon 0.0513 .
equivalent - Evap only) )
Manufacturer Test Comments NMOG/NMHC FACTOR(1.09907) ISAPPLIED. MFR 4K TEST (ORVR).TIRE SIZE: 265/30ZR19 93Y. MULTIMODE: SPORT+
Certification
Region Useful Life Standard Level Emission Name Rounded Result Add DF Certification Level Standard Pasg/Fail
Fed 150,000 miles | Federal Tier 3 Evap [HC-TOTAL-EQUIV | 0.051 | 0.01 | 0.06 0.20 Pass
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Certification Summary Information Report
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Emission Data Vehicle Information

VehicleID / Configuration EVE51IM / 0 Manufacturer Vehicle Configuration Number 0

Original Test Group Name VHNXV02.0TWE Original Evapor ative/Refueling Family VHNXRO122EBA
Original Test Vehicle Model Year 2027

Vehicle Model

Represented Test Vehicle Make ACURA Represented Test Vehicle Model INTEGRA

Leak Family Details

Leak Family Identifier D00 Leak Family Name VHNXRO0122EBA-D00

Drive Sources and Fuel System Details

Drive Sour ce and Fuel#

Drive Source

Fuel

1

Combustion Engine

Gasoline

Hybrid Indicator

Multiple Fuel Storage

Fuel Cell Indicator

Rechar geable Ener gy Storage System
Off-board charge Capable Indicator
Odometer Correction -- Initial
Odometer Correction Sign
Odometer Correction Units

Engine Code

Displacement (liters)

Air Aspiration Method

Number of Air Aspiration Devices
Charge Air Cooler Type

Shift Indicator Light Usage

Curb Weight (Ibs)

GVWR (Ibs)

AxleRatio

Transmission Type

Transmission L ockup

Multiple Fuel Combustion
Rechargeable Energy Storage System | ndicator
Rechar geable Energy Storage System, if 'Other’

Odometer Correction Factor

- = System Milesis equal to (Test odometer reading - Initial system miles) * Correction factor

Miles
VE51IM1

2
Turbocharged
1

Air

Not egipped
3219

3957

384
Manual

No

Rated Hor sepower

Air Aspiration Method, if 'Other’
Air Aspiration Device Configuration
Drive Mode While Testing

Aged Emission Components
Equivalent Test Weight (pounds)
N/V Ratio

# of Transmission Gears
Creeper Gear

1.006

320

Single

2-Whed Drive, Front
4,000 (mi)

3500

38.6

No
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Test Group

VHNXV02.0TWE

Evapor ative/Refueling Family

VHNXRO0122EBA

Dynamometer Coefficients:

Target Coefficients Set Coefficients
Coefficient EPA Calculated Total Road L oad Hor se Power for
Category A (Ibf) B (Ibf/mph) C (Ibf/mph**2) A (Ibf) B (Ibf/mph) C (Ibf/mph**2) City/Highway/Evap Coefficients
City/Highway/Evap 38.81 0.0392 0.02368 16.98 -0.1863 0.02508 133
Cold CO 42.69 0.0431 0.02605 18.58 -0.4387 0.02948 N/A
Us06 38.81 0.0392 0.02368 16.98 -0.1863 0.02508 N/A

Emission Control Device Comments
Manufacturer Test Vehicle Comments

MULTIMODE: SPORT+, TIRE:

265/30ZR19, SET COEFFICIENTS for SCO3 are A

: 18.55/ B: -0.0957/ C: 0.02387.
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA

Test # VHNX10094771 Test Procedure 25 - California fuel 2-day
exhaust (w/can load)
51 - CARB LEV4 E10 Regular

Exhaust Test # for thisEvap Test - Test Fuel Type Gasoline

Test Date 06/23/2026 Fuel Gasoline

Fuel Batch ID QRM262 Fuel Calibration Number 405

Vehicle Class LDV/Passenger Car DF Type Mfr. Determined

Certification & Regulatory Compliance Division

Verify Test Lab ID - HondaMotor Co., Ltd.

E10 Evaporative Test Measurement Method ~ --

Test Start Odometer Reading 4128 Odometer Units M

AWD Test Dyno No Diesel Adjustment Factor Usage -

State of Charge Delta No

Drive Cycle Speed Tolerance Criteria Used Part 1066 (+/- 2.0 mph, +/- 1.0 sec) Road Speed Fan Usage Yes

Test Results

Test Result Name

Unrounded Test Result

Verify Calculated FE Equivalent Value (miles

per gallon)
METHANE (CH4 - Methane) 0.00293 --
CO (Carbon Monoxide) 0.29 --
DT-ASCR (Drive Trgc;teiﬁg)solute Speed Change 0.4800592 _
DT-EER (Drive Trace Energy Economy Rating) -0.2247891 ==
DT-IWRR (Drive Eré%cr(]egl)nertlaWOrk Ratio 0.7727946 _
HCHO (For maldehyde) 0.00038 --

MFR FE (Manufacturer Fuel Economy) 26.5 26.5

NOX (Nitrogen Oxide) 0.0082 --
N20 (Nitrous Oxide) 0.00026 --
NMOG (Non-methane or ganic gases) 0.00845 --
PM (Particulate M atter) 0.00035 --
HC-TOTAL (Total Hydrocar bon) 0.01044 --

Test Result Name

Unrounded Test Result

Verify Calculated CREE/OPT-CREE

Carbon-Related Exhaust Emissions

333.9

328

Test Result Name

Unrounded Test Result

Verify Calculated CO2

Carbon dioxide

327.54

Manufacturer Test Comments

NMOG/NMHC FACTOR(1.10049) ISAPPLIED. MFR 4K TEST (FTP).
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Diesdl
Certification Rounded NMOG/NM  Adjustment Certification
Region Useful Life  Standard Level Emission Name Result RAF HC Ratio Factor Add DF Mult DF Level Standard Pass/Fail

Fed 150,000 miles| Federa Tier 3 CO 0.29 -- - -- 0.37 - 0.7 17 Pass
Bin 50

Fed 150,000 miles| Federa Tier 3 CO-COMP 0.83 -- -- -- -- -- 0.8 4.2 Pass
Bin 50

Fed 150,000 miles| Federa Tier 3 HCHO 0.0004 - - - 0.0001 - 0.000 0.004 Pass
Bin 50

Fed 150,000 miles| Federal Tier 3 NMOG 0.0084 -- 1.10049 -- 0.0032 - 0.012 999.999 Pass
Bin 50

Fed 150,000 miles| Federal Tier 3 NMOG+NOX 0.0166 -- 1.10049 -- -- -- 0.025 0.050 Pass
Bin 50

Fed 150,000 miles| Federal Tier 3 | NMOG+NOX- 0.0224 - 1.10049 - - - 0.022 0.080 Pass
Bin 50 COMP

Fed 150,000 miles| Federa Tier 3 NOX 0.0082 - -- - 0.0048 -- 0.013 999.999 Pass
Bin 50

Fed 150,000 miles| Federa Tier 3 PM 0.0004 - - - 0.0000 - 0.000 0.003 Pass
Bin 50
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Test # VHNX10094775 Test Procedure 11- Cold CO
28 - Cold CO E10 Regular Gasoline
Exhaust Test #for thisEvap Test - Test Fuel Type (Tier3)
Test Date 07/07/2026 Fuel Gasoline
Fuel Batch ID QAW225 Fuel Calibration Number 407
Vehicle Class LDV/Passenger Car DF Type Mfr. Determined
Certification & Regulatory Compliance Division
Verify Test Lab ID - Honda Motor Co., Ltd.
E10 Evaporative Test Measurement Method ~ --
Test Start Odometer Reading 4248 Odometer Units M
4AWD Test Dyno No Diesel Adjustment Factor Usage --
State of Charge Delta No
Drive Cycle Speed Tolerance Criteria Used Part 1066 (+/- 2.0 mph, +/- 1.0 sec) Road Speed Fan Usage Yes
Test Results
Test Result Name Unrounded Test Result Verify Calculated FE Equivalent Value (miles
per gallon)
METHANE (CH4 - Methane) 0.0105 --
CO (Carbon Monoxide) 1.012 --
DT-ASCR (Drive Trsc;?_Absolute Speed Change 0.6904354 _
ing)
DT-EER (Drive Trace Energy Economy Rating) -0.1549736 --
DT-IWRR (Drive 'IF;;Iaicrt]agl)nertlaWork Ratio 10629117 _
MFR FE (Manufacturer Fuel Economy) 24.3 24.3
NOX (Nitrogen Oxide) 0.0108 --
HC-NM (Non-methane Hydr ocar bon) 0.1027 --
NMOG (Non-methane or ganic gases) 0.11298 --
HC-TOTAL (Total Hydrocar bon) 0.11302 --
Test Result Name Unrounded Test Result Verify Calculated CO2
Carbon dioxide 363.82 --
Manufacturer Test Comments NMOG/NMHC FACTOR(1.09978) ISAPPLIED. MFR 4K TEST (Cold FTP).

Diesdl
NMOG/NM  Adjustment

Certification Rounded Certification
Region Useful Life Standard Level Emission Name Result RAF HC Ratio Factor Add DF Mult DF Level Standard Pasy/Fail
Fed 50,000 miles | Federal Tier 3 (6(0) 101 -- - -- 0.12 -- 11 10.0 Pass
Bin 50
Fed 120,000 miles| Federal Tier 3 HC-NM 0.10 -- -- -- 0.00 -- 0.1 0.3 Pass
Bin 50
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Test # VHNX10094772 Test Procedure 3-HWFE
51 - CARB LEV4 E10 Regular
Exhaust Test #for thisEvap Test - Test Fuel Type Gasoline
Test Date 06/23/2026 Fuel Gasoline
Fuel Batch ID QRM262 Fuel Calibration Number 405
Vehicle Class LDV/Passenger Car DF Type Mfr. Determined
Certification & Regulatory Compliance Division
Verify Test Lab ID - Honda Motor Co., Ltd.
E10 Evaporative Test Measurement Method ~ --
Test Start Odometer Reading 4139 Odometer Units M
4AWD Test Dyno No Diesel Adjustment Factor Usage --
State of Charge Delta No
Drive Cycle Speed Tolerance Criteria Used Part 1066 (+/- 2.0 mph, +/- 1.0 sec) Road Speed Fan Usage Yes

Test Results

Test Result Name

Unrounded Test Result

Verify Calculated FE Equivalent Value (miles

per gallon)
METHANE (CH4 - Methane) 0.00307 --
CO (Carbon Monoxide) 0.104 --
DT-ASCR (Drive Trsgiiﬁg)solute Speed Change 1.4492787 _
DT-EER (Drive Trace Energy Economy Rating) -0.1547931 --
DT-IWRR (Drive 'Ié;taicr:agl)nertlaWork Ratio 1.0441181 _
HCHO (Formaldehyde) 0.00028 --

MFR FE (Manufacturer Fuel Economy) 40.7 40.7

NOX (Nitrogen Oxide) 0.0016 --
NMOG (Non-methane or ganic gases) 0.00584 --
HC-TOTAL (Total Hydrocarbon) 0.00856 --

Test Result Name

Unrounded Test Result

Verify Calculated CREE/OPT-CREE

Carbon-Related Exhaust Emissions

217.7

214

Test Result Name

Unrounded Test Result

Verify Calculated CO2

Carbon dioxide

213.87

Manufacturer Test Comments

NMOG/NMHC FACTOR(1.03) ISAPPLIED. MFR 4K TEST (HWY).
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Diesdl
Certification Rounded NMOG/NM  Adjustment Certification
Region Useful Life  Standard Level Emission Name Result RAF HC Ratio Factor Add DF Mult DF Level Standard Pass/Fail

Fed 150,000 miles| Federal Tier 3 CREE 214 -- -- - 0.49 - 214 - -
Bin 50

Fed 150,000 miles| Federal Tier 3 NMOG 0.0058 -- 1.03 -- 0.0032 -- 0.009 999.999 Pass
Bin 50

Fed 150,000 miles| Federal Tier 3 NMOG+NOX 0.0074 -- 1.03 -- -- -- 0.015 0.050 Pass
Bin 50

Fed 150,000 miles| Federal Tier 3 NOX 0.0016 -- -- - 0.0048 -- 0.006 999.999 Pass
Bin 50

NOTE: For Non-charge depleting tests, the Rounded Result for CREE/OPT-CREE Emission names are Verify-calculated values.
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA

Test # VHNX10094773 Test Procedure 90 - USD6

51 - CARB LEV4 E10 Regular

Exhaust Test #for thisEvap Test - Test Fuel Type Gasoline

Test Date 06/23/2026 Fuel Gasoline

Fuel Batch ID QRM262 Fuel Calibration Number 405

Vehicle Class LDV/Passenger Car DF Type Mfr. Determined

Certification & Regulatory Compliance Division

Verify Test Lab ID - Honda Motor Co., Ltd.

E10 Evaporative Test Measurement Method ~ --

Test Start Odometer Reading 4167 Odometer Units M

4AWD Test Dyno No Diesel Adjustment Factor Usage --

State of Charge Delta No

Drive Cycle Speed Tolerance Criteria Used Part 1066 (+/- 2.0 mph, +/- 1.0 sec) Road Speed Fan Usage Yes

Test Results

Test Result Name Unrounded Test Result Verify Calculated FE Equivalent Value (miles
per gallon)
METHANE (CH4 - Methane) 0.00297 --
CO (Carbon Monoxide) 0.659 --
DT-ASCR (Drive TrS%?_Absqute Speed Change -2.0035523 _
ing)
DT-EER (Drive Trace Energy Economy Rating) -0.7447089 --
DT-IWRR (Drive 'Ié;taicr:agl)nertlaWork Ratio -3.9896709 _
HCHO (Formaldehyde) 0.0006 --
MFR FE (Manufacturer Fuel Economy) 26.6 26.6
NOX (Nitrogen Oxide) 0.0101 --
NMOG (Non-methane or ganic gases) 0.01227 --
PM (Particulate M atter) 0.00243 --
HC-TOTAL (Total Hydrocarbon) 0.01471 --
Test Result Name Unrounded Test Result Verify Calculated CO2
Carbon dioxide 326.36 --

Manufacturer Test Comments

NMOG/NMHC FACTOR(L.03) IS APPLIED. MFR 4K TEST (US06).
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Diesel
Certification Rounded NMOG/NM  Adjustment Certification
Region Useful Life  Standard Level Emission Name Result RAF HC Ratio Factor Add DF Mult DF Level Standard Pass/Fail
Fed 150,000 miles| Federa Tier 3 CO 0.6590 -- -- -- 0.37 -- 1.029 999.999 Pass
Bin 50
Fed 150,000 miles| Federal Tier 3 NMOG 0.0123 -- 1.03 -- 0.0032 -- 0.016 999.999 Pass
Bin 50
Fed 150,000 miles| Federa Tier 3 NOX 0.0101 - -- -- 0.0048 -- 0.015 999.999 Pass
Bin 50
Fed 150,000 miles| Federal Tier 3 PM 0.0024 - -- -- 0.0000 -- 0.002 0.006 Pass
Bin 50
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA

Test # VHNX10094774 Test Procedure 95 - SCO3

51 - CARB LEV4 E10 Regular

Exhaust Test #for thisEvap Test - Test Fuel Type Gasoline

Test Date 06/24/2026 Fuel Gasoline

Fuel Batch ID QRM262 Fuel Calibration Number 405

Vehicle Class LDV/Passenger Car DF Type Mfr. Determined

Certification & Regulatory Compliance Division

Verify Test Lab ID - Honda Motor Co., Ltd.

E10 Evaporative Test Measurement Method ~ --

Test Start Odometer Reading 4203 Odometer Units M

4AWD Test Dyno No Diesel Adjustment Factor Usage --

State of Charge Delta No

Drive Cycle Speed Tolerance Criteria Used Part 1066 (+/- 2.0 mph, +/- 1.0 sec) Road Speed Fan Usage Yes

Test Results

Test Result Name Unrounded Test Result Verify Calculated FE Equivalent Value (miles
per gallon)
METHANE (CH4 - Methane) 0.00224 --
CO (Carbon Monoxide) 0.472 --
DT-ASCR (Drive TrS%?_Absqute Speed Change -0.2142072 _
ing)
DT-EER (Drive Trace Energy Economy Rating) -0.1689106 --
DT-IWRR (Drive 'Ié;taicr:agl)nertlaWork Ratio -0.0057061 _
HCHO (Formaldehyde) 0.00012 --
MFR FE (Manufacturer Fuel Economy) 21.3 21.3
NOX (Nitrogen Oxide) 0.0038 --
NMOG (Non-methane or ganic gases) 0.00244 --
HC-TOTAL (Total Hydrocarbon) 0.00452 --
Test Result Name Unrounded Test Result Verify Calculated CO2
Carbon dioxide 409.14 --

Manufacturer Test Comments

NMOG/NMHC FACTOR(1.03) ISAPPLIED. MFR 4K TEST (SCO03).
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Diesel
Certification Rounded NMOG/NM  Adjustment Certification
Region Useful Life  Standard Level Emission Name Result RAF HC Ratio Factor Add DF Mult DF Level Standard Pass/Fail

Fed 150,000 miles| Federal Tier 3 CO 0.4720 - -- -- 0.37 -- 0.842 999.999 Pass
Bin 50

Fed 150,000 miles| Federa Tier 3 NMOG 0.0024 -- 1.03 -- 0.0032 -- 0.006 999.999 Pass
Bin 50

Fed 150,000 miles| Federal Tier 3 NOX 0.0038 - -- -- 0.0048 -- 0.009 999.999 Pass
Bin 50
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Fuel Properties
Fuel Batch ID QRM 262 Fuel Calibration Number 405
Test Fuel Type 51 - CARB LEV4 E10 Regular Gasoline Fuel Batch Calibration Date 05/06/2026
Fuel Batch Calibration Effective Date 05/06/2026 Fuel Batch Calibration I neffective Date --
Carbon Weight Fraction NMHC -- Carbon Weight Fraction HC --
Exhaust Carbon Weight Fraction -- Fuel Methanol Volume Fraction --
Fuel Density (grams/cubic ft) -- Fuel Specific Gravity 0.749
Fuel Net Heating Value/ Fuel Net Heat of Combustion
Fuel Ethanol Volume Percent (%) 9.9 (EO) (BTU/Ib) --
Fuel Net Heat of Combustion (E10) (MJ/kg)  41.435 Fuel Carbon Mass Fraction (E10) 0.827
Fuel Blend Carbon Weight Fraction / Fuel
Carbon Mass Fraction (EO) -- Weight Fraction CO2 --
Fuel Batch ID QAL225 Fuel Calibration Number 501
Test Fuel Type 46 - CARB LEV3 E10 Regular Gasoline Fuel Batch Calibration Date 07/08/2022
Fuel Batch Calibration Effective Date 07/08/2022 Fuel Batch Calibration I neffective Date --
Carbon Weight Fraction NMHC -- Carbon Weight Fraction HC --
Exhaust Carbon Weight Fraction -- Fuel Methanol Volume Fraction --
Fuel Density (grams/cubic ft) -- Fuel Specific Gravity 0.755
Fuel Net Heating Value/ Fuel Net Heat of Combustion
Fuel Ethanol Volume Percent (%) 9.4 (EO) (BTU/Ib) 17952
Fuel Net Heat of Combustion (E10) (MJ/kg)  -- Fuel Carbon Mass Fraction (E10) --
Fuel Blend Carbon Weight Fraction / Fuel
Carbon Mass Fraction (EO) 0.83 Weight Fraction CO2 --
Fuel Batch ID HGLG61 Fuel Calibration Number 1
Test Fuel Type 46 - CARB LEV3 E10 Regular Gasoline Fuel Batch Calibration Date 06/08/2016
Fuel Batch Calibration Effective Date 06/08/2016 Fuel Batch Calibration I neffective Date --
Carbon Weight Fraction NMHC -- Carbon Weight Fraction HC --
Exhaust Carbon Weight Fraction -- Fuel Methanol Volume Fraction --
Fuel Density (grams/cubic ft) -- Fuel Specific Gravity 0.75
Fuel Net Heating Value/ Fuel Net Heat of Combustion
Fuel Ethanol Volume Percent (%) -- (EO) (BTU/Ib) 18558
Fuel Net Heat of Combustion (E10) (MJ/kg)  -- Fuel Carbon Mass Fraction (E10) --
Fuel Blend Carbon Weight Fraction / Fuel
Carbon Mass Fraction (EO) 0.862 Weight Fraction CO2 --
Fuel Batch ID QAT223 Fuel Calibration Number 302
48 - Tier 3 E10 Regular Gasoline (9 RVP @Low
Test Fuel Type Alt) Fuel Batch Calibration Date 03/16/2022

Fuel Batch Calibration Effective Date
Carbon Weight Fraction NMHC
Exhaust Carbon Weight Fraction

03/16/2022

Fuel Batch Calibration | neffective Date
Carbon Weight Fraction HC
Fuel Methanol Volume Fraction
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Fuel Density (grams/cubic ft) -- Fuel Specific Gravity 0.749
Fuel Net Heating Value/ Fuel Net Heat of Combustion
Fuel Ethanol Volume Percent (%) 9.7 (EO) (BTU/Ib) 17945
Fuel Net Heat of Combustion (E10) (MJ/kg)  -- Fuel Carbon Mass Fraction (E10) --
Fuel Blend Carbon Weight Fraction / Fuel
Carbon Mass Fraction (EO) 0.826 Weight Fraction CO2 --
Fuel Batch ID QAL21C Fuel Calibration Number 420
Test Fuel Type 46 - CARB LEV3 E10 Regular Gasoline Fuel Batch Calibration Date 01/18/2022
Fuel Batch Calibration Effective Date 01/18/2022 Fuel Batch Calibration I neffective Date --
Carbon Weight Fraction NMHC -- Carbon Weight Fraction HC --
Exhaust Carbon Weight Fraction -- Fuel Methanol Volume Fraction --
Fuel Density (grams/cubic ft) -- Fuel Specific Gravity 0.754
Fuel Net Heating Value/ Fuel Net Heat of Combustion
Fuel Ethanol Volume Percent (%) 9.7 (EO) (BTU/Ib) 17964
Fuel Net Heat of Combustion (E10) (MJ/kg)  -- Fuel Carbon Mass Fraction (E10) --
Fuel Blend Carbon Weight Fraction / Fuel
Carbon Mass Fraction (EO) 0.828 Weight Fraction CO2 --
Fuel Batch ID QAW225 Fuel Calibration Number 407
Test Fuel Type 28 - Cold CO E10 Regular Gasoline (Tier 3) Fuel Batch Calibration Date 07/08/2022
Fuel Batch Calibration Effective Date 07/08/2022 Fuel Batch Calibration I neffective Date --
Carbon Weight Fraction NMHC -- Carbon Weight Fraction HC --
Exhaust Carbon Weight Fraction -- Fuel Methanol Volume Fraction --
Fuel Density (grams/cubic ft) -- Fuel Specific Gravity 0.748
Fuel Net Heating Value/ Fuel Net Heat of Combustion
Fuel Ethanol Volume Percent (%) 9.8 (EO) (BTU/Ib) 18515
Fuel Net Heat of Combustion (E10) (MJ/kg)  43.066 Fuel Carbon Mass Fraction (E10) 0.864

Fuel Blend Carbon Weight Fraction / Fuel
Carbon Mass Fraction (EO)

Weight Fraction CO2
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Consolidated List of Standards
Exhaust Standards
Cert Region Federa Cert/In-Use Code Cert
Vehicle Class LDV/Passenger Car Standard Level Federal Tier 3Bin 50
Fuel Gasoline Test Procedure US06
Downward
Upward Diesel Diesel
Rounded NMOG / Adjustment Adjustment
Useful Life Emission Name Result RAF NMHC Factor Factor Mult DF Add DF Std
150,000 miles CO - - - - -- -- 0.37 999.999
150,000 miles NMOG - - 1.03 - - - 0.0032 999.999
150,000 miles NOX -- -- -- -- -- -- 0.0048 999.999
150,000 miles PM -- -- -- -- -- -- 0.0000 0.006
Cert Region Federal Cert/In-Use Code Cert
Vehicle Class LDV/Passenger Car Standard Level Federal Tier 3Bin 50
Californiafuel 2-day exhaust (w/can
Fuel Gasoline Test Procedure load)
Downward
Upward Diesel Diesel
Rounded NMOG / Adjustment Adjustment
Useful Life Emission Name Result RAF NMHC Factor Factor Mult DF Add DF Std
150,000 miles CO -- -- -- -- -- -- 0.37 17
150,000 miles CO-COMP -- -- -- -- -- -- - 4.2
150,000 miles HCHO -- -- -- -- -- -- 0.0001 0.004
150,000 miles NMOG -- -- 1.10049 -- -- -- 0.0032 999.999
150,000 miles NMOG+NOX -- -- 1.10049 -- - 1 - 0.050
150,000 miles NMOG+NOX-COMP -- -- 1.10049 - - - -- 0.080
150,000 miles NOX -- -- -- -- -- -- 0.0048 999.999
150,000 miles PM -- -- -- -- -- -- 0.0000 0.003

Page 25 of 31 CSI Submission/Revision Date: 08/03/2026 03:50:23 AM




Date: 08/03/2026 03:50:36 AM Certification Summary Information Report 32
Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Cert Region Federa Cert/In-Use Code Cert
Vehicle Class LDV/Passenger Car Standard Level Federal Tier 3Bin 50
Fuel Gasoline Test Procedure HWFE
Downward
Upward Diesel Diesel
Rounded NMOG / Adjustment Adjustment
Useful Life Emission Name Result RAF NMHC Factor Factor Mult DF Add DF Std
150,000 miles CREE - - - - - - 0.49 999.999
150,000 miles NMOG -- -- 1.03 -- - - 0.0032 999.999
150,000 miles NMOG+NOX - - 1.03 - - 1 - 0.050
150,000 miles NOX - - - - - - 0.0048 999.999
Cert Region Federal Cert/In-Use Code Cert
Vehicle Class LDV/Passenger Car Standard Level Federal Tier 3Bin 50
Fuel Gasoline Test Procedure Cold CO
Downward
Upward Diesel Diesel
Rounded NMOG / Adjustment Adjustment
Useful Life Emission Name Result RAF NMHC Factor Factor Mult DF Add DF Std
50,000 miles CO - - - - - - 0.12 10.0
120,000 miles HC-NM -- -- -- -- -- -- 0.00 0.3
Cert Region Federa Cert/In-Use Code Cert
Vehicle Class LDV/Passenger Car Standard Level Federal Tier 3Bin 50
Fuel Gasoline Test Procedure SC03
Downward
Upward Diesel Diesel
Rounded NMOG / Adjustment Adjustment
Useful Life Emission Name Result RAF NMHC Factor Factor Mult DF Add DF Std
150,000 miles CO - - - - - - 0.37 999.999
150,000 miles NMOG - - 1.03 - - - 0.0032 999.999
150,000 miles NOX - - - - - - 0.0048 999.999
Evapor ative/Refueling Standar ds
Evapor ative/Refueling Family VHNXR0122EBA Cert Region Federal
Cert/In-Use Code Cert Standard Level Federa Tier 3 Evap
Test Procedure Federal fuel refueling test (ORVR)
Fuel Useful Life Emission Name Rounded Result Std Add DF
Gasoline 150,000 miles |  HcTtoTAL-EQUIV | - 0.20 0.01
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Evapor ative/Refueling Family VHNXRO122EBA Cert Region Federal
Cert/In-Use Code Cert Standard Level Federa Tier 3 Evap
Test Procedure Evap Canister Bleed Test
Fuel Useful Life Emission Name Rounded Result Std Add DF
Gasoline 150,000 miles HC-TOTAL-EQUIV - 0.020 0.0000
Evapor ative/Refueling Family VHNXR0122EBA Cert Region Federa
Cert/In-Use Code Cert Standard Level Federa Tier 3 Evap
Test Procedure CA fuel 3-day evap.
Fuel Useful Life Emission Name Rounded Result Std Add DF
Gasoline 150,000 miles HC-TOTAL-EQUIV - 0.300 0.02
Evapor ative/Refueling Family VHNXR0122EBA Cert Region Federa
Cert/In-Use Code Cert Standard Level Federa Tier 3 Evap
Test Procedure Cdliforniafuel 2-day evap
Fuel Useful Life Emission Name Rounded Result Std Add DF
Gasoline 150,000 miles HC-TOTAL-EQUIV - 0.300 0.02
Evapor ative/Refueling Family VHNXRO122EBA Cert Region Federa
Cert/In-Use Code Cert Standard Level Federal Tier 3 Evap
Test Procedure California Fuel Running Loss
Fuel Useful Life Emission Name Rounded Result Std Add DF
Gasoline 150,000 miles HC-TOTAL-EQUIV - 0.05 0.00
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
Glossary
Useful Life
4 4,000 miles 120 120,000 miles
50 50,000 miles 150 150,000 miles
100 100,000 miles
Emission Name
HC-TOTAL Total Hydrocarbon COMB-CREE Combined Carbon-Related Exhaust Emissions
CO Carbon Monoxide COMB-OPT-CREE Combined Optional Carbon-Related Exhaust Emissions
Cco2 Carbon dioxide HC-TOTAL-EQUIV  Total Hydrocarbon equivalent - Evap only
CREE Carbon-Related Exhaust Emissions METHANE-COMB Combined CH4 for HD 2b/3 vehicles only
OPT-CREE Optional Carbon-Related Exhaust Emissions N20-COMB Combined Nitrous Oxide for HD 2b/3 vehicles only
NOX Nitrogen Oxide LEAK-DIA Effective Leak Diameter (inches)
PM Particulate Matter LEAK-GAS CAP Gas Cap Leakage (cc/min)
PM-COMP SFTP Composite Particulate Matter CO2-COMB Combined Carbon Dioxide for HD 2b/3 Vehicles Only
HC-NM Non-methane Hydrocarbon KW-HRS Integrated DC KW-HRS
OMHCE Organic material Hydrocarbon Equivalent CH4BAG1 Bag 1 Methane
OMNMHCE Organic material non-methane HC equivalent CH4BAG 2 Bag 2 Methane
NMOG Non-methane organic gases CH4BAG 3 Bag 3 Methane
HCHO Formaldehyde CH4BAG 4 Bag 4 Methane
H3C2HO Acetaldehyde COBAG1 Bag 1 Carbon Monoxide
HC-NM+NOX SFTP Non-methane Hydrocarbon + Nitrogen Oxides for US06 or SC03 COBAG?2 Bag 2 Carbon Monoxide
HC-NM+NOX-COMP  SFTP Composite Non-methane Hydrocarbon + Nitrogen Oxides COBAG3 Bag 3 Carbon Monoxide
CO-COMP SFTP Composite Carbon Monoxide COBAG4 Bag 4 Carbon Monoxide
ETHANOL C2H50H - Ethanol NMOG BAG 1 Bag 1 Non-methane organic gases
FEBAG1 Bag 1 Fuel Economy NMOG BAG 2 Bag 2 Non-methane organic gases
FEBAG 2 Bag 2 Fuel Economy NMOG BAG 3 Bag 3 Non-methane organic gases
FEBAG3 Bag 3 Fuel Economy NMOG BAG 4 Bag 4 Non-methane organic gases
ACT-DISTANCE BAG
FEBAG4 Bag 4 Fuel Economy 1 Bag 1 Actual Distance
ACT-DISTANCE BAG
MFR FE Manufacturer Fuel Economy 2 Bag 2 Actual Distance
ACT-DISTANCE BAG
HC Hydrocarbon for Running Loss and ORVR 3 Bag 3 Actual Distance
ACT-DISTANCE BAG
METHANE CH4 - Methane 4 Bag 4 Actual Distance
METHANOL CH3O0H - Methanol HC-TOTAL BAG 1 Bag 1 Total Hydrocarbon
N20 Nitrous Oxide HC-TOTAL BAG 2 Bag 2 Total Hydrocarbon
SPITBACK Spitback Hydrocarbon in grams HC-TOTAL BAG 3 Bag 3 Total Hydrocarbon
AMP-HRS Integrated Amp-hours HC-TOTAL BAG4 Bag 4 Total Hydrocarbon
START-SOC System Start State of Charge Watt-hours WATT-HRSBAG 1 Bag 1 Watt Hours
END-SOC System End State of Charge Watt-hours WATT-HRSBAG 2 Bag 2 Watt Hours
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
ACT-DISTANCE Actual Distance Driven (miles) WATT-HRSBAG 3 Bag 3 Watt Hours

ASVOLT Average System Voltage WATT-HRSBAG 4 Bag 4 Watt Hours

CO2BAG 1 Bag 1 Carbon Dioxide WATT-HRS Waitt Hours

CO2BAG2 Bag 2 Carbon Dioxide HC-NM BAG 1 Bag 1 Non-methane Hydrocarbon

CO2BAG 3 Bag 3 Carbon Dioxide HC-NM BAG 2 Bag 2 Non-methane Hydrocarbon

CO2BAG4 Bag 4 Carbon Dioxide HC-NM BAG 3 Bag 3 Non-methane Hydrocarbon
NMOG+NOX Non-methane organic gases plus Nitrogen Oxides HC-NM BAG 4 Bag 4 Non-methane Hydrocarbon
NMOG+NOX-COMP  SFTP Composite Non-methane Organic Gases + Nitrogen Oxides N20BAG 1 Bag 1 Nitrous Oxide

DT-IWRR Drive Trace Inertia Work Ratio Rating N20 BAG 2 Bag 2 Nitrous Oxide

DT-ASCR Drive Trace Absolute Speed Change Rating N20BAG 3 Bag 3 Nitrous Oxide

DT-EER Drive Trace Energy Economy Rating N20 BAG 4 Bag 4 Nitrous Oxide

Certification Region

CA California+ CAA Section 177 states FA Federa

Exhaust Emission Standard L evel

B1 Federal Tier 2Bin 1 HDV2B340 Federal Tier 3 HD Class 2b Transitional Bin 340
B2 Federal Tier 2Bin 2 HDV2B250 Federal Tier 3 HD Class 2b Bin 250

B3 Federal Tier 2Bin 3 HDV2B200 Federa Tier 3HD Class 2b Bin 200

B4 Federal Tier 2Bin4 HDV2B170 Federa Tier 3HD Class 2b Bin 170

B5 Federal Tier 2Bin5 HDV2B150 Federa Tier 3HD Class 2b Bin 150

B6 Federal Tier 2Bin 6 HDV2B0 Federal Tier 3HD Class 2b Bin 0

B7 Federal Tier 2Bin7 HDV3B630 Federal Tier 3HD Class 3 Transitional Bin 630
B8 Federal Tier 2Bin 8 HDV3B570 Federal Tier 3HD Class 3 Transitional Bin 570
B9 Federal Tier 2Bin 9 HDV3B400 Federal Tier 3HD Class 3 Bin 400

B10 Federal Tier 2Bin 10 HDV3B270 Federa Tier 3HD Class 3 Bin 270

B11 Federal Tier 2Bin 11 HDV3B230 Federa Tier 3HD Class 3 Bin 230

HDV1 HDV 1 (Federal HD chassis Class 2b GVW 8501-10000) HDV3B200 Federal Tier 3HD Class 3 Bin 200

HDV2 HDV 2 (Federal HD chassis Class 3 GVW 10001-14000) HDV3B0 Federal Tier 3HD Class 3Bin 0

L2 CdliforniaLEV-Il LEV L4SULEV100 CaiforniaLEV-IV SULEV100

L20P CdliforniaLEV-II LEV Optional L4SULEV125 CdliforniaLEV-1V SULEV125

u2 CdliforniaLEV-Il ULEV L4SULEV15 CaiforniaLEV-IV SULEV15

S2 CdliforniaLEV-Il SULEV L4SULEV150 CaiforniaLEV-IV SULEV150

ZEV CdliforniaZEV L4SULEV170 CaiforniaLEV-IV SULEV170

oT Other L4SULEV175 CaiforniaLEV-IV SULEV175

Tl Federal Tier 1 L4SULEV20 CaiforniaLEV-IV SULEV20

PZEV CaliforniaPZEV L4SULEV200 CdiforniaLEV-IV SULEV200

L2LEV160 CdliforniaLEV-Il LEV160 L4SULEV230 CaiforniaLEV-IV SULEV230

L2ULEV125 CdliforniaLEV-Il ULEV125 L4SULEV25 CaiforniaLEV-IV SULEV25

L2SULEV30 CaliforniaLEV-Il SULEV30 L4SULEV30 CaiforniaLEV-IV SULEV30

L2LEV395 CaliforniaLEV-Il LEV395 L4SULEV75 CaiforniaLEV-I1V SULEV75
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
L2ULEV340 CaliforniaLEV-Il ULEV 340 L4SULEV85 CaiforniaLEV-IV SULEV85
L2LEV630 CaliforniaLEV-Il LEV630 L4ULEV125 CaiforniaLEV-IV ULEV125
L2ULEV570 CdliforniaLEV-Il ULEV570 L4ULEV200 CaliforniaLEV-1V ULEV200
L3LEV160 CdiforniaLEV-IIl LEV160 L4ULEV250 CaliforniaLEV-1V ULEV250
L3ULEV125 CdliforniaLEV-IIl ULEV125 L4ULEV270 CaliforniaLEV-1V ULEV270
L3ULEV70 CaliforniaLEV-IIl ULEV70 L4ULEV40 CaliforniaLEV-1V ULEV40
L3ULEV50 CaliforniaLEV-I1l ULEV50 L4ULEV400 CaiforniaLEV-IV ULEV400
L3SULEV30 CaliforniaLEV-Ill SULEV30 L4ULEV50 CdiforniaLEV-IV ULEV50
L3SULEV20 CdiforniaLEV-I1I1 SULEV20 L4ULEVE0 CaliforniaLEV-1V ULEV60
L3LEV395 CdiforniaLEV-IIl LEV395 L4ULEVT0 CaliforniaLEV-1V ULEV70
L3ULEV340 CaliforniaLEV-II1 ULEV340 T4B170 Federal Tier 4 MDV Bin 170
L3ULEV250 CaliforniaLEV-I1I1 ULEV250 T4B150 Federal Tier 4 MDV Bin 150
L3ULEV200 CaliforniaLEV-IIl ULEV200 T4B125 Federal Tier 4 MDV Bin 125
L3SULEV170 CaliforniaLEV-IIl SULEV170 T4B100 Federal Tier 4 MDV Bin 100
L3SULEV150 CdiforniaLEV-I1I1 SULEV150 T4B85 Federal Tier 4 MDV Bin 85
L3LEV630 CdiforniaLEV-IIl LEV630 T4B75 Federal Tier 4 MDV Bin 75
L3ULEV570 CdliforniaLEV-IIl ULEV570 T4B70 Federal Tier 4 Bin 70
L3ULEV400 CdliforniaLEV-I111 ULEV400 T4B65 Federal Tier 4 Bin 65
L3ULEV270 CaliforniaLEV-IIl ULEV270 T4B60 Federal Tier 4 Bin 60
L3SULEV230 CaliforniaLEV-I1l SULEV230 T4B55 Federal Tier 4 Bin 55
L3SULEV200 CdiforniaLEV-II1 SULEV200 T4B50 Federal Tier 4 Bin 50
T3B160 Federal Tier 3 Bin 160 T4B45 Federal Tier 4 Bin 45
T3B125 Federal Tier 3Bin 125 T4B40 Federal Tier 4 Bin 40
T3B110 Federal Tier 3 Transitional Bin 110 T4B35 Federal Tier 4Bin 35

T3B85 Federal Tier 3 Transitional Bin 85 T4B30 Federal Tier 4 Bin 30
T3SULEV30 Federal Tier 3 Transitional LEV-II SULEV30 Carryover T4B25 Federal Tier 4 Bin 25

T3B70 Federal Tier 3Bin 70 T4B20 Federal Tier 4 Bin 20

T3B50 Federal Tier 3Bin50 T4B15 Federal Tier 4 Bin 15

T3B30 Federal Tier 3Bin 30 T4B10 Federal Tier 4 Bin 10

T3B20 Federal Tier 3Bin 20 T4B5 Federal Tier 4Bin5

T3BO Federal Tier 3Bin0 T4BO Federal Tier 4Bin0
HDV2B395 Federal Tier 3 HD Class 2b Transitional Bin 395

Transmission Type Code

AMS Automated Manual- Selectable (e.g. Automated Manual with paddles) M Manual

A Automatic oT Other

AM Automated Manual SA Semi-Automatic

CVvT Continuously Variable SCV Selectable Continuously Variable (e.g. CVT with paddles)
Drive System Code

4 4-Wheel Drive P Part-time 4-Wheel Drive
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Test Group VHNXV02.0TWE Evapor ative/Refueling Family VHNXR0122EBA
F 2-Whesel Drive, Front A All Whed Drive

R 2-Wheel Drive, Rear

Additional Termsand Acronyms

AFC Alternative Fuel Converter ICl Independent Commercial Importer

Csl Certificate Summary Information ORVR Onboard Refueling Vapor Recovery

DF Deterioration Factor SIL Shift Indicator Light

Evap Evaporation, Evaporative Trans Transmission
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08.00.00.00

09.00.00.00

10.00.00.00

11.00.00.00

Waiver Statements
Refer to 08.00.00.00" of Part 1 common section.
OBD System Description

Refer to 09.00.00.00? of Part 1 common section and 16.09.00.00?
of this Part 1 application.

Description of Alternate-fueled Vehicles
Not applicable

AECD Descriptions

Description and justification of AECD

Refer to 16.11.01.00° of this Part 1 application.

" Waiver Statements
2 OBD System Description
3 General description of AECDs
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12.00.00.00 Description of vehicles covered by certificate and test parameters
12.01.00.00 Vehicle parameters
Carline name (Code) INTEGRA (02120)
INTEGRA
Model Name TYPE S, TS-HER
. e Federal LDV
Vehicle Classification Calfornia Not Applicable
Code TW-132
Catalyst Type/Number/
Emission Configuration 1)
c EGR Type Not Applicable
ontrol - -
Air Pump Type Not Applicable
System - —
L Fuel System [Type Direct Fuel Injection
Description Intake Air
o Method Turbo Charged
Aspiration
Other Not Applicable
Engine Code VES51MA1
Number of Valves per Cylinder 4
Engine Displacement (CID) 122
Sales Area 50 States
Transmission 6MT
Overdrive Yes
SIL Not Applicable
Tire Size 265/30ZR19 93Y
N/V Ratio 38.6
ETW (lbs) 3,500
EVAP Canister Nominal Working Capacity (g) 122
EVAP Canister Volume (cc) 1,992
Fuel Tank Capacity (gallon) 12.4

Active Grill Shutter

Not Applicable

1) Refer to 16.02.01.001 of Part 1 common section.

' Catalyst specifications
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Carline name (Code) CIVIC 5Dr (01009)
CIVIC
Model Name TYPE R
. e Federal LDV
Vehicle Classification California Not Applicable
Code TW-126
Catalyst Type/Number/
Emission Configuration 1)
C EGR Type Not Applicable
ontrol - -
Air Pump Type Not Applicable
System - —
e Fuel System |Type Direct Fuel Injection
Description Intake Air
o Method Turbo Charged
Aspiration
Other Not Applicable
Engine Code V6V1M1
Number of Valves per Cylinder 4
Engine Displacement (CID) 122
Sales Area 50 States
Transmission 6MT
Overdrive Yes
SIL Not Applicable
Tire Size 265/30ZR19 93Y
N/V Ratio 38.6
ETW (Ibs) 3,500
EVAP Canister Nominal Working Capacity (g) 122
EVAP Canister Volume (cc) 1,992
Fuel Tank Capacity (gallon) 12.4

Active Grill Shutter

Not Applicable

1) Referto 16.02.01.001 of Part 1 common section.

' Catalyst specifications



12.02.00.00 Test parameters and special test procedure
12.02.01.00 Engine starting procedures
Refer to 12.02.01.00" of Part 1 common section.
12.02.02.00 Shift schedule
(a) Manufacturer's recommended shift procedure for manual transmission
(1) EV-CIS shift schedule ID
CITY HWY  US06  SCO03
211 212 213 214
12.02.03.00 Engine Oil

GF-6 Engine Oil is used for certification emission test and fuel economy test.

Specifications For factory fill For Certification and
fuel economy test
Brand/ Supplier of ol 11FEO-KAI 11FEO-KAI Honda Ultimate
JX Nippon Oil IDEMITSU KOSAN  |Phillips 66 Lubricants
& Energy Corporation |[CO., LTD
11FEO-AL
IDEMITSU KOSAN
CO,, LTD
Type of oil Full synthetic Full synthetic Full synthetic
API Category and -—- - API SP / GF-6
SAE Viscosity Grade 0wW-20 0w-20 0W-20
FEI Sum (VIE sequence) 4.67 5.74 3.89

" Engine starting procedures
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12.02.04.00 Dynamometer loading information - Road force and dynamometer setting
specifications
Trans Target Target
mission Model Name ETW Tire Size Coefficient Coefficient
Standard Cold

A: 38.81|A: 42.69
INTE&;{;SH'#;?SEBQCK 3,500 265/30ZR19 93Y |B: 0.0392|B: 0.0431
6MT ’ C: 0.02368|C: 0.02605
A: 38.81|A: 42.69
CIVIC:YAJECFHiBACK 3,500 265/30ZR19 93Y (B: 0.0392|B: 0.0431
C: 0.02333|C: 0.02566

Road load has been determined through coast down method
which follows SAE J2263 and also approved by EPA.

12.02.05.00 Fuel Tank Temperature Profile (FTTP)
Refer to 16.12.00.00" of this Part 1 this application.
12.03.00.00 Emission control label

CIVIC

I VEHICLE EMISSION CONTROL INFORMATION

CONFORMS TO REGULATIONS: 2027MY
U.S. EPA: IT4B50 LDV OBD: CAll  FUEL: GASOLINE
CALIFORNIA: CERTIFIED OBD: CAll  FUEL: GASOLINE
TWC, WR-HO2S, HO2S, DFI, TC, CAC

66V-A50

GROUP: VHNXV02.0TWE EVAP: VHNXRO122EBA 2.0L

HONDA MOTOR CO., LTD.

N

INTEGRA

[ VEHICLE EMISSION CONTROL INFORMATION

CONFORMS TO REGULATIONS: 2027TMY
U.S. EPA:IT4B50 LDV OBD: CAll FUEL: GASOLINE
CALIFORNIA: CERTIFIED OBD: CAll FUEL: GASOLINE
TWC, WR-HO2S, HO2S, DFI, TC, CAC

BACURA

6PV-A20

GROUP: VHNXV02.0TWE EVAP: VHNXR0122EBA

2.0L  HONDA MOTOR CO., LTD.

A /

" Fuel Tank Temperature Profile (FTTP)



13.00.00.00

14.00.00.00

14.01.00.00

14.02.00.00

14.03.00.00

15.00.00.00

15.01.00.00

Projected Sales

Refer to 13.00.00.00" of Part 1 common section.

Request for Approval

Request for certificate

Honda Motor Co., Ltd. requests that EPA issues a certificate of conformity,
signed by an authorized representative, for the combination of the test group
(refer to 05.00.00.00% of this Part 1 application) and EVAP/refueling family
(refer to 03.00.00.00° of this Part 1 application).

For the applicable test results, refer to 07.00.00.00* of this Part 1 application.
Request for Executive Order

Honda Motor Co., Ltd. requests that California Air Resources Board issues an
Executive Order, signed by an authorized representative, for the combination of
the test group (refer to 05.00.00.007 of this Part 1 application) and
EVAP/refueling family (refer to 03.00.00.00° of this Part 1 application).

For the applicable test results, refer to 07.00.00.00* of this Part 1 application.
Statement of compliance

Refer to 14.03.00.00° of Part 1 common section.

Other Information

Fee filing form

' Projected sales information
2 Test Group Description
3 Evaporative(EVAP) / Refueling Family Description

4 Test Results

5 Statement of compliance
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US EPA Fee Form

Help and EPA Instructions

*Required Field

General Information

Date: 06/04/2026

Process Code *

Submit New Fee Filing Form

Manufacturer Code *

HNX

Manufacturer Name *

American Honda Motor Co., Inc.

Contact Name *

Mitchell Poeung

Contact Email Address * Contact Phone *

mitchell_poeung@na.honda.com (310) 701-5605

Calendar Year complete application submitted
toEPA*

2026

PLEASE NOTE: These fees apply to complete certification applications received by EPA from
January 1, 2026, through December 31, 2026. The applicable fee is determined by the



calendar year in which the complete certification application is received, not the m%gel
year.

Engine Family / Evaporative Family / Test Group *

VHNXV02.0TWE

Certificate Request Type (Industry Sector Code)

Certificate Request Type *

@ On-Highway LDV, LTD, MDVPV, HDV Chassis Cert (Federal) (A, B, D, J, T, V)
O On-Highway HDE Dyno Cert (Federal) (E, H)

O On-Highway LD ICI, MDPV ICI, HDVICI (A, B, D, J, T, V)

O On-Highway Motorcycle (C)

(O on-Highway HDV Evap (F)

O On-Highway LDV, LTD, MDVPV, HDV Chassis Cert (California-Only) (A, B, D, J, T, V)
O On-Highway HDE Dyno Cert (California-Only) (E, H)

O Nonroad CI (L)

O Nonroad Sl (B, S)

O Locomotive (G, K)

O All Nonroad Recreational, excluding Marine engines (X, Y)

O All Marine (Including IMO) (M, N, W)

O Component Certification for Evaporative Emissions (P)

IMO Name (Required for dual US/IMO Marine Only)

ICIVIN Number (Required for ICls Only)

Doyou qualify foraReduced Fee? *

No




Payment Information 46

Amount Owed

$32,317.00

Payment Type *

Offline ACH

Comments

Model(s):Civic Type R, Integra Type

EPAForm Number 3520-29 /1

OMB Control No.2060-0545 //l////ﬂ

Approval expires 7/31/2027 !

The publicreporting and recordkeeping burden for this collection of information is estimated to average
12 minutes per response.Send comments on the Agency's need for thisinformation, the accuracy of the
provided burden estimates, and any suggested methods for minimizing respondent burden, including
through the use of automated collection techniquesto the Director, Collection Strategies Division, U.S.
Environmental Protection Agency (2822T), 1200 Pennsylvania Ave., NW, Washington, D.C.20460. Include the
OMB control numberin any correspondence.Do not send the completed forms to this address.

The content of this document may contain Sensitive But Unclassified (SBU) data and/or Controlled Unclassified Information (CUI).
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