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PENNGAS STERILIZING GAS 
ACCEPTED IfG. lJ S. ~ ... ,. C*. 

APR 1 1970 NON·FLAMMABLE UNDER THE F£Df:"AL INS£.TlCIf"lE 
FUNGICIDE AND RODEN~CIDi ACT 

FOR ECONOMIC W>J40~REQISTER. 
ED UNDER NO .. F...Z": .. 7 .. SUBJECT 
TO ATTACHED COMMENTS. THYLENE OXIDE FREON MIXTURE 

WARNING 

The liquefied n,ixture in this con­

tainer has toxic properties. Us. 

care in handling. Vapor harmful. 

Prevent spraying on hands, face, 

eyes, or other skin areas. May 

injure eyes or irritate skin. If con­

tents come in contad with any of 

these parts of ... a.ody flush them 

promptly with water. For eyes, 

get medicol attention. If clothing 

becomes sprayed, wash clothing 

before reuse. Avoid breathing 

vapors. If inhaled sufficiently to 

cause headache or nauseo, 

breathe fresh air, lie down, and 

use no stimulants. 

INGREDIENTS-BY WEIGHT 

ACTIVE INGREDIENTS 
ETHYLENE OXIDE 

INERT INGREDIENTS 
DICHLORODIFLUOROMETHANE 

IfG U. s. ~ ... ,. OH. ,... 2.'''.701 

CONTENTS: 
140 POUNDS NET WEIGHT 

U.S.O.A. REG. NO. 87-9 

Manufactured in U.S.A. by 

12.0". 

PENNSYLVANIA ENGINEERING COMPANY 
Philadelphia, Po. 19123 

CAUTION 

USE ONLY WITH VALVE 
IN UPWARD POSITION 

During and after use 
areas should be we;i 

ventilated. 

Do not store in 
temperatures above 14QOF_ 

FOR USE 
Remove seal. Unscrew plug. 
turning clockwise (this is a left 
hand thread I. Insert derilizer 
outl.t in opening and tighten 
thread. turning counterclock-

• wise. 
When cylinder is not connected 
to sterilizer and when cylinder 
is empty. close valve tightly and 
insert plug-


