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WATER SOLUBLE 

DUST GLUE 
FILTER MAZE ADHESIVE 

with Hexachlorophene 

FOR AIR CONDITIONING 

AND FURNACE FILTERS 

U.S.D.A. Reg. No. 337-42 

ION: Keep out of the reach of c 
• BACTER.IOSTATIC 

• NON-FLAMMABLE 

• SPRAYABLE 

Active Ingredients: 
2,2'-methylene bis (3,4,6-trichlorClC 
phenol) (Hexachlorophene) 

Inert Ingredients: 

CONTENTS 16 OZ. 

Manufactured by 

, 

LESTER 

0.1% 
99.90;0 

LABORATORIES. INC. 

POST OFFICE BOX "4897 

ATLANTA. GEORGIA 30302 

n 
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DIRfCTlONS 

TO COAT Spr .. y DUST GLUt on ,"leI \.dr 

of clt'dned or ne .. "'d\h .. blr tyPtt 601t., Co., 
libcrdlly to cover <111 ~urfdcc~. 

TO RINSE: After filter is dirty, a garden 
hose rinsing will readily remove dirt and old 
DUST GLUE. Then re-coat filter maze with 
DUST GLUE before re-use. 

DUST GLUE may become too thick when 
chilled and too thin when warmed. Store 
and apply DUST GLUE at normal room 
temperatures. 

ACCEPTED WITH COMMENTS 
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