[541-H3)

PURI-LARV

A MOSQUITO LARVICIDE

Designed for the cuntre! of n.osquito lurvay in
temporary rain pools, intermittently flooded
areas, sewers, ditches, rain barrels, and clogged
gutters..

Active Ingredients: ... ... ... .. ... . ... ... .. 90.0%

Coal Tar Neutral Qil
Soap
Co~' Tar Acids

Inert Ingredient: .. ..... ..., e 10.0%
Water

WARN'NG: Keep Out of Reach of Children
E.P.A. Reg. No. 541-45 /) -4
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Manufactured by PURITAN CHEMICAL CO. - Atlanta, Ga. 30318

Baltimore - Cincinnati - Houston - Newark - St. Louis

1072

DIRECTIONS
FOR SPRAYING TEMPORARY RAIN POCLS, INTERMIT-
TENTLY FLOODED AREAS, SEWERS, DITCHES, RAIN
BARRELS, AND CLOGGED GUTTERS: Dilute '3 pint PURI-
LARV with 65 gallons of water. Do not use in fish bearing
waters.
FOR OPEN WATER: Use at rate of one gallon of PURI-
LARV per 40,000 gallons of water. Apply around edges
of the banks for about three or four feet from shore for
optimum effect.
This product should not be used in salt water or in brackish
marshes.
May be fatal if swallowed. Avoid contact of this material
with the skin, eyes and clothing. Avoid breathing spray
mist. Keep away from domestic animals, foodstuffs and
feed.
This product is toxic to fish. Keep out of lakes. streams,
or ponds. Do not contaminate water by cleaning of equip-
ment or disposal of wastes.
Apply this product only as specified on this label.
Do not reuse empty container. Destroy it by perforating
or crushing. Bury or discard in a safe place away from
water supplies.
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