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PYROHYL 1.2-2.4-4.0 EMUlSlnABt E OONCENTRATE 

For use .. ainst 
Infesting Grain 

the exposed stages of Confu'" Qgur 
and Food Stor .. e Plants. 

ACTIVE INGREDIENTS: 
Petroleum Distillates ••••••••••••••••••• 
N-octyl bicycloheptene dicarboximide •••• 

BO.4-z. 
4.<rk 
2.4'1 
1.27-

FEB 6 
Piperonyl Butoxide, Technical * ........ . 
Pyrethrins •••••••••••••••••••••••••••••• 

INERT INGREDIENTS: •••••••••••••••••••••••• l2.<rk 
100.01 

UNDER THE 1 L .. i;;~J_AL n,~,v:rICIDE 
FUNGIC!DE AND ROoENTICrvz: ACT 
FOR ECONOMIC POISON IU;q~;._ 
ED UNDER NO. ~ y..7- Y,Yj-TOTAL: 

* Equivalent to 1.9Z1 (Buty1carbityl) (6-propy1piperony1) Ether and O.4Bt related compounds. 

CAUTION . 
. ~" OUT OF REACH OF CHILDREN DIRECTIONS: Dilute at rate of 1 gal. Concentrate with' 

HARMFUL IF SWALLOWED. 00 NOI STORE, POUR, OR 4 gal. of-water. Add some water to the sprayer tank first, 
SPILL NEAR AN OPEN FLAME. STORE IN A COOL then add PRFNTOX PYRONYL 1.2-2.4-4.0 E.C. and stir. Hake 
PLACE. KEEP THE CONTAINER CLOSED TIlIGHTLY. up to volume with water and agitate vigorously until a 

This material is toxic to fish. Do not con
taainate ornamental fish F~nds or any body 
of vater by direct application, cleaning of 
equipment, or disposal of wastes. 

DO Nor REUSE EMPTY DRUM. RE'l1JRN TO DRUM RE
CONDITIONER OR DESTROY BY PERFORATING OR 
CRUSHING, AND BURfiNG IN A SAFE PLACE AWAY 
FR<»l WATER SUPPLIES. 

NET CONTENTS __ _ 

complete emulsion is obtained. The resulting water e.ul
sion should be used fresh the same day and should not be 
allowed to stand overnight or longer. Spray the emulsion 
on grain storage bins,. _ elevator booths ,-~millwalls, and 
floors, etc., paying-spe;.:ial atfenfloif fo~hcra~b, -crev
ices and other insect hinding places~ Do not spray on 
foodstuffs. Use the diluted spray at intervals of 1 to 2 
weeks, or as needed. Alkaline surfaces such as cement, 
mortar, or calcimined wood or metal require more frequent 
applications than neutral surfaces. 

E.P.A. Reg. No. 655-495 


