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OAKITE SANITIZER 1
HOW IT WORKS

Oakite Sanitizer 1 provides rapid, potent disiniect-
ing action, It is recommended for use in ;estau-
rants, luncheon counters, dairies, food-handling
and processing cstablishments of all kinds. It is
generally used as arinse, following proper cleaning.

Qakite Sanitizer | may be used with compatihie
alkaline builders and sequestering agents. In all
applications, an .. posure period of at least 2 min.
utes should be maintained. The temperature of the
solution should be at least 759F. and the pH 6.0
or higher.

For sanitizing, clean ana rinse all surfaces thor-
cughly before using Qakite Sanitizer 1 in recom-
mended dilutions.

Oakite Sanitizer 1 does not require a potable water
tinse, in accordance with the Federal Food Addi-
tive Regulation 121.2547 when 200 ppm of active
ingredient ' fluid ounce per 4 gallons of water)
are used and allowed to drain thoroughly.

ADVANTAGES: Qakite Sanitizer 1, in recommended

concentrations, is:

. Stable for long periods

. Not decomposea by heat

. Practically odorless and tasteless

. Sate on rubber surfaces, non-corrosive 1o metals
. Economical to use
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. Non-staining and does not bleach or discolor dyed  pjants Metuchen, N.J.; City of Indus.ry, Cal . Houston. Tex . Romulus Mich ; Bramalea, Ont

OAKITE
SANITIZER 7

EPA REG. NO. 1020-1  EPA Est, 1020-NJ-1

Quaternary Ammonium Type Germicide-Disinfectant

Active Ingredients: Alkyl{60% C14. 30% Cy¢. 5% C18. 5% Cq2)
Dimethyl Benzyl Ammaonium Chloride * . .

"Equivalent Weight Approximately 380
Phenol Coefficient — S. Aureus 133.3
S. Typhosa 737

Inert ingredients
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DANGEH' Keep out of reach of children i

See side panel for additional required caution statements

OAKITE PRODUCTS, INC., Otfices and Warehouses in Principal Cities

1 GA_LON/3.785 LITERS
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DANGER! Keep out of reach of

children. Corrosive, Causes eye damage and
skin irritation. Do not get in eyes, on skin
or on clothing. Wear goggles or faces .a
and rubber gloves when handling. Harnrul
g ffg;a‘; if swaliowed. Avoid contamination

FIRST AID: In case of contact, immediate-
ly flush eyes or skin with plenty of water
for at least 15 minutes. For eyes, call a
physician. Remove and wash contaminated
-elothing before reuse.

if swallowed, drink sromptly a large quan-
tity of milk, egg whites, gelatin solution or
if these are not available, drink large quan-
tities of water. Avoid alcohol, Call a physi-
cian immediately.

NOTE TO PHYSICIAN: Probable muscosal
damage may contraindicate the use of gas-
tric lavage. Measures against circulatory
shock, respiratory depression and convul-
sion may be neeged.

Do nat reuse container. Destray when empty.

This product is toxic to fish. Treated efflu-
st should not be discharged where it will
frain into lakes, streams or ponds.

This product fulfitls the criteria of Appendix F of
e Grade “A” Pasteurized Mitk Ordinance 1966
lscommendatioms of the U.S. Public Health Serv-
&= in waters up to §50 ppm of hardness calculsted
s CaC0, whan tested by the A.0.A.C. Germicide!
nd Detergent Sanitizers-Official Method.

OAKITE SANITIZER 1
HOW TO USE IT

DIRECTIONS: Thoroughly clean and rinse all sur-
faces before applying this solution for sanitizing or
germicidal treatment.

GENERAL OISINFECTION: For walls, floors,
equipment, other surfaces. After prope cleaning,
apply QOakite Sanitizer 1 by mop, brush or by
flooding areas to be treated. Prepare solution by
adding 1 fluid ounce {about 2 tablespoonstull of
Qakite Sanitizer 1 to 4 gal. water. May be used in
o.«f, warm and hot water. Disinfection more rapid
with warm or hat water.

RESTAURANTS, LUNCHEQON COUNTERS AND
TAVERNS: For sanitizing glasses, dishes, utensils,
Destroys many disease-producing bacteris. After
groper ¢ _aning, apply solution of Oakite Ssnitizer
1 (% fluid ounce per 4 gallons nf water). Allow to
drain thoroughly before reuse,

DAIRY FARMS, MILK PLANTS: For sanitizing
miking machines and rubber parts, peils, strainers,
Wparators, snilary piping. coolers, pastewrizing
squipment, etc. After proper cleaning of equip
ment, sanitize with solution of Oakite Sanitizer 1,
Apply by circulsting, flooding or spraying. When
spraying use concentration of % fluid oz. at 2 gal.
water. When cicculating or flooding, make up solu.

tion at % fluid oz. to 4 gal. water, which approxi-
mates 200 p.p.m. {1 1o 5000).

Note 1: Do not use with soap or anionic detergents,

Note 2: All treated surfaces in contact with food
should receive a final rinse with water of
drinkable quality whenever more than
200 ppm are used.

SANITIZING, MOLD CONTROL: For general san-
itizing in bakeries, food and bottling plants 3 solu-
tion containing 'z fluid oz. 1o 4 gals. of water s
applied by spraying or wiping to previously cleaned
surfaces until they are moist. Residual solution will
control mold and yeast growth on hard, smooth
surfaces such as metal or tile, as well as on painted
walls and ceilings. Application should be repeated
every 7 days or as necessary depending on the
severity of the mold problem.

ALGAE: To control algae in previously cleaned
circulating water systems, apply an initial slug ad-
dition of Oakite Sanitizer 1 at the rate of 13-26
tivid ozs./per 1000 gals. of water in the system
{20-40 ppm active ingredient). Subsequent slug ad-
ditions of 4-8 oxs. of Oakite Sanitizer 1 per 1000
gais. ot water (6-12 ppm) should be applied every
2 to 5 days or as needed depending on the volume
ot bleed-oft and the severity of the sigse problem,
Additions should be introduced gradually into the
sump of the water cooling tower.
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