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SLIME CONT OL AGEN 

WARNING-TOXIC 
HARMFUL IF SWALLOWED. Causes eye and 
skin irritations. Do not get into eyes, on skin 
or clothing. Wear rubber gloves, nnd goggles 
or face shield, when handling. 

\Nash thoroughly after handling. 

In case of contact with skin, wash well with 
soap and water. In case of contact with eyes, 
flush prornptiy and thoroughly with clear 
water. In ca~e of ingestion or contact wrth 
eyes. secure irnmedicte rnedicol ottention. 

Do not contaminate or store neor feed 0' 

foodstuff,. 

This product is toxic to fish Cll1d wildlde 
Trec1ted effluent should not be dischwcJcc1 
Nhere it will drClin into lukes, ponds, streOill" 
or public wClters. Do not contolllin(:tc wellel 
by cler:P111lC) of equiprnent 01 dic,fJ('<;ci u' 
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CAUTION-COMBUSTIBLE 
Keep away from heat and open flame. Keep 
container closed when not in use. 

DESCRIPTION AND USE 
Betz Slirnicide 242 aids in the control of slime 
formed by bacteria and fungi in recirculating 
cooling-tower woter equipment 

Begin treatment when the system IS in jeopardy' 
of becoming affected or after cleaning systems 
when efficiency IS already ir.,paired. Apply at 
a point in the system where the product will 
be unifollnly mixed. 

When the system IS noticeably fouled, apply 
3.0 pounds (0.39 ~Jallons) of this product per 
thousand qallon') of water in the system. R'? 
peat until control is achieved. 'If/hen micrabiol 
control is cvid2nt, odd 0.1 to 2.0 pound<, 
(0.013 to 0.25 CJallon) per thousClnd (Jolloll' 
of watcr in ihe ~y.,tel1l every dCIY, or o~ needed 
to l1lolntClill control. In tnc evcnt ~he "yc,tern ;, 
t)c1dly fouled, preclc(lIlinq i ... rccoll1lllf.'ndcd 

f-OR INDUSTRIAL USE ONt Y Tcchniu:i (lchi·:" 
I eqClrdinq "pcclf, ,rt~! rHnh!{,Il1<, I' c]v(Jrird,I., 
f;nrn Br"Tl 
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Contents: LIQUID 

Active Ingredients 

Dodine (dodecylguaniciine 

acetate) 

Isoprop01'ol 

Inert Ingredients ~ 
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'In"lt ItlgredlPtlh fllclud.· ,olJbf;flif~(1 

Clnd di~pL'''ilHI (HI,'nl< 

EPA Reg. No. 3876-77 

NET WEIGHT AND VOLUME 

WEIGHT P~R GAllON OF PRODUCT 
7.9 Pounds (60Fl 

KEEP CONTAINER COVERED-PROTECT FROM FREEZING 

BETZ Laboratories, Inc. TREVOSE, PENNSYLVANIA 19047 
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WARNING-TOXIC 
HARMFUL IF SWALLOWED. Causes eye and 
skin irritations. Do not get into eyes, on skin 
or clothing. Wear rubber gloves, and goggles 
or face shield, when handling. 

Wash thoroughly after handling. 

In case of contact with skin, wash we" with 
soap and water. In case of contact with eyes, 
flush promptly and thoroughly with clear 
water. In case of ingestion or contact with 
eyes, secure immediate medical attention. 

Do not contaminate or store near feed or 
foodstuffs. 

This product is toxic to fish and wildlife. 
Treated effluent should not be discharged 
where it will drain into lakes, ponds, streams, 
or public waters. Do not contaminate water 
by cleaning of equipment or disposal of 
wastes. Apply the product only as specified 
on this label. 

Do not reuse empty container. Send to drum 
reconditioner, or destroy by perforating or 
crushing and bury in a safe place. 
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CAUTION COMBUSTIBLE 
Keep away from heat and opfm flame. Keep 
container closed when not in use. 

DESCRIPTION AND USE 
Betz Slimicide 242 aids in the control of slime 
formed by bacteria and fungi in recirculating 
cooling-tower water equipment. 
Begin treatment when the system is in jeopardy 
of becoming affected or after cleaning systems 
when efficiency is already impaired. Apply at 
a point in the system where the product will 
be uniformly mixed. 
When the system is noticeably fouled, apply 
3.0 pounds (0.39 gallons) of this product per 
thousand gallons of water in the system. Re
peat until control is achieved. When microbial 
control is evident, add 0.1 to 2.0 pounds 
(0.013 to 0.25 gallon) per thousand gallons 
of water in the system every day, or as needed 
to maintain control. In the event the system is 
badly fouled, precleaning is recommended. 
FOR INDUSTRIAL USE ONLY. Technical advice 
regarding specific site problems is available 
from BETZ. 
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fOR ECONOMIC POISO~ REGISH.R-

. ,~~-'2:.U8JECT ED uNDER N~.~ .. ,.;""-
TO ATTACHED COMMENTS. 

LIQUID 

Active Ingredients 
Dodine (dodecylguanidine 

acetate) ........ _ ........ 10.0% 

Isopropanol ............ __ . _ 30.0 % 

Inert Ingredients * ........... 60.0 % 

*Inert ingredients include solubilizing 
and dispersing agents. 

EPA Reg. No. 3876-77 

NET WEIGHT AND VOLUME 
As Marked on Container 

WEIGHT PER GALLON OF PRODUCT 
7.9 Pounds (60F) 

KEEP CONTAINER COVERED-PROTECT FROM FREEZING 

Ina. / TREVOSE, PENNSYLVANIA /19047 
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