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CUPROUS (, .• UE •. 10.88% I INERT INGREDIENTS: 84.00% 
CUPRIC OXIDE. . .. 2.56% 
METALLIC COPPER. 2.56% 

CAUTIONI KEEP OUT OF REACH OF CHILDREN 
READ OTHER CAUnONS ON BACK OF LABEL 
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CONCORD coppa PAINT Is • clur •• le re .. copper paint cont.lnI ... an 
anti-fouling copper pigment that ald. In the control of marine growili. 
on Ship 10110IIII. 

DIRECTIONS FOR USE 
Stir paint thoroughly prior to using and stir at frequent intervals during application. 
On new wooden surfaces point up all cracks and holes. Apply two coats of CONCORD 
COPPER PAINT allowing overnight drying between coats. On old wood surfaces 
remove all loose, scaling, cnicking, and blistered paint by scraping or burning. Surface 
must be free of dirt, grease, oil and foreign matter of all kinds before painting. Metal 
surfaces require special treatment. Wire brush or sand all rust spots, removing all 

_--£loose rust and scale. Apply a priming coat of ATHEY'S RUST INHIBITING METAL 
i\-::. C C E PTE r-Y"HIMER. Apply two coats of CONCORD COPPER PAINT as directed above for 

uMnd surfaces. Coverage 400-500 sq. ft. per gallon. 

\~b-£).~-/~7 ANALYSIS BY WEIGHT 
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• PPER PIGMENT ....................... 16.0% . ., I·· lION OXIDE ............................ 31.0% 
'.' c" . H f .... /, '!'" . ":- ON·YOUnLE CALCIUM RESINATE ....... IS .. % 
. . ,. " .' '.' ,-.. 1" ACT N-younLE PINE TAR 100% I .. ~ : . :,'; ":,,: '7;i:./'..jsW"SH~' ounLE MINERAL SPIRITS'::::::::::::: 242% 
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! t • t"': ~ ,\ !_I j L .) ',. . ~, \h i\ r s. 100.0% 

·CUPROUS OXIDE ..... ,."............... ",0% 
CUPRIC OXIDE ........................ 1""'% 
METAWC cappa ........ _........... 11.0% 

•• fEIO. . . . • . • . . • . . . . . . . . . . . . . . . . . . . . . . .. 11.0% 
.UCA1U ....................... _ . . . .. 44.0% 

WARNING- FLAMMABLE! Keep away from sparks. heat and open flames. 
Avoid prolonged contact with skin. USE WITH ADEQUATE VENTILATION. Keep 
container closed when not in use. HARMFUL IF EATEN! 

KEEP OUT OF THE REACH OF CHILDREN! 

Mal.'act.re •• , T.e C. I. ATHEY PAINT CO., Bllti.ere 30, Md. 


