
DIRBCI10NS 

SUBTERRANEAN TERMITES: For 
trench and spot treatments, to create 
chemical barriers, dilute 2 gallons of 
MACLEAN'S LINDANB 20·B with 
50 gallons of water. 

Along foundations and around piers 
dig a narrow trench no deeper than 
the top of the footings or to a maxi· 
mum depth of 30 inches. If less than 
15 inches deep, apply 1 gallon per 5 
lineal feet. Refill trench, then apply 
another gallon per ,. lineal feet to the 
fill. Cover this with a layer of soil. If 
trench is deeper than 1 ,. inches, 
dOl1ble above dosage. Keep the dilute 
1 .re agit~ted while using. 
\; l1der attached porches and similar 
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LINDANE 20·E 

EMULSIFIABLE 
ACTIVB INGREDmNTS: 

Gamma Isomer of Benzene 
Hexachloride (&om UNDANE) ........................ 20.0% 

Arolbatic Peholeum Derivative Solvents ................ '2.6% 
INERT INGREDIENrS .. _ ............................. _........... '.4% 

(Contains 1.6' lb.. LINDANE per Gallon) 

CAUTION: 
KEEP OUT OF REACH OF CHILDREN. 

May be absorbed through aida. Avoid breathillg spray mist. Avoid contact 
with sIcia. Ia case of contact wash immediately with soap and water. Avoid 
contamination of feed and foodstuffs. Do aot use oa hoaUehold pets. 
DO NOT srORE NEAR HEAT OR OPEN FLAME. 
MACLEAN'S LINDANE 20::£ is a liquid formulation, emulsifiable with 
water for .... ,ntb conventional spray equipment, useful in tbe control of 
certain dOrsae petb. See ~tOD8. 
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construction, apply dilute mixture to 

soil surface at rate of 1 gallon per sq. 
ft. 

Where concrete slabs are to be laid, 
apply to soil surface at rate of 1 gallon 
per 10 square feet. but to critical areas 
such as along inside of foundation 
walls, apply at rate of 2 gallons per 5 
lineal feet by the trench method de .. 
scribed above. Spot treat around sewer 
pipes, conduits, etc., at 2 gallons per 
10 square feet. 

SeUer makes no wammty of any kind. express 
or implied. concerning the use of tbis proCluct. 
Buyer assumes aU risk of use or handling, 
whether in accordance with directions "r l1.ot. 

NET CONTENTS 

10·66 USDA Reg. No. 5316-15 

• 


