
WRICO DBR 
For control of algae and bacteria in recirculating water heat transfer systems. 
APPLICATIONS 
To be added \l~ required in industrial heat transfer water systems in amounts 
of 50 to 500 ppm of Wrico DBR for control of algae and bacteria. 

ACTIVE INGREDIENTS 

Potassium Salt of Ortho-benzyl ParaihloroPhenol 
Bis (Tributyltin) Oxide 
Sodium Pentachlorophenate 
Other Chlorophenates and Related Compounds 
Isopropyl Alcohol 
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NET CONTENTS MARKED ELSEWHERE ON EACH CONTAINER 

WARNING: FOR INDUSTRIAL USE ONLY. HARMFUL IF 
SWALLOWED. MAY BE ABSORBED THROUGH THE 
SKIN. AVOID BREATHING SPRAY MIST. DO NOT 
CONTAMINATE WATERS USED BY FISH AND WILD
LIFE, OR USED FOR IRRIGATION AND OTHER 
DOMESTIC PURPOSES. 
Causes skin irritation. Do not get in eyes, on skin or on clothing. 
Do not take internally. 
If in contact with eyes, flush with water for at least 15 minl1tes; 
see a doctor. If in contact with skin, flush with water; wash with 
soap and water. See a doctor if irritation persists. If in contact with 
clothing, remove and wash before use. 
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