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STERI·BOWL 

DISI FECTAT 
BOWL AND URINAL CLEANER 

DE-SCALES . . DISINFECTS . . DEODORIZES 
ACTIVE INGREDIENTS 

Hydrogen Chloride 

Nonylphenoxy Polyoxyethylene
ethanol-iodine complex (provid-
ing 0.06% available iodine) 0.30% 

INERT INGREDIENTS 89.950;0 

DANGER POISON: KEEP OUT OF REACH 
OF CHILDREN MAY BE FATAL IF SV/ALLOVlED. 
CONTAINS HYDROCHLORIC ACID. CAUSES BURNS. 

Do not spill on hands or cloth!ng. Avoid 
breathing vapors. Avoid contact wifh skin or eyes. Do not 
mix with bleach, household cleansers, or any material contain
ing chlorine. In case of contact immediately flush skin or eyes 
with water for at least 15 minutes. Get medical attention. 
Give no emetics. Give at Or'1ce large draughts of water con
taining milk of magnesia, milk, soft soap, or soap in water, 
magnesia oxide, white of eggs beaten up with water or olive 
oil. Avoid carbonates. 
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. A DEPENDABLE NAME IN MAINTENANCE PRODUCTS" 
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A PLEASANT WAY TO HANDLE 
AN UNPLEASANT JOB 

STERI-BOW~-A triple-action toilet bowl and urinal cleaner 
packaged in gallon and quart plastic bottles. "De-scoles 
... Disinfects ... Deodorizes" in one operation. Extreme 
high foaming and detergent action dissolves and removes 
stubborn stains. leaves bowls and urinals odor-free and 
disinfected. 

DIRECTIONS FOR USE 

For cleaning and disinfecting of heavily stained fixtures: 
Pour small amount of STERI-BOWL cleaner into plastic 
pitcher. Whip into suds with cleaning mop and apply 
by beginning under flushing rim first. Allow heavy suds 
to remain a few minutes on stained areas. If several 
fixtures are to be treated, go on to others while allowing 
first ones to soak. Return to first fixture and rub briskly 
with mop, first up under flushing rim, working down to 
bottom of bowl. 

Wring out mop on each fixture by rolling mop under 
rim of toilet squeezing out diluted mixture. Seats and 
entire outside of fixture may be wiped down at this time. 

For stains below water line, or in traps, pour one cup of 
cleane,r into urinal trap and pipes. Allow to remain for 
15 to 30 minutes or over night if extra heavily stained. 
Do not stir or agitate during soaking period in traps. 
After proper waiting time, rub off the stains with mop. 
working mop as far down into trap as possible. 
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NET CONTENTS ONE QUART 


