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CLEANER· ~ DISINFECTANT - DEODORIZER 

DESCRIPTION: 
PiNE-O-ZON is an effec

tive multi-purpose cleaner
disinfectant and deodorizer 
for household and industrial 
use. PINE.O-ZON should be 
used at regular intervals to 
disinfect and deodorize toi
lets, urinals, showers, bath
roo m s, gar bag e can s, 
kitchen cabi nets and pet 
quarters. It ,can be used to 
clean and deodorize walls, 
floors, woodwork, clothing 
and laundry. 

PHENOL COEFFICIENT 
(A.O.A.C. Method)-4< 5 
Salmonella Typhosa 
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PINE OIL DI( ''JFECTANT 
CAUTION 

KEEP OUT OF REACH OF CHILDREN 
Harmful if swallowed. May cause irritation. 

Avoid contact with skin, eyes, or clothing. Do not 
contaminate foods. 

ANTIDOTE: If taken internally, do not induce 
vomiting. Drink milk, egg white, or mucilage and 
immediately call a physician. 

Active Ingredients 
Pine Oil ... , 80.0%· Min. 
Soap , , .. , , . 10.0%, Min. 

Inert Ingredients 
Water .. , ... 10.0% Max. 

CONTENTS: 55 U. S. Gallons PONTCHARTRAIN CHEMICAL 
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DIRECTIONS: 
For maximum disinfecting 

and deodorizing action. 
apply in concentrations 
described below. Wet all 
surfaces thoroughly with 
mop. brush or cloth and 
allow to remain at least 10 
minutes before rinsing. 
TO DISINFECT AND DEO
DORIZE: 

Toilet Bowls-Add 2 fl. oz. 
(114 cup) undiluted to bowl. 
Bathrooms, Showers, Kitchen 
Cabinets-Add 2 fl. oz. to 1 
gallon warm water. Rinse. 
Garbage Cans-Remove 
gross filth and soil deposits 
before wetting all surfaces. 
Use 2 fl. oz. per gallon of 
water. Rinse. 
TO CLEAN AND DEO
DORIZE: 

Laundry-Add 4 fl. oz. (% 
cup) to average load during 
wash or rinse cycle. Follow 
with hot rinse. Floors, Walls, 
Cars-Use 2 fl. oz. per gallon 
of warm water. Rinse. 

Rinse empty container 
thoroughly with water and 
discard it. 

EPA REG. NO. 6082-2 


