
TERMIDOR 4D SC 
TERMITICIDE/ 
INSECTICIDE 

For use by indlvidualslfirms licensed or registered by the 
state to apply termiticide products. 

ACTIVE INGREDIENTS: 

Fipronil: 5-amino-1-(2.6-dichloro-4-(trifluoromethyl) 
phenyl)-4-((1.R,S)-(trifluoromethyl)sulfinyl) 
-1-H-pyrazole-3-carbonitrile . . . . . . . . . 9.1 % 

INERT INGREDIENTS: . . . . . ..... 90.9% 

EPA Reg. No. 7969-210 EPA Est. No. 

KEEP OUT OF REACH OF CHILDREN. 

CAUTION 
Si usted no entiende la etiqueta, busque a alguien para 
que se la explique a usted en detalle. (if you do not 
understand the label, find someone to explain it to you 
in detaiL) 

See inside for additional 
First Aid, Precautionary Statements and Directions for Use. 

FOR PRODUCT USE INFORMATION, CALL 
1-877-TERMIDOR 

www.peetcontrolfacts.com 

FOR MEDICAL AND TRANSPORTATION 
EMERGENCIES ONLY CALL 24 HOURS A DAY 

1-800-832-HELP. 
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FIRST AID 

• Call a pOison control center or doctor immediately for treatment advice. 

IF SWALLOWED • Have a person sip a glass of water if able to swallow. 
• Do not induce vomiting unless told to by a poison control center or doctor. 
• Do not give anything by mouth to unconscious person. 

IF ON SKIN OR 
• Take off contaminated clothing. 

CLOTHING 
• Rinse skin immediately with plenty of water for 15-20 minutes. 
• Call a poison control center or doctor for treatment advice. 

• Move person to fresh air.' 

IF INHALED • If person is not breathing, call 911 or ambulance, then give artificial respiration, preferably mouth to 
mouth if possible: 

• Call a poison control centsr or doctor for treatment advice. 

• Hold eye open and rinse slowly and gently with water for 15-20 minutes. Remove contact lenses, if 
IF IN EYES present, after the first 5 minutes, then continue rinsing eye. 

• Call a poison control center or doctor for treatment advice. 

Have the product container or label with you when calling a poison control center or doctor, or gOing for treatment. 

NOTE TO PHYSICIAN: There is no specific antidote. All treatment should be based on observee signs and symptoms 
of distress in the patient. Overexposure to materials other than this product may have occurred. In severe cases of over-
exposure by oral ingestion, lethargy, muscle tremors, and in extreme cases, possibly convulsions may occur. 

PRECAUTIONARY STATEMENTS 

HAZARDS TO HUMANS 
AND DOMESTIC ANIMALS 

CAUTION 
Harmful if swallowed, absorbed through skin or inhaled Causes 
eye Irritation. 00 not gel in eyes, on skin or on clothing. Do nol 
br~athe spray mist. 

PERSONAL PROTECTIVE EQUIPMENT (PPE) 
All pesticide handlers (mixers, loaders, and applicators) must wear 
long-sleeved shirt and long pants, socks, shoes, and chemical
resistant gloves. AU pesticide handlers must wear a dust/mist filter
ing respirator (MSHNNIOSH approval number prefix TC-21 C) when 
working in a non-ventilated space, inclooing but not limited to crawl
spaces and basements. All pesticide handlers must wear protec
tive eyewear (goggles, a faceshield, or safety glasses with front, 
brow, and temple protection) when working in a non-ventilated 
space, including but not limited to crawl-spaces and basements 
or when applying termiticide by radding or sub-slab injection. 

USER SAFETY RECOMMENDATIONS 
Users should wash hands thoroughly with soap and water 
before eating, drinking, chewing gum, using tobacco or using 
the toilet. 

Remove contaminated clothing. Then wash body thoroughly 
with soap and water and put on clean clothing Wash clothing 
with detergent and hot water before reusing. 

Remove PPE immediately after handling this product Wash out
side of gloves before removing. Wash PPE before reusing. 

ENVIRONMENTAL HAZARDS 
This pesticide is toxic to birds, fish, and aquatic invertebrates. Do not 
apply directly to water, or to areas where surface water is present 
or to intertidal areas below the mean high water mark. Runoff from 
treated areas may be hazardous to aquatic organisms in neighbor
ing areas. Care must be taken to avoid runoff. Do not contaminate 
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water by cleaning eqUipment or disposal of wastes, Do l'Iot contam-. 
inate water when disposing of equipment washwaters. 

DIRECTIONS FOR us'i: ! : 

It is a violation of Federal Law to use this product in a manner Incon
sistent with its labeling, 

Read entire label before using this product. 

For use by individuals/firms licensed or registered by the slate to 
apply termiticide products. States may have more restrictIve require
ments regarding qualifications of persons using this product. Consult 
the structural pest control regulatory agency of your state prior to use 
of this product. 
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STORAGE AND DISPOSAL 

Do not contaminate water, food. or feed by storage or disposal. 

STORAGE 

Store unused product in original container only, out 01 reach of chll" 
dren and animals. 

PESTICIDE DISPOSAL 

Pesticide wastes are acutely hazardous. Improper disposal of excess 
pesticide is a violation 01 Federal Law. If these wastes cannot be 
disposed of by use according to label instructions, contact your 
State Pesticide or Environmental Control Agency. or the Hazardous 
Waste representative at the nearest EPA Regional OffICe for guidance. 

In case of minor spills or leaks, soak up with sand, earth or other 
suitable material and dispose of wastes and broken or empty 
containers in a landfill approved for pesticide use. 

CONTAINER DISPOSAL 

Triple rinse (or equivalent). Then offer for recycling or recondition
ing, or puncture and dispose of in a sanitary landfill, or Incinera
tion, or, if allowed by state or local authorities, by burning. If burned, 
stay out of smoke. 

GENERAL PRECAUTIONS 
When treating adjacent to an eXisting structure, the appli
cator must check the area to be treated, and Immediate 
adjacent areas of the structure, for visible and accessible 
cracks and holes to prevent any leaks or significant expo
sures to persons occupying the structure. People present 
or residing in the structure during application must be 
advised to remove their pets and themselves from the struc
ture if they see any signs of leakage. Alter application, the 
applicator IS required to check for leaks. All leaks result
Ing In the deposition of termiticide In locat'lons other than 
those prescribed on this label must be cleaned up prior to 
leaving the application site. Do not allow p60plc or pets to 
contact contaminated areas or to reoccupy contaminated 
areas of the structure until the clean up IS completed. 

• Do not apply TERMIDOR- SC Termiticidellnsecticide in a 
way that Will contact any other person. Only protected 
applicators wearing personal protective equipment as 
required by this product label may be in the area during 
application. 

All holes in commonly occupied areas into which 
TERMIDOR- SC Termiticidellnsecticide has been 
applied must be plugged. Plugs must be 01 a non-cellu
lose material or covered by an ImperVIOUS, non-cellulose 
material. 

• Do not apply finished solution of TERMIDOR- SC 
Termitlcide/ln •• ctlcide until all heating/air conditioning 
ducts, air vents, plumbing pipes, sewer lines, lIoor drains, 
heating pipes and electrical lines/conduits are known and 
identified. Do not puncture or contaminate any of these. 

• Do not treat around any edible plants with TERMIDOR- SC 
TermitickleJlnaecticide used for termite control. 

Do not contaminate public and private water supplies 

• Do not treat while preCipitation IS occurring. 

Do not treat soil that is water saturaled or frozen 

Use antl-backflow equipment on all filling hoses 

Do not use in tanks with borate contaminants 
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General Information 
In order 10 maximize the termilicide potency of TERMIDOR- SC 
Term;ticide/lnsecticide, It should be applied In a manner to prOVide 
a continuous chemical barrier to prevent termites from attacking the 
wood to be protected. TERMIDOR· SC Termiticide/lnsecticide 
should only be applied by licensed technicians familiar With trench
ing, radding, short rodding, subslab Injection, low-pressure banded 
surface applications. and foam delivery techniques. TERMIDOA- SC 
Tennitictdellnsectickle is highly eHectlVe against a variety 01 subter
ranean term'lles including species of Reticulitermes, Zootermopsls, 
Heterotermes. and Coptotarmes. While TERMIDOR'" SC is labeled 
for use at 0.06%·0.125% finished solution, the 0.06% finished solu
tion should be used for typICal controj srtuations. Where severe termite 
infestations occur, where problem SOils occur or where difficult or 
problem construction types are encountered, it may be necessary to 
use 0.125% TERMIDOR- SC Termiticidel1nsecticide. 

TERMIDOR- SC Tenniticidellnsecticide is formulated as a water 
soluble concentrate liqUid containing 9,1 % active Ingredient 

MIXING INSTRUCTIONS 

Mix TERMIDOR- SC Termiticide/lnsecticide In the follOWing 
manner' 

1. Fill tank 1/4 to 1/3 full With water, Filling hose must be 
equipped with an anti-back flow deVice 

2. Start pump to begin by-pass agitation and place end of 
treating tool In tank to allow circulation through hose. 

3.Add appropriate amount of TERMIDOA- SC 
Termiticidellnsecticide. Refer to the table in the box below 
to determine the proper amount to add to deSired gallons 
of water 

4 Add remaining amount of water 

5. Let pump run and allow reCirculation through the hose for 
2 to 3 minutes or longer, until TEAMIDOR- SC 
Term;ticidellnsecticide in the tank has dissolved completely 

I To Mix 0.06% Desired Add 
Start withi (ounces of 

I
' Finished Solution of 

TERMIDOR' se 
I Termiticidellnsecticide 

>~~--.----, 

(gallons I TERMIDOR" se 
of waterll.Termiticide/lnsecticidel 

i 1 00 gallons finished solution 

50 gallons finished solution 

99.25 

49,75 

78 oz. (or 2 ql. + 14 oz,) 

, 

I 39 oz. (or 1 ql + 7 ozll 

) ';~'-~all~~~ ~~~~- ~~;~tion 
- -----+ -------

24_75 19 oz, (or 1 pI. + 3 oz,) 
----,f------l-----------------

l~_~~'I,~~._of_~i_n~~~~~_~~~,~i:~_ 
To Mix 0.125% D •• ired 

Finished Solution of 
TERMIDOR' se 

T ermiticklell nsectlcide 

i 
0.80z 

. ______ L 
---- ---1---·· . --, '" .-.---- ---"---, 

I Add 
Start with (ounces of 
(gallons TERMIDOR" SC ! 
of_~.aterl Te~~~Ctdellnaecticide)j 

1100 gallons finished solution , - ------

98 ga~_r56 OZ (Of 1 gal + 28 alii 

4~ 75 ~~8 oz_~o~~t_ + 14-~Z.)l, , 
150 gallons finished solution 

125 g~';~~~- finished solution 

!~- ga;lon-of -f~nls~~d s~~u~l~n 
24?5 ga'f 39 Ol. (or 1 qL + 7 all 

I 1 gal. I t_60z 
I 



APPLICATION VOLUME 

To provide maximum control and protection against termite infesta· 

Han, apply the volumes of TERMIDOW- SC Termiticide/lnsecticide 

finished solution specified in the "Directions For Use" throughout 
this label. However, if the soil will not accept these labeled volumes 

of TERMIOOR'" SC, twice the concentration of TERMIOOR· SC 
Tenniticide/lnsecticide may be applied in half the volume of finished 

solution. For example, if 0.06% TERMIDOA· SC 
TermiticideJlnsecticide cannot be applied to achieve 4 gallons 
fimshed solution per 10 linear feet per foot of depth, then 0.125% 

TERMIDOR- SC Termiticide/lnsecticide applied in 2 gallons 
finished solution per 10 linear feet per foot of depth may be substi

tuted. These 'application volume~ instructions do not ever apply 

to ground that is water saturated or frozen. Do nol treat while 

precipitation is occuring. Do not treat soil that is water saturated or 

frozen or in any conditions where run-off or movement from the 
treatment area (site) is likely to occur. 

NOTE: Large reductions of application volume reduce the ability 
to obtain a continuous barrier. Variance is allowed when volume 

and concentration are consistent with label directed rates and a 

continuous chemical barrier is still achieved. At reduced application 

volume, it may be necessary for the applicator to drill holes closer 
than 12 inches apart to create a continuous barrier. 

POST-CONSTRUCTION TREATMENT 

General 

For applications made after the final grade is installed, the appli
cator must trench and rod into the trench or trench along the foun
dation walls and around pillars and other foundation elements, at 
either 0.06% or 0.125% TERMIDOR- SC Termtticidellnsecticide 
from grade to the top of the footing. When the looting is more than 
four (4) feet below grade, the applicator must trench and rod Into 
the trench or trench along the foundation walls, at either 0.06% or 
0.125% TERMIDOR- SC Termiticidallnsecticide. to a minimum 
depth of four feet. The actual depth of treatment will vary depend
ing on soil type, degree of compaction, and location of termite 
activity. When the top of the looting is exposed, the applicator must 
treat the soil adjacent to the footing to a depth not to exceed the 
bottom of the footing. However, in no case should a structure be 
treated below the footing. 

Do not apply finished solution (0.06% or 0.125% TEAMIOOR- SC 
TermitickJellnsecticide) until the location and type of (1) construc
tion of heat or air-conditioning ducts and vents. (2) water and sewer 
(or plumbing) lines and (3) electrical lines/conduits are known and 
identified. Caution must be taken to avoid contamination of and 
damage 10 Ihese structural elements and airways. 

CONCRETE SLAB OVER SOIL (INCLUDING 
MONOLITHIC, FLOATING AND SUPPORTED 
CONCRETE SLABS) 

EXTERIOR PERIMETER 

Apply by trenching and redding into the trench or Irenching around 
the foundation al the rate of 4 gallons finished solution (0.06% or 
0.125% TERMIDOR- SC TermiticideJlnsecticide) per 10 linear 
feet per foot of depth. or, if the footing is more than 4 feet below 
grade, toa depth of 4 feet. Trenches must be a minimum of 6 inches 
deep or to the bottom of the footing and need not be wider than 6 
inches. The finished solution (0.06% or 0.125% TERMIOOR- SC 
Termiticide/lnsecticide) should be mixed with the soil as it is 
replaced in the trench. Rod holes must be spaced so as to achieve 
a continuous chemical barrier but in no case more than 12 inches. 
However, In no case should the structure be treated below the 
footing. 
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SUB-SLAB INJECTION 

Sub-slab injection treatments can be made from inside the struc· 
ture or in cases where by drilling through the foundation from the 
outside as directed below. Prior to making any treatments, locate 
all heating/air conditiOning ducts, vents. water/sewer lines. and 
electrical lines/conduits 

Vertical Drilling/Injection: To treat under the slab, drill vertically 
through the slab along the interior perimeter 01 the foundation 
including the garage. Drill holes along aU concrete expansion Joints, 
cracks. plumbing, and utility services penetrating the slab. It may 
be necessary to drill holes along one side of the slab adjacent to an 
interior partition walt if there is clear evidence of termite activity or 
damage in the wall. All drill-holes through the slab should be spaced 
so as to achieve a continuous chemical barrier but in no case be 
more than 12 inches apart. Inject a 0.06% or 0.125% solution of 
TEAMIDOR- SC Termiticide/lnsecticide into the drilled holes al 
the rate of 4 gallons per 10 linear feet per foot of depth. For best 
results, application should be made with a lateral dispersal nozzle. 
All holes in commonly occupied areas into which material has been 
applied must be plugged. Plugs must be of a non-cellulose mate
rial or covered by an impervious, non-cellulose matenal. 

Horizontal Drilling/AoddinglSub-slab Injection from the Exterior 
of the Foundation: This technique should be used to treat under· 
neath the slab only when floors or Intenor deSign do not allow for 
vertical drilling. Care must be exercised not to rod into heating 
ducts, water/sewer lines, and electrical lines/conduits. HOrizontal 
short·rodding practices can be used to establish a continuous 
chemical barrier along the inside perimeter of the foundation. Holes 
should be drilled from outside the foundation at an angle which 
allows a linished solution (0.06% or 0.125%) of TERMIOOR- SC 
Tarmiticida/lnsecticide to be deposited below healing ducts, 
water/sewer lines, and electrical condUits If present. HOrizontal 
long rodding practices may only be employed to treat areas under· 
neath the slab that are not accessible by vertical rodding or han· 
zontal short rodding. Long rods exceeding 20 feet should not be 
used. For all honzontal rodding applications, all drill holes through 
the foundation should be spaced so as to achieve a continuous 
chemical barrier but in no case be more than 12 inches apart. Inject 
a 0.06% or 0.125% solution 01 TERMIOOA- SC 
Termittcidellnsecticide Into the drilled holes at the rate 01 4 gallons 
per 10 linear feet per fool of depth. For best results, make appli
cations with a lateral dispersal nozzle. All hates must be plugged 
Plugs must be of a non-cellulose matenal or covered byan Imper· 
vious, non-cellulose material. 

BATH TRAPS: Exposed soil or soil covered with tar or Similar 
sealant beneath or around plumbing and/or drain pipe entry areas 
should be treated with a minimum of 1 gallon but no more than 4 
gallons of finished solution per square foot. An access door or 
Inspection vent should be cut and installed, If not already present. 
Atter inspection and removal of all wood/cellulose debriS, the soil 
can be treated by rodding or drenching the soil with a 0.06% or 
0.125% solution of TEAMIOOR- SC Termiticide/lnsecticide. 

Structures with French Drains and Sump Pumps 

French drains eliminate water at the footer along a foundation 
perimeter. They are common in hollow block foundation structures 
to drain water seeping from the exterior perimeter or underneath the 
foundation. Soil must be dry before applying to sites with French 
Drains. Do not treat soil that is saturated or frozen. Do not apply 
when precipitation IS likely to occur. Do not rod thru the slab any 
closer than 24 inches to the French Drain to prevent finished solu
tion seepage and/or damage to the drain or the tiles. Do not apply 
TERMIDOR" SC within 5 feet of the sump pump pit and pump. Do 
not drill through hollow block loundallOns that border the French 
Drain in order to prevent drainage/seepage from the block into the 
drain. 
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Once French drains have been identified and located, apply 
TERMIDOR- SC Termiticide/lnsectlcide as follows: 

1) Unplug the sump pump. Inspect sump pit for water. If no 
water is present, the treatment can be made provided the 
sump pump remains unplugged.: or 

2) if water is in the sump pit. unplug the sump pump and 
remove four cups of water from the pit. Mark the water 
level. Wait 10 minutes and check the water level in the pit 
again. If the water level has risen, there IS too much seep
age to perform the treatment at this time. If the water level 
does not rise. make the treatment provide the sump pump 
remains unplugged. 

During application, check the sump pump pit every few minutes 
for the presence of termiticide solution. If solution is detected. stop 
treatment immediately and remove solution from the pump pit. All 
solution must be removed from the sump pump pit before plug
ging in the sump pump again. Dispose of solution from the sump 
pump as directed by this label in the "Pesticides Disposal" section. 

BASEMENT STRUCTURES 

EXTERIOR PERIMETER 

Apply by trenching and rodding into the trench or trenching around 
the foundation at the rate of 4 gallons finished solution (0.06% or 
0.125% solution of TERMIDOR- SC Termiticidellnsecticide) per 
10 linear feet per foot of depth, or if the footing is more than 4 feet 
below grade, to a depth of 4 feet. Trenches must be a minimum 
of 6 inches deep or to the bottom of the footing and need not be 
wider than 6 inches. When trenching in sloping tiered soil, the trench 
must be stepped to ensure adequate distribution and to prevent 
TERM'OOR- SC T ermiticide/lnsecticide from running out of the 
trench. The finished solution (0.06% or 0. 125% of TERMIOOR- SC 
Termiticide/lnsecticide) should be mIxed WIth the soil as it is 
replaced in the trench. Rod holes must be spaced so as to achieve 
a continuous chemical barrier but In no case more than 12 inches. 
However, in no case should the structure be treated below the foot
�ng. 

INSIDE PERIMETER 

To treat under the basement floor slab, drill vertically through the 
slab along the interior perimeter of the foundation. Drill holes along 
all concrete expansion joints, cracks. plumbing, and utility servIces 
penetrating the slab. Drill holes along both sides of partition foun
dation walls. and around piers. 11 may be necessary to drill holes 
along one side of the slab ad}acent to a non-foundation interior partI
tion wall if there is clear evidence at termite activity in the wall All 
drill holes through the slab should be spaced so as to achieve a 
continuous chemical barrier but in no case be more than 12 inches 
apart. Inject a 0.06% or 0.125% solution of TERMIDOR" SC 
Termiticide/lnsecticide into the drilled holes at the rate of 4 gaUons 
per 10 linear feet per toot of depth. For best results, application 
should be made with a lateral dispersal nozzle. All holes in commonly 
occupied areas Into which material has been applied must be 
plugged. Plugs must be of a non-cellulose material or covered by an 
impervious. non-cellulose material. 

ACCESSIBLE CRAWL SPACE CONSTRUCTION 
BEFORE TREATMENT: Tum off the air circulation system of 
the structure until application has been completed and all 
TERMIDOR" SC Tenniticide/lnsecticide has been absorbed by 
the Boil. 

For crawl spaces, apply vertical termiticide barriers at the rate of 4 
gallons of 0{J6% or 0.125% TERMIDOR" SC Tormiticidollnsecticido 
per 10 linear teet per foot of depth from grade to the top of the loot
ing' or if the footing is more than 4 feet below grade. to a minimum 
depth of 4 teet. Apply by trenching and rodding into the trench. or 
trenching. Treat both sides of the foundation and around all piers 
and pipes. Where physical obstructions, such as concrete walk
ways adjacent to foundation elements, prevent trenching. treatment 
may be made by radding alone. When SOIl type and/or conditions 
make trenching prohibitive. rodding may be used. When the top of 
the footing is exposed, the applicator must treat the soil adjacent 
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to the looting to a depth not to exceed the bottom of the footing 
Read and follow mixing and use directIons on this label if situatIons 
are encountered where the soil will not accept the full application 
volume 

Rod holes and trenches must not extend below the bottom 01 the 
footIng. 

Rod holes must be spaced so as to achieve a continuous chem· 
Ical barner but in no case more than 12 inches apart 

Trenches must be a minimum of 6 inches deep or to the bottom 
of the footing, whichever is less. and need not be wider than 6 
inches. When trenching In sloping (tiered) soil. the trench must be 
stepped to ensure adequate dlstribullon and to prevent termJticlde 
from runnIng off. The 0.06% or 0.125% TERMIDOR- SC 
Termiticidellnsecticide solution must be mixed with the soil as 
it is replaced in the trench. 

INACCESSIBLE CRAWL SPACE CONSTRUCTION 

BEFORE TREATMENT: Turn off the air circulation system of 
the structure until application has been completed and all 
TERMIDOR'It SC T ermiticide/lnsecticide has been absorbed by 
the soil 

For Inaccessible interior areas, such as areas where there is insuf
ficient clearance between floor joists and ground surfaces to allow 
operator access, excavate, if possible. and treat according to the 
instructions for accessible crawl spaces. Otherwise, apply one, or 
a combination of the following two methods 

To establish a hOrIZontal barrier, apply to the soli surface, 
1 gallon at 0.06% or 0125% TERMIOOR- SC 
Termiticide/lnsecticide per 10 square feet overall usmg a 
nozzle pressure of less than 25 p.S.1 and a coarse applica
tIon nozzle (e.g., Delvan Type RO Rain drop, RD-? or 
larger, or Spraymg Systems Co. 8011 OLP T eeJet or compa
rable nozzle). For an area that cannot be reached with the 
applicatIon wand, use one or more extenSIon rods to make 
the application to the 5011. Do not broadcast or power spray 
WIth high pressures 

2. To establish a horizontal barner, drill through the faun· 
dation wall or through the floor above and treat the soli 
perImeter at a rate of 1 gallon of 0.06% or 0.125% 
TERMIOOR- SC Termiticide/lnsecticide per 1 ° square 
feet. Drill spacing must be at mtervals not to exceed 16 
inches. Many slates have smalier Intervals so check state 
regulatIons whIch may apply 

Hollow Block FoundationslVoids 

Drill and treat voids In multiple masonry elements of the structure 
extendmg from the structure to the SOIl in order to create a conlin
uous treatment barrier in the area to be treated. Apply althe rate 
of 2 gallons 01 finished solution per 10 linear feet of footIng using a 
nozzle pressure of 25 p.S.!. or less. When using this treatment, 
access holes must be drilled below the sill plate and should be as 
close as possible to the footing as IS practIcal. Treatment 01 VOIds 
in block or rubble foundatIon walls must be closely examined: 
Applicators must Inspect areas of pOSSIble runoff as a precautIon 
agamst application leakage in the treated areas. Some areas may 
nat be treatable or may require mechanIcal alteratIon prior to treat
ment 

All leaks resultIng in the deposition of TERMIOOR- SC 
TermiticidellnsecticKie In locations other than those prescribed on 
this label must be cleaned up prior to leaving the application SIte, 
Do not allow people or pets to contact contaminated areas or to 
reoccupy the contaminated areas of the structure until the clean 
up is completed. 

Not for use in voids insulated with rigid foam. 



TREATMENT OF STRUCTURES WITH WELLS OR 
CISTERNS 

Do not contaminate wells or cjstems. 

Do not apply TERMIDOR- SC Termiticide/lnsecticide within 5 
feet of any welt or cistern by rodding andlor trenching or by the 
backfill method. Treat soil between 5 and 10 leet from the well or 
cistern by the backfill method only. Treatment of soil adjacent to 
water pipes within 3 feet of grade should only be done by the back
fill method. 

1. Trench and remove soil to be treated onto heavy plastic 
sheeting or similar material or into a wheelbarrow 

2. Treat soil at the rate of 4 gallons of 0.06% or 0.125% 
TERMIDOR· SC Termiticide/lns8cticide per 10 linear feet 
per foot of depth of the trench, or 1 gallon of 0.06% or 
0.125% TERMIDORe SC Termiticidellnsecticide per 1.0 
cubic foot of soil. Mix thoroughly into the soil taking care 
to contain the liquid and prevent runoff or spillage, 

3. After the treated soil has absorbed the TERMIDOR- SC 
Tenniticidellnsec1ickJefinished solution, return the soil into 
the trench 

Structures with Adjacent Wells/Cistems andlor Other Water 
Bodies 

Applicators must inspect all structures with nearby water sources 
such as wetts, cisterns, surface ponds, streams, and other bodies 
of water and evaluate, at a minimum, the treatment recommenda
tions listed below prior to making an application. 

1. Prior to treatment, if feasible, expose the water pipe(s) 
coming from the well to the structure, if the pipe(s) enter 
the structure within 3 feet of grade. treatment of soil adja
cent to the water pipe(s) should be done according 10 the 
backfill technique described above. 

2. Prior to treatment applicators are advised to take precau
tions to limit the risk of applying the lermiticide into subsur-

• face drains that could empty into any bodies of water. These 
precautions include evaluating whether application of 
TERMIDOR- SC Termitlcide/lnsecticide to the top of the 
footer may result !n contamination of the subsurface and 
degree of compaction should be taken into account in 
determining the depth of treatment. 

3. When appropriate (e.g., on the water side of the structure), 
the treated backfill technique (described above) can also 
be used to mimmize oft-site movement of TERMIDOR'" $C. 

PLENUM CONSTRUCTION 

BEFORE TREATMENT: Tum off the air circulation system of 
the structure until application hal been completed and all 
TERMIDOW' SC Tennitlcklellnsecticide has been absorbed by 
the soil. 

Application 01 TERMIDOR" SC Termitlcidellnsecticide to the 
exterior perimeter of foundation walls should follow the instructions 
listed above in • Acce.sible Crawl Space Construction,' includ
ing instructions for sloping (tiered) soils. 

Interior treatment of plenum structures that use a sealed underfloor 
space to circulate heat andlor cooled air throughout the structure 
need to follow the instructions below; 

1. Remove Ihe sealing fabric and anything on the sealing fabric 
10 expose no more than 18 inches adjacent to aU foundation 
structures, including foundation walls, interior piers, pIpes, 
and any other structures with soil contact. Follow the instruc
tions listed above for exterior and interior treatment 01 
"Accessible Crawl Space Construction." 

2. After the finished solution of TERMIDOR~ SC 
Termitlcide/lnsecticide has been absorbed by the soil. 
replace the sealing fabric and anything to be placed on the 
sealing fabric to its original, pre-treatment position 

6 

FOAM APPLICATIONS 

Construction practices, soil subsidence, and other factors may 
create situations where a conl!nuous chem!cal barrier cannot be 
achieved using conventIOnal liquid treatment alone. In such situa
tions, conventional IIqu!d application methods can be supplemented 
through the use of foam-generating eqUipment. Treatment of filled 
stoops and porches, chimney bases, piers, soli under concrete 
slabs, into block voids, behind masonry, other veneers, and stud 
walls are examples where foam applicatIons may be useful. Foam 
applications to wall voids in stud walls must utIlize dry foam only 
(25:1 to 50:1 expansIon ratio), Only apply foam to wall voids where 
termites or termite damage are present. 

In general, "foam only" treatment IS appropriate when attempting 
to maximize horizontal coverage in areas where there is no deep 
foundation or footing (e.g. around plumbing entnes. settling under 
slabs, and near cracks in concrete). tn areas where both lateral 
spread and deeper vertical penetration of the termit!clde is needed 
both foam and conventional liquid should be used (e,g, adjacent to 
loundation walls). Foam and liquid applications must be consistent 
with volume and active ingredient instructions in order to ensure 
proper application has been made. The volume and amount of active 
ingredient are essential to an effective treatment. At least 75% of 
the gallons of the 006% or 0 125% TERMIDOR- SC 
Termlticidellnsecticide finished solution must be applied as a 
IypicalliQuid treatment. The remaining 25% or less gallons is deliv
ered to appropriate locations using a foam application. The total 
amount of product applied with the combination of foam and liquid 
finished solution should be equivalent to that of an application of 
liquid finished solution only. Foam applications are generally a good 
supplement to liquid treatments in difficult areas, but may be used 
in difficult to access spot treatments. 

Foam Mixing Instructions and Application 

Prepare the finished solution of TEAMIDOA- SC 
Termiticidellnsecticide and mix it WIth manufacturer's recom
mended volume of foaming agent in approved foaming equIpment. 
Apply a suffiCient volume of TERMIDOR'" SC foam formulat!on to 
provide a continuous barrier at the recommended rate for speCifiC 
applications (these vanous rates are provIded !n the text of this 
label). If suffiCient foam volume cannot be applied to achIeve the 
rocommer,ded rate of TEAMIDOA- SC Termiticidellnsecticide 
required, apply additional finished solution of TERMIDOR- SC 
Termiticide/lnsecticide as liqu!d to assure proper treatment 
volume and concentration in the treated area. 

MIXING TABLE FOR TERMIDOR' SC 
TERMITICIDEIINSECTICIDE FOAM 

--,----------r---~- - ---
i 

I 
TEAMIDOR" SCI' Gall?ns of 

,. Finished 
Use Dilution : Solution 

I 

----- --t~~l _ 
006%al I 25 

i 5 
i-, 1 

0.125% a.i, r-2S---

I 5 

I 

i Foam 
Expansion 

Ratio· 

I Finished Foam 
I (gallons) 

! 

-- -- --+ 
251 ' 

101 -! 25 

;--
--.-----~ 

10:1 25 

• Add the manufacturer's recommended quantity of loam agent 
to the TERMIDOR" $C Termitlcide/lns8cticide solution. 



POSTS, POLES, WOOD LANDSCAPE 
ORNAMENTATION 

Do not contaminate wells or cisterns. 

Preventative Treatment: Create a cont'lnuous chemical barrier 
in the soil around wooden posts, poles, fence posts. signs or 
landscape ornamentation. Apply a 0.06% or 0.125% solution 01 
TERMIDOR- SC Termiticide/lnsecticide at the rate of 4 
gallons per 10 linear feet per foot of depth. For treatments made 
during j05tanation, the finished solution may be applied to soil as 
it is replaced around the post or pole. The finished application 
should place termiticide to a depth of six inches below the bottom 
of the posts. poles, or other wooden items in contact with the 
soil. 

Curative Treatment: Previously installed poles. posts. land
scape ornamentation. or signs may be treated with a 0.06% or 
0.125% finished solution 01 TERMIDOR· SC 
Termitlcidellnsecticide by sub-surface injection or treated 
by gravity flow through holes made from the bottom of a trench 
around the pole or post. When trenching, the trench need not 
be wider than 6 inches wide and 6 Inches deep. When sub
surface injecting, treat all sides to create a continuous barner. 
Apply to a depth of six Inches below the bottom of the wood. 

Termites Above Ground: For control of termite aerial colonies, 
or drywood termites in localized areas of infested wood struc
tures. apply at a 0.06% or 0.125% solution of TERMIDOR- SC 
Termiticide/lnsecticide to infested areaS of wooden 
members/voids. Application may be made to inaccessible areas 
by drilling, and then injecting the finished solution with a crack 
and crevice injector into the damaged wood or void spaces. 

Termite carton nests in trees or building voids may be Injected with 
0.06% or 0.125% solution using pointed injecllOn tool. Multiple 
injection points to varying qepths may be necessary. It is desir
able to physically remove carton nest material from bUilding vOids 
when such nests are found. 

DO NOT TREAT FRUIT OR NUT-BEARING TREES. 

RETREATMENT INSTRUCTIONS 

Aetreatment for subterranean termites can only be performed If 
there is clear evidence of reinfestation or disruption of the barrier due 
10 construction. excavation. or landscaping and/or eVidence of the 
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breakdown 01 the termltlcide barrier In the salt. These vulnerable 
or reinfested areas may be retreated In accordance with applica

tion techniques described on thiS label The timing and type of 
these retreatments Will vary depending on factors such as termite 
pressure. sOil types. soil conditions and other factors which may 
reduce the effectiveness of the barrier. Annual re-treatment of the 
structure is prohibited unless there IS clear evidence that remles
tallon, barrier disruption and/or eVidence 01 breakdown has 
occurred 

TERMIDOR® SC T enniticide/lnsecticide can be used to control 
ants, Carpenter ants and nuisance ants (including Argentine 
ants, Big-Headed ants, Odorous house ants and Pavement Ants). 

DIRECTIONS FOR USE: CARPENTER ANTS AND NUISANCE 
ANT CONTROL (Argentine ants, big-headed ants, Odorous 
House ants and Pavement ants): For control of ants around 
houses and other struclures. apply 0.06% TERMIDOR"' SC 
Termiticidellnsecticide to the structure exterior as a low pres
sure coarse spray where ants enter the structure. trail around the struc
ture or where they crawl and hide. Also spray 0.06% TERMIOOR'" SC 
TenniticKieilnsecticKie around doors. WIndows. vents. pipes or any 
other exterior openings (Including foundation cracks or drilled hates) 
where ants could enter the structure. Be espeCially careful to treat 
the Joinl where extenor siding (wood. vinyl, aluminum or any simi
lar material) meets the cement, block or brick foundation, Treat all 
areas where any wires (electrical, telephone or cable) enter the 
house. This treatment should be made as a general surface spray. 
crack and crevice spray or wall void application. Apply 2 quarts of 
0.06% TERMIDOR'" SC Termiticide/lnsecticide finished spray 
per 160 linear feet. (ThiS rate is approximately 1_5 gallons finished 
spray per 1000 square feel). Application IS made one foot out and 
one foot up the foundation wall With a maximum number of 2 appli
cations per year 

it IS also necessary to remove or prune away all shrubbery. bushes. 
tree branches (dead or alive) touching the structure. This vegeta
tion touching the structure offers a route 01 entry for ants Into the 
structure and a method for the ants to continue to Inhabit the struc
ture without coming In contact With the treatment. II nests are found. 
direct treatment 01 TERMIOOR'" SC Termiticidellnsecticide can 
be made to these nests 

Do not allow residents and pets into the immediate area 
during application and do not contact treated areas until 
sprays have dried. 



Agricultural Products 
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LIMITED WARRANTY AND DISCLAIMER 
The label instructions for the use of this product reflect the opin
ion 01 experts based on research and field use. The directions are 
believed to be reliable and should be followed carefully. However. 
it is Impossible to eliminate all risks Inherently associated with 
use of thIs product. Ineffectiveness or other unintended conse
quences may result because of such factors as weather condi
tions, presence of other materials, or the use of. or application 
of the product contrary to label instructions, all of which are 
beyond the control of BASF Corporation (BASF). All such risks 
shall be assumed by the user. 

BASF shall not be responsible for losses or damages resulting 
from use of this product in any manner not set forth on this label. 
User assumes all risks associated with the use of this product 
in any manner not specifically set forth on this label 

BASF warrants only that the material contained herein conforms 
to the chemical description of the label and is reasonably lit for 
the use therein described when used in accordance with the 
directions for use, subject to the risks referred to above. BASF 
does not make or authorize any agent or representative to make 
any other warranties, express or implied, and expressly excludes 
and disclaims all implied warranties of merchantability or fitness 
for a particular purpose 

Buyer's exclusive remedy and BASF's exclusive liability, whether 
in contract, tort, negligence. strict liability or otherwise, shall be 
limited to repayment of the purchase price. In no case shall BASF 
or the seller be liable for consequential, special or indirect 
damages resulting from the use or handling of thiS product. 

BASF makes no other express or implied warranty, including 
other express or implied warranty of FITNESS or of 
MERCHANTABILITY. Read the entire directions for use, condi· 
lions, disclaimer or warranties and limitations of liability before 
using this product. If terms are not acceptable. return the 
unopened product container at once. 

NOTICE TO BUYER 
Purchase of this material does not confer any rights under patents 
governing this product or the use thereof in countries outside 
the United States. 

LABEL LICENSE FOR TERMIDOR 
TEAMIDO~ is specially formulated and sold by BASF lor the 
control of termites according to the directions on this label. The 
purchase price at TEAMIOOA" includes a royalty whereby the 
purchaser acquires a prepaid license under U.S. Patent Nos 
5.232,940 and 5.700,460 under which purchaser agrees to 
employ the purchased quantity of TEAMIOOR'"' only lor the 
above-specified uses under BASF's UMed States patent nghts 
and to provide notice of the terms and conditions ollhls hcense 
to any subsequent purchaser. Uses of TERMIOOA" other than 
those specified on thiS label are not licensed through the 
purchase ot this product and the use 01 Ihis product for other 
purposes may Violate this license and palent fights 01 BASF 

TERM/DOR IS a registered trademark of BASF. 
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