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CARBON DIOXIDE 
MIXTURE 

WARNING: CONTENTS UNDER PRESSURE I 
1. Do not puncture. 2. Do not use or store near heat or open 
flame. Exposures above 130· F may cause bursting. Never 
throw containers into fire or incinerator. 3. Do not use oil or 
grease on valve, regulator, fittings. 4. Do not recharge with
out written consent of Liquid Carbonic. 

LIQUID CARBONIC 
Subsidiary of Houston Natural Ga. Corporation 
135 South laSalle Street • Chicago, "I inola 80603 
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ACTIVE INGREDIENT: 
ETHYLENE OXIDE 10% BY WEIGHT 

INERT INGREDIENT: ." 
CARBON DIOXIDE 900/0 BY WEIGHT 

TOTAL CONTENTS LBS. NET 
E.P.A. REG. NO. 11491-1 

EXP.2/78 

WARNING: DO lOT IGNOREI 
KEEP OUT OF REACH OF CHILDREN 

1. Avoid contact with eyes, skin, or clothing. Avoid breath
ing vapor. In case of contact, remove all contaminated 
clothes immediately and flush skin or eyes with plenty of 
water for at least 15 minutes; for eyes, get medical attention. 
2. Use in accordance with sterilizer manufacturer's operat
ing instructions. 3. Ethylene oxide is subject to polyme"riza
tion; use within 2 months after receipt. 4. Instructions for use 
and other information are in Industrial Gas Bulletin IG-2013. 
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