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Raven~ oil flowable bioinsecticide is a biolog ica l 
insecticide for the control of Colorado potato beede 

Active Ingredient: 
Bacillus rhuringiensis subspecies kurstaki 
strain EG7673 

Coleopteran active toxin . .... . , . . . . . . 8.00% 
Lepidopteran active toxin' . . . , . . . . . . . 2 .00% 

Other Ingredients . . .. . . .... . . . . . ...... 90 00% 

TOTAL . . . . . . . . . .700.00% 
0.80 lbs. active ingredient per gallon 

Potency: 13 .000 Colorado potato beetle (CPB) 
Units per milligram or product. Trie percent 
acvve ingredient does not indicate produce 
performance and potency measurements are 
not rederally scandardized 

'No1 su fficient to provide commercial levels or lep1dopteran control. 
The lep,dopteran act11,e toxin appears to act in synergy with the 
coleopteran toxin For CPB control. 

KEEP OUT OF REACH 
OF CHILDREN 

CAUTION 
STATEMENT OF PRACTICAL TREATMENT 
If On Skin: Wash with plenty of soap and water. Get 
medical attention. 

If In Eyes: Flush with plen ty of water. Call a physician 
if irri tation persists. 

PRECAUTIONARY STATEMENTS 
HAZARDS TO HUMANS AND DOMESTIC ANIMALS 
Harmful if absorbed through skin. Causes moderate eye 
irrita tion. Avoid contact wi th skin , eyes or cloth ing. Wash 
thoroughly with soap and water after hand ling 

Personal Protective Equipment (PPE) 
Applicators and other hand lers must wear: 
• Long -sleeved shirt and long pants 
• Water-proof gloves 

Shoes plus socks 
Mixer/loaders and applicators must wear a dust/mist 
filtering respirator meeting NIOSH standards of at least 
N-95 R-95 . or P-95 . Repeated exposure to high 
concentrations of microbial proteins can cause allergic 
sensitization. 

EPA REG. No 55638-27 
EPA EST. No. 62171 -MS-1 

Net Contents 2.5 U S. Gallons 
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Follow manufacturer's instructions for cleaning/ 
maintaining PPE. If no such instructions for washables 
exist use detergent and hot water Keep and wash 
PPE separately fro m other laundry 

ENVIRONMENTAL HAZARDS 
Do not apply directly to water, or to areas where surface 
water is present, or to intertidal areas below the mean 
high water mark 

Do not conta minate water when disposing of equipment 
washwaters . 

STORAGE AND DISPOSAL 
Do not contaminate water, food or feed by storage 
or disposal. 

Storage: Store in a cool . dry place inaccessible 
to ch ildren 

Pesticide Disposal Do not contaminate water when 
disposing of equipment wast1waters Wastes resu lting 
From the use of this product may be disposed of on site 
or at an approved waste disposal facility 

Container Disposal: Triple rinse (or equivalent). Then 
offer for recyc li ng or recond itioning, or puncture and 
dispose of in a san itary landfill , or incinerate or if allowed 
by State and local authorities. by burning. If burned, sr..ay 
out of smoke. 

DIRECTIONS FOR USE 
It is a vio lation of Federal law to use th is product in a 
manner inconsistent with its labeling . Do not apply this 
product in a way that will contact workers or other 
persons. either directly or through drift. Only protected 
handlers may be in the area during application. For any 
requ irements specific to your State or Tribe. consult the 
agency responsible for pesticide regulation . 

CCEPTE 

Ecogen Inc 
2000 West Cabot Blvd #170 
Langhorne. PA 1904 7- 1811 
215/757-1590 or 800/220 -21 35 
www.ecogeninc.com 
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'Timing Initial application should be made when 30% of observed 
egg masses have hatched. Repeat application at an Interval 
sufficient to mJint.ain control, usually 5-7 days dependino upon 
plant gro'Mh. insect activity. and weather conditiors after spraying . 

HAND-HELD EQUiPMENT 
When using hand-held equipment. mix 6 teaspoons per 
ga llon of water or 3 quartS per 1 oo gallons of spray 
solution . Spray to wet. but not to runoff. 

PRECAUTIONS 
• Do not use RAVEN in a tank-mix combination with 

any chlorothalonil based fungicide (e.g. Bravoe. EchO~, 
Evade~, Terran il ". etc .) . 

• Use caution when mixing RAVEN with other oil -based 
products or surfactants as such com binations could 
increase the risk of phytotoxicity If unsure test on a 
small area first. 

• If any phytotoxicity occurs. discontinue use 
immediately 

• This product cannot be mixed with any product 
containing a label prohibition against such mixing No 
label dosage rate should be exceeded Application 
must be made in accordance with the more restrictive 
of label limitations and precautions. 

CHEMIGATION 
Apply this product only through center pivot. latera l 
move, end tow, side (wh ee l) roll, traveler. big gun. solid 
set or hand move sprinkler systems Do not apply this 
product through any other type of irrigation system. 
Crop inj ury or lack of effectiveness can resu lt from 
nonuniform distribution of treated water. 

If you have questions about ca libration, contact your 
State Extension Service Special ise equipment manufac
turers or other experts. 

Do not connect an irrigation system (including green 
house systems) used for pesticide application to a public 
water system unless the pesticide label prescribed safety 
devices fo r public water systems are in place. 

A person knowledgeable of the chemigation system and 
responsible for its operation or under the supervision of 
the responsible person, shall shut the system down and 
make necessa ry adJUStments should the need arise. 
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CHEMIGATION SYSTEMS CON NECTED TO 
PUBLIC WATER SYSTEMS: 
Public water system means a system for the provision to 
the public of piped water for human consumption if such 
system has at least 1 5 service connections or regularly 
serves an average of at least 25 individuals dai ly at least 
60 days out of the year 

Chemigation systems connected to public water systems 
must conta in a functional, reduced-pressure zone (RPZ), 
backflow preventer or the functional equivalent in the 
water supply line upstream from the point of pesticide 
introduction As an option co the RPZ .. the water fiom the 
publ ic water system should be discharged into a reser
voir tank prior to pesticide introduction. There shall be a 
complete physica l break (air gap) between the outlet end 
of the fill pipe and the top or overflow rim of the reservoir 
tank of at least twice th e inside diameter of the fill pipe. 

The pesticide injection pipeline must con tain a funct ional. 
automatic, quick-clos ing check valve to prevent the flow 
of fluid back toward the injection pump. 

The pesticide inJection pipeline must conta in a funct ional. 
normally closed solenoid-operated valve located on th e 
intake side of th e inj ection pump and connected to the 
system interlock to prevent fiuid from being withdrawn 
from the supply tank when the irrigation system is either 
automatically or man ually shut down 

The system muse conta in funct ional interlocking controls 
to automatica lly shut off the pesticide inJection pump 
when the water pump motor stops . or in cases where 
there is no water pump. when the water pressure 
decreases to th e point where pesticide distribution 1s 
adversely affected Systems must use a metering pump, 
such as a positive displacement injection pump (e g .. 
diaphragm pump). effectively designed and constructed 
of materials that are compatible with pesticides and 
capable of being fitted with a system interlock 

Do not apply when wind speed favors drift beyond the 
area intended for treatment. 
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SPRINKLER CHEMIGATION: 
The system must conta in a functional check valve, 
vacuu m reli ef valve, and low pressure drain appropriately 
loca ted on the irrigation pipeline to prevent water source 
contam ination from backflow. 

The pesticide injection pipeline must conta in a functional. 
automatic. quick-closing check valve to prevent the flow 
of fluid back toward the inJection pump. 

The pestic ide irJect ion pipeline muse also cont2in 
a functional. normal ly closed. solenoid-operated valve 
located on th e intake side of the injection pump and 
con nected to the system interlock to prevent Fluid from 
bein g withdrawn from the supply tank when the irrigation 
system Is either automatically or manually shut down 
The system muse conta in functional interlocking controls 
to automatica lly shut ofF the pesticide ir1_Jection pump 
when the water pum p mowr stops. 

The irrigation line or water pum p must include a fu nction
al pressure swrtch which wil l stop the water pump mowr 
when the water pressure decreases to the point where 
pesticide distri bution is adversely affected. Systems must 
use a metering pump. such as a positive displacement 
inJeccion pump (e.g., diaphragm pump). effectively 
desig ned and constructed of materials that are compati
ble with pesticides and capable of being fitted w ich a 
system interlock 

Do not apply when wind speed favors drift beyond the 
area intended for treatment. 

The active inaredient In RAVEN wil l settle in the tank and 
1nJection lines- adequate agitation must be provided 
before and durin g the injection period Use only in 
system s that apply uniformly and have appropriate check 
valves. When app lication is co mplete thoroughly flush 
the inJect1on system and sprinkler lines. 
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MIXING RECOMMENDATIONS 
FOR CHEMIGATION: 

PAGC: 05 

Follow general MIXING INSTRUCTIONS and keep the 
ratio at three parts water to one part RAVEN. Also, 
provide mild uniform agitation throughout the solution but 
do not ag itate excessively 

For und,luted inJection for chemigation: flu sh and clean 
nurse tank. lines. screen canister and pump with a 
nonemulsifiable oil approved for use on growing crops 
unti l they are water free before and after application Use 
a 25-mesh screen. Continue agi tation during injection. 

SPRAY VOLUME: 
For chemigation . use irrigation levels of 0.15 to 0.5 inch 
es of water per acre. Up to 1 inch of irrigation water may 
be used, but efficacy may be reduced. The product 
should be applied conti nuously fo r the duration of the 
water appl ication . 

WARRANTY AND CONDITIONS OF SALE 
Ecogen warrants that this product con forms to the 
description on th is label and is reasonably fit For the 
purposes stated on this label when used in accordance 
with the directions on this label under normal conditions 
of use. 

ECOGEN MAKES NO WARRANTIES OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR 
PURPOSE 1\J OR ANY OTHER EXPRESS OR IMPLI ED 
WARRANTY EXCEPT AS STATED ABOVE. 

If this product is defective. Buyer's exclusive remedy shall 
be the rep la cement of the product, or if replacement is 
impracticable, refund of the purchase price. In no case 
will Ecogen be liable for incidental. consequential or 
special damages resulting from the handling, storage or 
use of this product 

Raven is a trademark or Ecogen Inc . 
Bravo. Echo, Evade and Terranil are all trademarks of 
companies other than Ecogen 
US Patent Nos . 5024837 4797279, 5787097, 5382429 . 
544 1884 , 5650308 5843 744 
Vers 4/00 Cooyrigh, l!:J 2000 Ecoger. Inc 
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AGRICULTURAL USE REQUIREMENTS 
Use th is product only in accordance with its labeling and 
wi th the Worker Protection Standard, 40 CFR Pan: 170 
This Standard contains requirements for the protection 
oF agricultural workers on farms, forests, nurseries and 
greenhouses, and handlers of agricultural peSticides. It 
conta ins requ irements for tra ining, decontamination . 
nmification and emergency assistance. It also contains 
specific instructions and exceptions pertaining to the 
statements on this label about persona l protective equ ip
ment (PPE) and restricted-entry imervals The require
ments in this section only apply to uses of this product 
that are covered by the Worker Protea:ion Srnndard 

Do not enter or allow worker entry into treated areas 
during the restriaed -entry interval (REI) of 4 hours. 

PPE required for early entry to treated areas that is 
permitted under the Worker Protea:ion Standard and that 
involves contact with anything that has been treated. 

I such as plants, soil, or water, is · coveralls , waterproof 
gloves. shoes plus socks. 

NON-AGRICULTURAL USE 
REQUIREMENTS 
The requiremen-cs in this box apply to uses of this prod
uct that are NOT within the scope of the Worker 
Protection Standard for agricu ltural pesticides (40 CFR 
Pan: 7 70) The WP S applies when this product is used to 
produce agncu!tural plan ts on farms, forests, nurseries. 
or greenhouses . 

Do not enter treated areas without protective cloth
ing until sprays have dried, 

Preharvest Interval: There are no restrictions for 
applying RAVEN up to and on the day of harvest 

Mode of Action: After consum ing a lethal dose of 
RAVEN, susceptible larvae and adult beetles will cease 
to feed , but may remain alive on foliage for several days 
before dying 

MIXING INSTRUCTIONS 
RAVEN may be applied with conventional ground. aerial 
or hand-held equipment with quantities of water suffic ient 
to provide thorough coverage of infested plants. To 
obtain a suitable mixture with water, fill the mix tank or 
plane hopper with th e desired quantity of water. 

Mechanical or hydraulic agitation may be used to provide 
moderate circu lation. For best results. shake conta iner 
well, empty 7 /2 of contP.nts ;:i nd reshake and empty 
remainder. Do not add water to container unt il 
completely empty. 
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If a sticker approved for use on growing crops is to be 
included, add afi:er the addit ion of RAVEN. RAVEN 
should be mixed well and never added before introduc
ing wacer into the tank Maintain suspension while 
loading and spraying. Do not mix more RAVEN than can 
be used in a 24-hour period Rinse and flush spray 
equipment thoroughly following each use Dispose of 
rinsate as described in the STORAG E Al'JO DISPOSAL 
section of this label. 

APPLICATION INSTRUCTIONS 
Avoiding spray dri~ at the application site is the responsi
bility of the app licator The interaction of many 
equipment- and weather-related faccors determine th e 
potential for spray drift. The applicator and the grower 
are responsib le for considering all th ese factors when 
making decisions. 

RAVEN is a biolog1ca1 insecticide for use against the 
coleopteran insects listed in the APPLICATION RATE 
TABLE. Larvae and beetles must consume deposits of 
RAVEN to be affected. Always follow these directions 

• Careful scouting and early attention to infestations are 
essential to good control. 
Treat when larvae are young (early instars) and are 
actively feeding on fo liage. 

• Apply be fore extensive foliar damage has occurred. 
• Thorough spray coverage is essential for good 

insect control. 
• When insect infestations are heavy use the higher 

label rates. shorten the spray interval and/or use 
larger tota l spray volume to improve spray coverag e 

• Spray water/spray tank solutions should not exceed 
pH 8 O If necessary, buffer water to near neutral 
(pH 7.0). 
For ground applications, use a spray volume of at 
least 20 gallons of water per acre. For aerial 
applications. use a spray volume or at least 5 gallons 
of water per acre. 

APPLICATION RATE TABLE 
1 For ground applications. use a min imum spray volume of 
20 aallons of water per acre For aerial applications, use 
a m1nlmum spray volume of S gallons of water per acre. 

Crop Pest Quarts/Acre' 

Potatoes Colorado potato 0. 5 to 3 
Tomatoes beetle2 

Eggplant 

Soybeans Mexican bean 2 co 3 
Beans (lim.:i beetle2 

green, 
snap. etc .} 

Forest Elm leaf beetle 2 to 3 
Shade Trees Imported wil low 
Nursery Trees leaf beetle 
Poplar Cottonwood leaf 

beetle 
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