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Table 1 
North End Groundwater Summary of MNA Monitoring Program 

WELL GROUP AND  
SAMPLING FREQUENCY WELLS CONSTITUENT GROUPS 

Compliance Monitoring Wells – 
Semiannual sampling 
 
Site COCs and indicator parameters 
during each sampling event 
 
MNA laboratory parameters once 
every two years 

MW-13SR 
MW-20B 
MW-20CR 
MW-24S  
MW-35S 
MW-61S 
MW-63S 
MW-40S 
MW-40I  

MW-53I 
MW-53D 
MW-55S 
MW-56S 
MW-60S  
PMP-01 
PMP-02 
PMP-03 
RW-09 

North End Groundwater COCs 
TCE 
cis-1,2-dichloroethene (cis-1,2-DCE)  
Vinyl Chloride 
Total petroleum hydrocarbon (TPH)  

Indicator Parameters 
pH 
Specific conductance 
Temperature 
Turbidity 
MNA Indicator Parameters 
Dissolved oxygen (DO)  
Oxidation reduction potential (ORP)  

Perimeter Monitoring Wells – 
Semiannual sampling 
 
Site COCs and indicator parameters 
during each sampling event 

MW-01I 
MW-25S 
MW-25D 
MW-25BR 
MW-11I 
MW-62S 
MW-64S 
MW-65S 
RW-01 
RW-02  

RW-03 
RW-04 
RW-05 
RW-06 
RW-07 
RW-08 
OW-02 
OW-08 
OW-09 

North End Groundwater COCs 
TCE 
cis-1,2-DCE 
Vinyl Chloride 
TPH 

Indicator Parameters 
pH 
Specific conductance 
Temperature 
Turbidity 
MNA Indicator Parameters 
DO  
ORP 

Off-site Monitoring Wells – 
Semiannual sampling 
 
Site COCs and indicator parameters 
during each sampling event 

MW-32S 
MW-32I 
MW-43S 
MW-44S 
MW-45S   

MW-46S 
MW-51S 
MW-33S 
MW-33I  
MW-58S 
MW-58I 

North End Groundwater COCs 
TCE 
cis-1,2-DCE 
Vinyl Chloride 
TPH 

Indicator Parameters 
pH 
Specific conductance 
Temperature 
Turbidity 
MNA Indicator Parameters 
DO  
ORP 
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