Operations, Maintenance, and Monitoring (OM&M) (Corrective Measures Implementation)

South End Groundwater Summary of MNA Monitoring Program

Table 2
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WELL GROUP AND

SAMPLING FREQUENCY WELLS CONSTITUENT GROUPS
Compliance Monitoring Wells — MW-04S MW-34S South End Groundwater COCs Indicator Parameters
Semiannual sampling MW-10S MW-36S PCE Temperature

MS-10I MW-47BR TCE Turbidity
Site COCs and indicator parameters | MW-12S MW-50I cis-1,2-DCE pH
during each sampling event MW-12I MW-52S Vinyl chloride Specific conductance
MW-16SR MW-66S TPH MNA Indicator Parameters
MW-17S PMP-05 Copper DO
MW-26I PMP-06 Cadmium ORP
MW-27S PMP-07 Chromium
MW-271 Nickel
Zinc
Off-site Monitoring Wells — MW-02S MW-48S South End Groundwater COCs Indicator Parameters
Semiannual sampling MW-02I MW-48I| PCE Temperature
MW-08S MW-57S TCE Turbidity
Site COCs and indicator parameters | MW-08I MW-57I1 cis-1,2-DCE pH
during each sampling event MW-09S Vinyl chloride Specific conductance
MW-21S TPH MNA Indicator Parameters
MW-29S Copper DO
MW-30SR Cadmium ORP
MW-30I Chromium
Nickel
Zinc
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