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Introduction

The U.S. Environmental Protection Agency (EPA), the
Massachusetts Department of Environmental Quality Engi-
neering (DEQE), and the U.S. Army Corps of Engineers
have completed plans to conduct a pilot dredging and dis-
posal study to collect vital information on clean-up options
for the New Bedford Harbor Superfund Site. In a separate,
but related effort, the EPA has proposed to use the New
Bedford Harbor Supertund site to demonstrate and evaluate
a newly-developed treatment unic that can be used to clean
up Supertfund sites containing PCB-contaminated sedi-
ments, such as those found in the harhor. With the publica-
tion of this update, EPA is secking public comments on the
selection of this site for the pilot-scale treatment technology
demonstration. This project will provide information on a
new non-tncineration technology for use in the New Bedford
Harbor feasibility study. If this sice is approved, the demon-
stration project will take place over a two-week period in the
fall of 1988, concurrently with the Corps of Engineers Pilot
Study and at the same location, north of Sawyer Street.

Workgroup Meetings

EPA, DEQE, and the developer of the technology at-
tended the monthly meeting of the Greater New Bedford
Environmental Community Workgroup, held on June 13, to
solicit commments concerning the project. This is the same
workgroup that was established in October 1987 to represent
the community's interests and facilitate public education on
the clean-up plans for the New Bedford Hurbor Superfund
Site. A community workgroup contact is listed in the back
of this document for further information on workgroup ac-
tivities. The next monthly workgroup meeting will be held
on July 11, EPA, DEQE, and the developer of the technol-
ogy will be available again to answer any questions on the
demonstration ol the treatment untt. A Portuguese trans-
lator will be at the meeting and members of the public are
urged to attend.

Workgroup Meeting

Monday, July I

7:00 p.m.

Buttonwood Library—West End
745 Rockdale Avenue

Introduc¢ao

A Agéncia de Protecdo do Meio-Ambiente dos Estados
Unidos (EPA), o Departamento de Engenharia de Quali-
dade do Meio Ambiente de Massachusetts (DEQE) ¢ o
Corpo de Engenheiros do Exército dos Estados Unidos con-
cluiram planos para a realizagio de um estudo piloto de
dragagem c¢ remocao de poluentes, a fim de coligir infor-
magao critica para as opgoes de limpeza da Enscada de New
Bedford, financiada pelo Superfundo. Em trabalho separado
mas correlato, a EPA propds a utilizacio da Enscada de
New Bedford para demonstrar ¢ avabar umn tratamento re-
cém-desenvolvido que podera ser usado na himpeza dos lo-
cais financiados pelo Superfundo gue contém sedimentos
poluidos por PCB, tais como os encontrados na ensecada.
Com a publicag¢do desta atualizagio, a EPA procura receber
comentirios do piiblico sobre a escolha da enseada para a
demonstracao piloto da tecnologia de tratamento. Este pro-
jeto proporcionard informagio sobre uma nova tecnologia de
nao-incineragio a ser usada no estudo de viabilidade da
Enseada. Se este local for aprovado, o projeto de demonstra-
cdo sera realizado em duas semanas no outono de 1988,
simultaneamente com o Estudo Piloto do Corpo de Enge-
nheiros do Exército € no mesmo local ao norte da Sawyer
Street.

Reunides do Grupo de Trabalho

A EPA, o DEQE e o fabricante da tecnologia participa-
ram da reunizo mensal do Grupo de Trabalho da Comuni-
dade sobre 0 Meio Ambiente da Grande New Bedford, rea-
lizada em 13 de junho, a fim de solicitar comentarios
relacionados com o projeto. Esse grupo de trabalho € o
mesmo criado em outubro de 1987 para representar os inte-
resses da comunidade e informar melhor o publico a respeito
dos planos de limpeza da Enseada de New Bedford. Os
interessados poderao obter informacdes mais detalhadas so-
bre atividades do Grupo de Trabalho com o representante
do mesmo, cujo enderego figura na contracapa deste docu-
mento. A proxima reuniao mensal do grupo serd realizada
em 11de julho. A EPA, o DEQE e o fabricante da tecnologia
estardo novamente i disposi¢ao para responder a quaisquer
perguntas sobre a demonstraczo da unidade de tratamento.
Haveri interpretacio ao portugués na reuniao ¢ o puablico,
em geral, esta convidado.

Reunido do Grupo de Trabalho
Segunda-feira, 11de julho

19,00 horas

Buttonwood Library—West End
745 Rockdale Avenue
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Why

The Superfund Innovative Technology Evaluation pro-
gram, commonly known as the SITE program, is a nation-
wide program established for the purpose of evaluating new,
promising technologies to determine if they can be used to
address contamination problems at Superfund sites. As the
name suggests, the program is focused on new technologies
being developed now. Because the technologies are not “tried
and true’”, they must be carefully evaluated, to prove their
effectiveness at actual sites. The New Bedford site was pro-
posed for a SITE project because the technology to be tested
is designed to strip PCBs from contaminated sediments and
sludges. Because the Army Corps of Engineers is already
engaged in dredging and disposal activities at the harbor,
contaminated sediments to be used in the demonstration
project will be easily obtained.

As in other stages of the Superfund program, the public
must be allowed to comment on the project before it is
approved. A 30-day comment period will extend from June
20 to July 19. Comments on the proposed treatment unit
demonstration can be mailed to the address provided at the
end of this update. (Public comments have already been
accepted on the dredging and disposal pilot study.)

Where

- The New Bedford Harbor, Massachusetts Superfund site
is a large area encompassing over 18,000 acres. The harbor
received PCB-contaminated materials and solutions con-
taining metals such as lead, cadmium, copper, and chro-
mium, for several decades until the late 1970s. Currently,
the Army Corps of Engineers is conducting a pilot study at
the site to evaluate three dredging techniques and two dis-
posal techniques for the contaminated sediments. Dredging
activities are scheduled to begin in late August or early
September. Construction of a Confined Disposal Facility
(CDF) is underway now. The CDF will be used to contain
contaminated sediments dredged from the harbor. The pro-
posed treatment demonstration is essentially a new phase in
the feasibility study being prepared for the site and will be
coordinated with the Corps’ activities.

Exhibit 1 is a map of the harbor area, indicating the
location of the CDF, an underwater disposal area (Confined
Aquatic Disposal Area, CAD), the new soccer field, and the
proposed technology demonstration site, between the CDF
and the security fence.

Por Que?

O programa de Avaliagdo de Nova Tecnologia do Super-
fundo, conhecido comumente pela sigla inglesa SITE, é um
programa de ambito nacional estabelecido para avaliar tec-
nologias novas e promissoras a fim de determinar se poderio
ser usadas para resolver problemas de poluicdo nos locais
financiados pelo Superfundo. Como sugere o nome, o pro-
grama enfoca novas tecnologias que estdo sendo desenvolvi-
das agora. Como ndo sao comprovadas, as tecnologias novas
devem ser rigorosamente testadas, a fim de provar sua efi-
ciéncia no préprio local. A Enseada de New Bedford foi
proposta como local de projeto SITE porque o processo a
ser testado se destina a extrair PCB de sedimentos poluidos
e detritos. Como o Corpo de Engenheiros ja realiza ativi-
dades de dragagem e remoc¢do na Enseada, serd facil obter
sedimentos poluidos a serem usados no projeto de
demonstracio.

Como em outras fases do programa do Superfundo, o
plblico tem o direito de opinar sobre o projeto antes de ser
aprovado. O prazo de 30 dias para comentdrios ira de 20 de
junho a 19 de julho. Os comentérios sobre a demonstragao
da unidade de tratamento proposta poderdo ser remetidos
ao endereco que figura no fim deste panfleto. (J4 foram
aceitos comentdrios do piblico sobre o estudo piloto de dra-
gagem € remog¢ao.)

Onde

O local das obras do Superfundo na Enseada de New
Bedford é uma &rea vasta que abrange mais de 728 hectares.
Materiais contaminados por PCB e solu¢des contendo me-
tais como chumbo, cddmio, cobre e cromo foram deposita-
dos na enseada durante varios decénios até o fim da década
de 70. O Corpo de Engenheiros do Exército esta atualmente
fazendo um estudo piloto na enseada para avaliar trés mé-
todos de dragagem e duas técnicas de remogao dos sedimen-
tos poluidos. As atividades de dragagem deverao comegar
no fim de agosto ou no inicio de setembro. Ja esti em
constru¢ao um Local de Descarga Confinado (CDF), que
serd usado para receber os sedimentos poluidos retirados da
enseada. A demonstragido do tratamento proposto é basica-
mente uma nova fase do estudo de viabilidade que esta sendo
preparado para o local e serd coordenada com as atividades
do Corpo de Engenheiros.

O Gréfico 1 apresenta um mapa da enseada, indicando o
CDF, a 4rea de descarga submarina (Area de Descarga
Aquatica Confinada—CAD), o novo campo de futebol e o
local de demonstragio da tecnologia proposta, entre o CDF
€ a cerca de seguranga.
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What

The innovative technology proposed to be demonstrated
was developed by CF Systems Corporation of Waltham,
Massachusetts. The entire extraction unit 1s mounted on a
tractor-trailer truck so that it can be moved to the most
favorable location at Superfund sites. The unit uses propane
gas, hquefied under pressure, to selectively extract PCBs
and other complex organics from contaminated sludge and
sediments. The propane gas is collected after treating sedi-
ments so that it can be reused in the process. At other pilot
study demonstrations, this extractor unit has been shown to
remove over 99% of the organics from sludges.

O Qué?

A nova tecnologia a ser demonstrada foi desenvolvida pela
CF Systems Corporation de Waltham, Massachusetts. Toda
a unidade de extrag¢do é montada num caminhao reboque de
trator para poder ser transportada ao melhor local das ope-
racles do Superfundo. A unidade usa gds propano, lique-
feito sob pressdo alta, para extrair seletivamente os PCB ¢
outras substincias orgénicas dos sedimentos ¢ detritos soli-
dos poluidos. O gas propano é recolhido depois do trata-
mento dos sedimentos para ser reciclado novamente no pro-
cesso. Em outras demonstragdes do estudo pilotn, essa
unidade de extragao mostrou ter capacidade de extrair 99%
das substancias organicas dos detritos sélidos.



Exhibit 2 provides a simplified flow chart of the process.

Exhibit 2

Simplified Flow Chart

from contaminated sediments:

1. Contaminated sediments fed

into top of extractor. b
partially reduced.

Here is the CF Systems unit operating cycle, for extracting and separating organics

4. Mixture of propane and
organics leaves extractor,
passes to separator through
valve where pressure is

Separator -

1

Compressor

q.
Extractor
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2. Condensed by compression P
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upwards through extractor,

making non-reactive contact
with waste. Propane typically
dissolves out up to 99 % of
organics.
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then removed from
extractor. Clean

3. Sediments

Organics

5. In separator, propane
vaporized and recycled as
fresh solvent.

6. Organics drawn off from
separator, recovered for
disposal or reused off-site
in industrial processes.

How

If the New Bedford site is approved, the demonstration
will be run for a two-week period in early fall of this year.
The demonstration is designed to meet the following
objectives.

1. Determine the ability of the extraction process to re-
duce PCBs and other complex organics in harbor
sediments;

2. Determine the effectiveness of the technology to achieve
decontamination over a range of different con-
centrations;

3. Develop costs for applications of the technology; and

4. Evaluate the process performance and reliability.

The demonstration equipment will be operated only on
weekdays during normal business hours. The unit is con-
structed such that there are no possible odor or noise prob-
lems. Air monitoring will be conducted regularly to assure
that there are no emissions. A locked trailer will be used for
storage of cleaning chemicals and the sediments before and
after treatment. The trailer and the treatment unit will be

located within a temporarily-fenced area inside the security
fence erected by the Corps. Security personnel will be on-
site during non-operational hours (nights and weekends)
unless the Corps of Engineers will also be on-site conducting
dredging operations during those hours. A strict health and
safety plan will be prepared for the project and will be
followed during set-up, demonstration, and removal of all
equipment and materials used for the demonstration.

During their dredging activities, the Corps will provide
approximately 15 55-gallon drums of contaminated sedi-
ment to the developer of the technology. One drum of sedi-
ments will be run through the extractor unit per day. The
“cleaned” sediments will be evaluated after the test. If their
PCB levels do not exceed those of the sediments in the CDF,
the decontaminated sediments will be handled in the CDF.
Otherwise they will be shipped off-site. The small quantity
(less than half a drum) of concentrated organics stripped
from the sediments will be incinerated off-site in a heensed
hazardous waste incinerator. The solvents (less than five
drums) used for cleaning out the unit after the demonstra-
tion project is completed will either be incinerated or recy-
cled off-site.



O Grafico 2 apresenta um organograma simplificado do processo.

Grafico 2

Organograma Simplificado

Encontra-se aqui o ciclo de opera¢ao da unidade dos
CF Systems para extrair e separar substancias quimi-
cas organicas dos sedimentos poluidos.

4. Mistura de gas propano e substiincias orginicas
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Como

Se for aprovado o projeto da Enseada de New Bedford, a
demonstraciao serd feita num periodo de duas semanas no
inicio do outono deste ano. A demonstragdo destina-se a
alcancar os seguintes objetivos:

1. Determinag¢do da capacidade do processo de extragao
de reduzir a concentracao de PCB e outras substancias
orgénicas complexas nos sedimentos da enseada;

2. Determinagio da eficiéncia da tecnologia em conseguir
descontaminar uma ampla série de sedimentos de di-
ferentes concentracdes;

3. Estimativa do custo de utilizagio da tecnologia;

4. Avalacdo do desempenho e confiabilidade do processo.

O equipamento de demonstragdo sé funcionard nos dias
de semana durante o hordrio comercial. A unidade é cons-
truida de tal maneira que ndo havera problemas de odor ou
barutho. A qualidade do ar no ambiente sera vigiada fre-
quentemente para assegurar que nio haverd emissdes. Um
carro-reboque trancado sera utilizado como depédsito para os
produtos quimicos de limpeza e 0s sedimentos antes e depois
do tratamento. O carro-reboque ¢ a unidade de tratamento
estardo localizadas, dentro de uma cerca de scguranca cons-

truida pelo Corp, Guardas de seguranga estardo no local
fora dos horarios normais dos dias Gtels (noites ¢ lins de
semana) a nio ser que o Corpo de Engenheiros estara tam-
bém no local para realizar dragagem durante tais hordrios
Um plano rigoso de salde ¢ seguranga sera preparado para
o projeto o qual serd seguido durante a mniciagao, demons?
tragdo ¢ remocao de tddo o equipamento ¢ materiats usados
para a demonstracio.

Durante as atividades de dragagem, o Corpo de Enge-
nheiros fornecera ao tabricante da tecnologia aproximada-
mente 15 barris de 208 litros de sedimentos poluidos. A
unidade de extragio processard um barril de sedimentos por
dia. Os sedimentos “limpos’ serdo avaliados depos do teste,
Se seus niveis de PCB nio ultrapassarem os dos sedimentos
no CDF, os sedimentos descontaminados serio tratados no
CDF. Caso contrdrio, serdo removidos do local. A pequena
quantidade (menos da metade de um barril) de substinaas
organicas concentradas. extraidas dos sedimentos, seri re-
movida da enseada para ser destruida num incincrador de
detritos perigosos, devidamente autorizado. Terminadi a
demonstracao, os solventes (menos de cinco barrisi usados
na limpeza da unidade serdo incincrados ou removidos para
serem reciclados.,




More Information Informacao Adicional

All site-related documents are available for public Todos os documentos relacionados com este em-
review at three locations in the Greater New Bedford preendimento proderdo ser examinados pelo publico
area. em trés locais na 4rea de New Bedford.

The Millicent Library The Millicent Library

45 Center Street 45 Center Street

Fairhaven, MA 02719 Fairhaven, MA 02719

(617) 992-5342 (617) 992-5342

Hours: Horério:

9a.m.-8 p.m. M,\WF 9,00 h-20,00 h As segundas, quartas e sexta-feiras

9a.m.-6 p.m. T, Th 9,00 h-18,00 h as tergas e quintas-feiras

The New Bedford Free Library The New Bedford Free Library

613 Pleasant Street 613 Pleasant Street

New Bedford, MA 02740 New Bedford, MA 02740

(617) 999-6291 (617) 999-6291

Hours: Hordrio:

9a.m.-9 p.m. M-Th 9,00 h-21,00 h de segunda a quinta-feira

9a.m.-5p.m. F and Sat 9,00 h-17,00 h as sextas-feiras e sibados

Massachusetts Dept. of Public Health Massachusetts Dept. of Public Health

Office of Health, Education and Office of Health, Education and

Environmental Information Environmental Information

Robert Kalaghan, Director Robert Kalaghan, Director

46-R Foster Street 46-R Foster Street

Foster Hill Place Foster Hill Place

New Bedford, MA 02740 New Bedford, MA 02740

(617) 996-8201 (617) 996-8201

For additional information contact: Para informag#o adicional, favor contatar:

Paul Knittel Paul Knittel

U.S. Environmental Protection Agency Agéncia de Protegio do Meio Ambiente dos EUA

Office of Public Affairs—RPA 2203 Escritério de Assuntos Pdblicos-RPA 2203

John F. Kennedy Federal Building John F. Kennedy Federal Building

Boston, MA 02203 Boston, MA 02203

(617) 565-1473 Tel.: (617) 565-1473

Mail comments to: Frank Ciavattieri

Agéncia de Protecdo do Meio Ambiente dos EUA

Frank Ciavattiers Divisdo de Administragdo de Dejetos—

U.S. Environmental Protection Agency MANCAN 2

Waste Management Division-HANCAN 2 John F. Kennedy Federal Building

John F. Kennedy Federal Building Boston, MA 02203

Boston, MA 02203 Tel.: (617) 573-5710

(617) 573-5710

Representante do Grupo de Trabalho da

Community Workgroup Contact: Comunidade:

Leon Chadwick Leon Chadwick

52 Yale Street 52 Yale Street

New Bedford, MA 02746 New Bedford, MA 02746

(617) 993-6759 (617) 993-6759




Mailing List Additions

If you know of someone who is not recetving information and would like to be placed on the New Bedford Harbor Superfund site mailing
list, please fill out and mail this form to:

Paul Knittel

U.S. Environmental Protection Agency
Office of Public Affairs, RPA-2203

J.F. Kennedy Federal Building

Boston, Massachusetts

Name:

Address:

Affiliation: Telephone:

Acréscimos a Lista de Enderecos

Se souber de alguém que queria receber informagdo sobre a drea do Superfunde na Enseada de New Bedford, por favor, preencha o
Sormuldrio abaixo ¢ remeta-o a

Paul Knittel

U.S. Environmental Protection Agency
Office of Public Affairs, RPA-2203

J-F. Kennedy Federal Building

Boston Massachusetts 02203

Nome:

Endereco:

Afiliagio: Tel.:
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