
APPENDIX K 

 

Core Summary Logs, Photographs, and 
Chain-of-Custody Forms for Post-Construction Coring

 



DSOA POST-CONSTRUCTION CORE SAMPLES 



Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 4.3 ft

Mudline elevation: -10.8 ft MLLW Percent recovery (on-deck): 70%

Date: Field Log: R. Gilmour

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

11:19

Laboratory 

processing

11/25/2014

14:20

BP2 PC Coring

0131320090.CRMN

SD-PCC009

Core 

collection

11/25/2014

Thin silt layer; dry, medium gray 
brown fine silty SAND with 

interbedding.

Dry, dark gray to black fine silty 
SAND, some dark staining.

Dry, medium gray brown fine silty 
SAND

End of retained sediment

End of Core
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End of Core End of Core

AMEC
 3500 188th St SW Suite 601

Lynnwood, WA 98037

(425) 921-4000

fax (425) 921-4040

File name:  SD-PCC009.xls

Summary Core Log
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Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 4.2 ft

Mudline elevation: -25.5 ft MLLW Percent recovery (on-deck): 64%

Date: Field Log: R. Gilmour

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

BP2 PC Coring

0131320090.CRMN

SD-PCC010

Core 

collection

11/12/2014

12:06

Laboratory 

processing

11/12/2014

14:00

Wet dark gray to black sandy SILT 
with woody debris, stems, and small 

twigs.

Moist dark to  medium gray fine 
SAND with trace of silt.  Scattered 

wood chips and scattered silt 
inclusions. @ 2.1 ft below surface 

piece of branch 1  in x 3in .  Piece of 
hard , black, shiny tarlike material. 

Friable. 1 in sq x 1/2 in.

WOOD DEBRIS and trace of sandy 
silt.

End of Core
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AMEC
 3500 188th St SW Suite 601

Lynnwood, WA 98037

(425) 921-4000

fax (425) 921-4040

File name:  SD-PCC010.xls

Summary Core Log
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Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 4.3 ft

Mudline elevation: -26.8 ft MLLW Percent recovery (on-deck): 72%

Date: Field Log: R. Gilmour

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

BP2 PC Coring

0131320090.CRMN

SD-PCC210

Core 

collection

11/12/2014

12:20

Laboratory 

processing

11/12/2014

14:20

Thin surface layer of silty sand 
grading to fine to medium silty 
SAND, trace of wood debris, 

scattered silt inclusions.  Dry dark 
gray sand with some red sand 

grains.

Dry, firm slightly sandy SILT, dark 
gray.

End of Core
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AMEC
 3500 188th St SW Suite 601

Lynnwood, WA 98037

(425) 921-4000

fax (425) 921-4040

File name:  SD-PCC210.xls

Summary Core Log
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Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 4.5 ft

Mudline elevation: -8.0 ft MLLW Percent recovery (on-deck): 51%

Date: Field Log: J. Bellamy

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

15:01

Laboratory 

processing

10/10/2014

16:10

BP2 PC Coring

0131320090.CRMN

SD-PCC011

Core 

collection

10/10/2014

Black poorly graded SAND (SP), 
moist 

Black poorly graded SAND (SP), 
moist  but w/ trace sub-angular 
gravel, trace wood debris, trace 

shell fragments

Black poorly graded medium coarse 
SAND (SP) w/ gray to black silt 

lense from 2.6 to 3 ft bgs, w/trace of 
wood debris and trace og gravel, 

moist

End of Core
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AMEC
 3500 188th St SW Suite 601

Lynnwood, WA 98037

(425) 921-4000

fax (425) 921-4040

File name:  SD-PCC011.xls

Summary Core Log
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Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 4.4 ft

Mudline elevation: -14.5 ft MLLW Percent recovery (on-deck): 66%

Date: Field Log: R. Gilmour

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

12:49

Laboratory 

processing

1/7/2015

15:00

BP2 PC Coring

0131320090.CRMN

SD-PCC015

Core 

collection

1/7/2015

Thin layer of medium brown silt on 
surface then medium brown dense 

fine SAND with a trace of silt

Sample washed

End of Core
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Summary Core Log
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coring field data 



SLIP 4 POST-CONSTRUCTION CORE SAMPLES 



Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 4.0 ft

Mudline elevation: -18.2 ft MLLW Percent recovery (on-deck): 73%

Date: Field Log: R. Gilmour

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

0131320090.CRMN

SD-PCC016

Core 

collection

2/20/2015

11:15

Laboratory 

processing

2/20/2015

13:05

BP2 PC Coring

Medium brown fine SAND with a 
trace of medium to coarse sand

Sediment same as  above, partially 
washed

End of Core
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Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 4.6 ft

Mudline elevation: -19.1 ft MLLW Percent recovery (on-deck): 72%

Date: Field Log: R' Gilmour

Time: Summary Log: R' Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

0131320090.CRMN

SD-PCC017

Core 

collection

2/20/2015

10:32

Laboratory 

processing

2/20/2015

13:30

BP2 PC Coring

Medium brown fine to medium 
SAND with a trace of coarse sand

Medium brown silty fine SAND with 
a layer of gravel @ bottom of 

interval

Medium brown fine SAND with a 
lense of silt at 1.5 ft bgs

Interbedded layers of fine SAND 
and silty fine sand.

Medium brown fine SAND with lens 
of silty sand @ 4.6 ft bgs

End of Core
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Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 5.0 ft

Mudline elevation: -22.8 ft MLLW Percent recovery (on-deck): 94%

Date: Field Log: R. Gilmour

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

0131320090.CRMN

SD-PCC018

Core 

collection

2/18/2015

13:26

Laboratory 

processing

2/18/2015

15:25

BP2 PC Coring

Medium brown silty fine SAND w/ 
some interbedding

Dark brown fine SAND

Medium brown silty fine SAND w/ 
interbedding, fine sand layer at 2.2 

to 2.6 ft bgs

Dark brown fine SAND becoming 
silty with depth

End of Core
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Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 5.0 ft

Mudline elevation: -17.2 ft MLLW Percent recovery (on-deck): 102%

Date: Field Log: R. Gilmour

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

0131320090.CRMN

SD-PCC019

Core 

collection

2/18/2015

13:01

Laboratory 

processing

2/18/2015

15:40

BP2 PC Coring

Medium brown fine SAND, large 
chunk of wood at 1.6 ft bgs

Dark brown fine SAND 

Lens of dark brown silty fine SAND

Medium brown silty fine SAND

Medium brown silty fine SAND

End of sediment

End of Core
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Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 5.4 ft

Mudline elevation: -22.6 ft MLLW Percent recovery (on-deck): 78%

Date: Field Log: R. Gilmour

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

0131320090.CRMN

SD-PCC020

Core 

collection

2/18/2015

12:18

Laboratory 

processing

2/18/2015

16:15

BP2 PC Coring

Medium brown fine SAND, very 
dense, trace gravelat bottom of 

interval

Medium brown silty fine SAND

Medium brown fine SAND

Sediment washed

End of Core
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fax (425) 921-4040
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Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 4.5 ft

Mudline elevation: -21.6 ft MLLW Percent recovery (on-deck): 89%

Date: Field Log: R. Gilmour

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

0131320090.CRMN

SD-PCC021

Core 

collection

2/17/2015

11:43

Laboratory 

processing

2/17/2015

16:05

BP2 PC Coring

Dark brown fine SAND with 
interbedded layers of fine silty sand

End of Core
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AMEC
 3500 188th St SW Suite 601

Lynnwood, WA 98037
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fax (425) 921-4040

File name:  SD-PCC021.xls
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Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 4.5 ft

Mudline elevation: -18.9 ft MLLW Percent recovery (on-deck): 80%

Date: Field Log: R. Gilmour

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

0131320090.CRMN

SD-PCC022

Core 

collection

2/17/2015

10:34

Laboratory 

processing

2/17/2015

16:00

BP2 PC Coring

Dark brown medium SAND with 
scattered silt inclusions

Dark brown fine silty SAND w some 
interbedded silt layers at 3.6 to 3.8 ft 

bgs

End of Core
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Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 4.4 ft

Mudline elevation: -19.7 ft MLLW Percent recovery (on-deck): 75%

Date: Field Log: R. Gilmour

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

0131320090.CRMN

SD-PCC023

Core 

collection

2/17/2015

13:20

Laboratory 

processing

2/17/2015

15:15

BP2 PC Coring

Dark brown fine SAND with a trace 
of silt, scattered silt inclusions 
throughout unit, wood debris

Dark brown slightly stiff SILT

Dark brown fine SAND, some silt 
lenses

End of Core
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Core Summary Log

Project: Station: 

Project No:

Maximum depth of retained sediment: 4.4 ft

Mudline elevation: -19.4 ft MLLW Percent recovery (on-deck): 84%

Date: Field Log: R. Gilmour

Time: Summary Log: R. Gilmour

Visual Description of Sediment Summary Interpretation Sample ID No.

0131320090.CRMN

SD-PCC024

Core 

collection

2/17/2015

9:57

Laboratory 

processing

2/17/2015

15:32

BP2 PC Coring

Dark brown fine SAND, some wood 
debris and plant material starting at 

2.7 ft bgs to end of unit

Dark brown fine silty SAND, firm

End of Core
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