§ 1956.8. Exhaust Emission Standards and Test Procedures - 1985 and
Subsequent Model Heavy-Duty Engines and Vehicles.

L * * *

(b) Test Procedures. The test procedures for determining compliance with
standards applicable to 1985 and subsequent model heavy-duty diesel engines
and vehicles and the requirements for participating in the averaging, banking and
trading programs, are set forth in the “California Exhaust Emission Standards
and Test Procedures for 1985 through 2003 Model Heavy-Duty Diesel-Engines
and Vehicles, “ adopted April 8, 1985, as last amended December 12, 2002, the
“California Exhaust Emission Standards and Test Procedures for 2004 and
Subsequent Model Heavy-Duty Diesel-Engines and Vehicles,” adopted
December 12, 2002, as last amended Mareh-22;-2012December 6. 2012, and
the “California Interim Certification Procedures for 2004 and Subsequent Model
Hybrid-Electric Vehicles, in the Urban Bus and Heavy-Duty Vehicle Classes,”
adopted October 24, 2002, which are incorporated by reference herein.

(©)(1)(A)

(3)  Optional Standards for Complete and incomplete Heavy-Duty
Vehicles that Use Heavy-Duty Otto-Cycle Engines. Manufacturers may request
to group complete and incomplete heavy-duty Otto-cycle vehicles into the same
test group as Otto-cycle vehicles certifying to the LEV Il exhaust emission
standards and test procedures specified in title 13, CCR, §1961.2, so long as
those complete and incomplete heavy-duty Otto-cycle vehicles meet the most
stringent LEV 11l standards to which any vehicle within that test group certifies.

(d)  The test procedures for determining compliance with standards
applicable to 1987 and subsequent modei heavy-duty Otto-cycle engines and
vehicles are set forth in the “California Exhaust Emission Standards and Test
Procedures for 1987 through 2003 Model Heavy-Duty Otto-Cycle Engines and
Vehicles,” adopted April 25, 1988, as last amended December 27, 2000, the
“California Exhaust Emission Standards and Test Procedures for 2004 and
Subsequent Model Heavy-Duty Otto-Cycle Engines,” adopted December 27,
2000, as last amended Mareh-222042December 6, 2012, the “California Non-
Methane Organic Gas Test Procedures,” adopted July 12, 1991, as last
amended Mareh-22-2042December 6, 2012, and the “California Interim
Certification Procedures for 2004 and Subsequent Model Hybrid-Electric
Vehicles, in the Urban Bus and Heavy-Duty Vehicle Classes,” adopted October
24, 2002, which are incorporated by reference herein.
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(h) The exhaust emissions from new:

* * * *

(5) Optional Standards for Complete and Incomplete Heavy-Duty Vehicles
that Use Heavy-Duty Diesel Engines. Manufacturers may request to group
complete and incomplete heavy-duty diesel vehicles into the same test group as
medium-duty diesel vehicles certifying to the LEV Il exhaust emission standards
and test procedures specified in title 13, CCR, §1961.2, so long as those
complete and incomplete heavy-duty diesel vehicles meet the most stringent LEV
Il standards to which any vehicle within that test group certifies.

NOTE: Authority cited: Sections 39500, 39600, 39601, 43013, 43018, 43100, 43101, 43102,
43104, 43105, 43106, 43107 and 43806, Health and Safety Code; and Section 28114, Vehicle
Code. Reference: Sections 39002, 39003, 39500, 39667, 43000, 43009.5, 43013, 43017, 43018,
43100, 43101, 43101.5, 43102, 43104, 431085, 43106, 43107, 43202, 43204, 43205, 43205.5,
43206, 43210, 43211, 43212, 43213 and 438086, Health and Safety Code; and Section 28114,

Vehicle Code.
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