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Step Four 
I Estimate releases of toxic chemicals. I 

After all of the toxic chemicals and waste 
sources have been identified. you can esti- 
mate the releases of the individual chemicals. 
Section 313 requires that releases to air, 
water. and land and transfers to offsite 
facilities be reported for each toxic chemical 
meeting the threshold reporting values. The 
usual approach entails first estimating re- 
leases from waste sources a t  your facility 
(that is, wastewater. air release points, and 
solid waste) and then, based on the disposal 
method used, determining whether releases 
from a particular waste source are to air, 
water, land, or an  offsite disposal facility. 

In general, there are four types of release 

Direct measurement 

Massbalance 

Engineering calculations 

Emission factors 

estimation techniques: 

Descriptions of these techniques are provided 
in the EPA general Section 313 guidance 
document, Estimating Releases and Waste- 

Treatment Efficiencies for the Toxic Chemical 
Release Inventory Form. 

Provisions of the Clean Air Act, Clean 
Water Act. Resource Conservation and 
Recovery Act, and other regulations require 
monitoring of certain waste streams. If 
available, data gathered for these purposes 
can be used to estimate releases. When only 
a small amount of direct measurement data 
is available, you must decide if another esti- 
mation technique would give a more accurate 
estimate. Mass balance techniques and 
engineering assumptions and calculations 
can be used in a variety of situations to 
estimate toxic releases. These methods of 
estimation rely heavily on process operating 
parameters; thus, the techniques developed 
are very site-specific. Emission factors are 
available for some industries in publications 
referenced in the general Section 313 guid- 
ance document. Also, emission factors for 
your particular facility can be developed in- 
house by performing detailed measurements 
of wastes at different production levels. 

The complexity of the rubber manufac- 
turing and compounding processes, the many 
separate steps involved. and the irregular 
batch-type operation make release estimation 
a dimcult task. When direct measurement 
data are not available, emission factors and 
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mass balances, supplemented by engineering 
assumptions. must be used. M a s s  balance 
estimates are most effective for chemicals 
that are “otherwise used.” such as catalysts. 
solvents, acids. and bases. Because these 
chemicals do not become part of the product, 
the quantity used is equal to the quantity 
released a s  waste before treatment. Engi- 
neering assumptions can then be used to 
determine into which media the chemical is 
released (air. wastewater, or solid waste). 
Caution should be exercised when using the 
mass balance technique to estimate chemical 
releases when the raw material input and 
product output streams are large, as small 
errors in purchasing and production data can 
lead to large errors in release estimates. 

The mass balance estimation technique is 
quite applicable to rubber compounding 
operations because of the precision required 
when weighing out additives for the rubber 
recipe. Given detailed information on chenii- 
cal inputs and knowledge of the quantity of 
chemical retained in the product and chemi- 
cally transformed during processing. one can 
calculate chemical releases by determining 
the difference. 

Toxic Releases Via Wastewater 
Ideally, the wastewater streams will bc 

combined into a single emuent stream for 
which measurements of flow and concen- 
trations are available. Some monitoring 
information may be available from waste- 
water discharge permits and in-house 
sampling studies. Wastewater flows and 
release parameters such as  biochemical 
oxygen demand, chemical oxygen demand. 
suspended solids. etc.. will be summarized on 
your discharge permit; however, concen- 
trations for specific listed compounds may 
not be available. 

When direct measurement information is 
unavailable. an alternative estimation tech- 
nique must be used. For “othcrwise used” 
compounds with extremely low vapor pres- 
sures (for example, metal catalysts), you may 
assume that all of the chemical used is 

released in wastewater. If wastewater treat- 
ment is used, a portion of these compounds 
will be transferred to the wastewater sludge 
or biodegraded, whereas the remainder will 
be discharged with the wastewater. 

Example: Using a mass balance to 
estimate releases of cobalt compounds 
from a cobalt-based catalyst. 

In 1987. a synthetic rubber production 
facility produced 80.000 pounds of 
polybutadiene. A homogeneous cobalt- 
based catalyst was used in the reaction 
process. Samples ofthe rubber product 
contained I70 ppm ofcobalt. Purchasing 
and inuentoy records indicate that 64.000 
pounds oJCoCl, catalysi was processed. 

source of cobalt in the process and that all 
equipment-cleaning wastes are washed 
into thefacility’s sewers. the quantity of 
cobalt released can be estimated by m a s s  
balance. The quantity ofcobalt lost as 

Assuming that the catalyst is the only 

was1e is calculu1t.d usJollows: 

Amount ofcobalt entering process = 

64,000 lb CoCl, x 

59 lb Col130 lb CoCl, 

= 29,046 lb 

Amount ofcobalt in product = 

80,000 tons polybutadiene x 

2,000 lb/Lon x 

170 lb cobal1/1,000,000 lb 
polybtctadiene 

= 27.200 lb 

Amount ofcobalt lost as waste = 

29,046 lb (entering process) - 

27,200 lb (in product) 

= 1.846 lb 

It can be assumed that lhe I .846 
pounds o/cobali was lost through 
equipment washdowns. IJ untrealed 
wastewaterfrom thefacility was 
discharged io a publicly owned treatment 
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works (PO7WI. thefacility could report that 
1,900 pounds ofcobalt was ‘transferred to 
POTW.” Ifpretreatment was prouided on 
site and a wastewater sludge was 
generated, estimates of the quantity of 
cobalt released as solid waste would also 
haue to be considered. 

The problems inherenl with the use of 
mass  balancesfor large processes are 
euident ifyou assume that the quantity oJ 
cobalt found in the polybutadiene product 
was 200 pprn rather than 170 pprn. At 
200 ppm the quantity ofcobalt leauing as 
product would be 32,000 pounds, which 
exceeds the quantity ofcobalt entering the 
process. Thus. a small analytical error in 
the product stream could cause a large 
error in the release estimation. 

Toxic Releases  to Air 
Atmospheric emissions data may be 

available from process monitoring informa- 
tion (vent flows and concentrations). air 
operating pcrmits, or the technical literature. 
Most of the information available on air emis- 
sions will be in the form of total VOC and 
particulate emissions. Engineering calcu- 
lations and assumptions can often be used to 
convert this type of information into releases 
of specific toxic compounds. If mass balance 
calculations are used, you can assume that 
any releases of extremely volatile compounds 
(such as butadiene) will be to the 
atmosphere. 

Example: Using an emission factor to 
estimate atmospheric releases from a 
monomer recovery process. 

A monomer plant produces 40.000 tons 
oJ crumb emulsion latex per year. Emis- 
sion measurement data are not available. 
and a n  accurate mass balance calculation 
is diJicult to peform because of the large 
input and output streams. According to 
EPA’s Compilation- tant Ernis- 
sion Factors, tolal volatile orgafl’ 
emissions are 

monitoring pi-ograrn a t  this plant indicated 

that butadiene concentrations in the 
ambient air were typically 9 times greater 
than styrene concentrations. Because 
butadiene and styrene will make up the 
v a s t  majority ofthe VOC emissions. it can 
be assumed that total butadiene and 
styrene air releases are 5.2 pounds per ton 
oflatex. Based on the 9-to-1 ratio of 
butadiene to styrene. process releases can 
be calculated asfollows: 

Amount of 1,3-butadiene released = 

40.000 tons latexx 

5.2 lb uolatilesl I ton latex x 9096 
= 187,200 lb 

Amount ofstyrene released = 

40.000 tons latex x 
(5.2 lb uolattlesll ton latex) x 1096 

= 20,800 lb 

These releases are sent to aflare 
before being discharged to the atmosphere. 
Based on the  manufacturer’s experience 
and test data. theflare destruct’ n 

Thus. the plant in this ex 
report annual releases OJ 19,000 pounds 
of 1.3-butadiene and 2,100 pounds OJ 

s ty  rene. 

Air releases from rubber compounding 
operations, which are typically in the form of 
particulates, are often controlled by fabric 
filters. If the fabric filter efficiency and quan- 
tity of particulate captured are known or can 
be estimated, air releases can be calculated. 
The specific chemical composition of the 
fabric filter dusts can then be used to esti- 
mate air releases of toxic chemicals. 

eflciency is assumed io (2. be 90 p 
could 

Toxic Releases  Via Solid Waste 
In general, only direct measurement and 

mass balance techniques are useful for esti- 
mating toxic chemical releases in wastewater 
treatment sludge. Direct measurement data 
for wastewater sludge are often required 
before disposal will be approved. If direct 
measurement data are used to estimate 



wastewaier releases. you may find a mass 
balance estimation technique useful for 
estimating releases via wastewater sludge. 

Estimating solid wastes generated from 
rubber compounding operations usually 
requires mass balances and/or engineering 
calculations. For example, if the quantity of 
scrap rubber discarded and the concentration 
of a toxic constituent in the rubber product 
are known. multiplying these values will yield 
an estimate of the release of the constituent 
in the scrap (solid waste). The key to this 
approach is knowing the concentrations of 
toxic. chemicals in the rubber product. 

~xample: Estimating zinc releases in 
solid wastesfmm a rubber 
compounding operation. 

Based on the recipes used, a rubber 
‘ W ” , ~ U U , L U C ’  RI IVW- L I L C  L W I L L C , L L I U L L U I L  UJ 

zinc oxide in a particular rubber mixture is 
2.5 percent by weight. Production records 
indicate that 2,000 tons of this rubber 
mixture was rnanuJactured in 1987. 
Purchasing and inuenloy records indicate 
that. f05.000 pounds of zinc oxide LULLS 

processed during the year. The quantity of 
zinc oxide (and thus zinc) lost as solid 
waste can be calculated by mass balance 

Amount of ZnO in product = 

-----..-_I -..,--...- +L^ ̂ ^ _ ^ ^ _  L--A:-- ^ r  

asfollows: 

2,000 tons rubber product x 

2.000 lb/ton x 

0.025 Ib ZnO/l Ib product 

= 100,000 lb 

Amount of ZnO in solid waste = 

105,000 lb ZnO (processed) - 
100.000 lb ZnO (in product) 

= 5,000 lb 

Amount of zinc in waste = 

5,000 lb ZrtO x 

0.8 lb Zn/ 1 lb ZnO 

= 4.000 Ib 

I t  m a y  be assumed that all of the zinc lost 
through cleanups, scrap rubber, andfabric 
filter particulate (assuming the fabricfilter 
capture eficiency is high) is released as 
solid waste. 

Other Toxic Releases 
Other wastes in the rubber production 

and compounding industry from which toxic 
chemicals may be released include: 

Residues from pollution control 

Wash water from equipment 

Product rejects 

Used equipment 

Empty chemical containers 

Keieases irom tnese sources may already 

devices 

cleaning 

- 

have been accounted for, depending on the 
release estimation methods used. These 
items (and any other of a similar nature) 
should be included in your development of a 
process flow diagram. 

The contribution of sources of wastes 
such as cleaning out vessels or discarding 
contauiers should be small compared with 
process losses. If you do not have data on 
such sources (or any monitoring data on 
overall water releases), assume up  to 1 per- 
cent of vessel content may be lost during 
each cleaning occurrence. For example, if 
you discard (to landfill) “empty” drums that 
have not been cleaned, calculate the release 
as 1 percent of normal drum content. If the 
drums are washed before disposal, this may 
contribute 1 percent of the content to your 
wastewater loading. 
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Complete the Toxic Chemical Release 
Inventory Repotting Form. 

After estimating the quantity of each 
chemical released via wastewater, solid 
waste, and air emissions. you must deter- 
mine the amount of each chemical released to 
water, land, or air or transferred to an  offsite 
disposal facility. This determination will be 
based on the disposal method you use for 
each of your waste streams. Enter the re- 
lease estimates for each chemical or chemical 
category in Part 111 of the Toxic Chemical 
Release Inventory Reporting Form. Also enter 
the code for each treatment method used, the 
weight percent by which the treatment 
reduces the chemical in the treated waste 
stream, and the concentration of the chemi- 
cal in the influent to treatment (see instruc- 
tions). Report treatment methods that do not 
affect the chemical by entering "0" for 
removal efficiency. 
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For More Information 

Emergency Planning (800) 535-0202 
and Community or 
Right-to-Know (202) 479-2449 
Hotline (in Washington. D.C. 

and Alaska) 

Small Business (800) 368-5888 
Ombudsman .or 
Hotline (703) 557- 1938 

(in Washington, D.C. 
and Virginia) 

The EPA brochure, Title 111 Section 313 
Release Reporting Requirements (EPA 560/4- 
87-001) presents an  overview of the new law. 
i i  idmiiiics ine iypes oi iaciiiiies that come 
under the provisions of Section 313. the 
threshold chemical volumes that trigger re- 
porting requirements, and what must be 
reported. I t  also contains a complete listing 
of the chemicals and chemical categories 
subject to Section 313 reporting. The EPA 
publication, Estimating Releases and Waste- 
Treatment Efficiencies for the Toxic Chemical 
Release Inventory Form (EPA 560/4-88-002). 
presents more detailed information on gen- 
eral release estimation techniques than is 
included in this document. 

Additional Sources of Znfomation 
on Releases mom Rubber 
Production and Compounding 
U.S. Environmental Protection Agency. 
Source Assessment: Rubber Processing 
State-of-the-Art. EPA-600/2-78-004. PB 
281423/4. Cincinnati, Ohio. March 1978. 

U S .  Environmental Protection Agency. The 
Rubber Processing Chemicals Data Base. 
EPA-600/2-84-030. January 1984. 

U.S. Environmental Protection Agency. 
Compilation of Air Pollutant Emission Fac- 
tors, Fourth Edition. AP-42. Research 
'Inangie Park. North Carolina. September 
1985. 

US. Environmental Protection Agency. 
Industrial Process Profile for Environmental 
Use. Chapter 9: The Synthetic Rubber 
Industry. EPA-600/2-77-023. Cincinnati, 
Ohio. February 1977. 

- 
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