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Category:  3 – Surface Coating of Fabrics

UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
Office of Air Quality Planning and Standards
Research Triangle Park, North Carolina  27711

   DATE:  APR 13, 1979

SUBJECT:  Fabric Coating Emission Limits

   FROM:  G. T. Helms, Chief
          Control Programs Operations Branch, CPDD  (MD-15)

     TO:  Frank Ciavattieri, Chief
          Air Branch, AHMD, Region I

As I promised during our meeting of April 10, 1979, attached are lists
of States that have submitted VOC regulations as a part of their SIP's with a
fabric coating emission limit of 2.9 pounds per gallon (less water).  Two
tables are presented, one for final regulations that we have reviewed, and the
other for draft regulations.

As indicated in the tables, essentially all of the States that we know
about have submitted regulations (either draft or final) with fabric coating
VOC emission limits of 2.9 pounds per gallon (less water).  None of the States
reviewed have a less stringent emission limit.  However, it is pointed out
that the State of California has proposed a more stringent emission limit of
265 grams per liter (2.21 pounds per gallon).  After two years from date of
adoption of the rule, if a fabric coating application process involves the use
of heated ovens, an emission limit of 120 grams per liter (1.0 pounds per
gallon) emission limit has been proposed in that state.

I hope this information is helpful.  Please contact me if you have any
questions.
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