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Overview

PM2.5 Continuous Monitors Reporting to AQS by:

 Parameter Code

 NAAQS and AQI

 AQI
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PM2.5 Continuous Monitors Reporting to 

AQS by Parameter Code
(using 2013 and 2014 data)

& AQI



Number of PM2.5 Continuous Monitors 

Reporting to AQS by Parameter Code
(using 2013 and 2014 data)
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There are 138 cases where a monitor

reported to more than one parameter code.
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Total 

available 

for AQI 

= 812
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PM2.5 Continuous Methods Reporting to 

AQS for NAAQS and AQI
(Parameter Code = 88101)



PM2.5 Continuous Methods Reporting to 

AQS for NAAQS and AQI
(Parameter Code = 88101)
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PM2.5 Continuous Methods 

Reporting to AQS for AQI
(Parameter Code = 88502)



PM2.5 Continuous Methods 

Reporting to AQS for AQI
(Parameter Code = 88502)
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Summary of PM2.5 FEMs

reporting to the AQS database:

Method Description

Reference 
Method 

Code

Monitors Reporting 
to AQS 

– March ‘12

Monitors Reporting 
to AQS 

– July ’14

Met One BAM-1020 170 212 283

Thermo 8500C FDMS/1405 FDMS 181 38 30

Thermo 1405-DF FDMS 182 10 20

Thermo 5014i or FH62C14-DHS 183 1 9

Thermo 5030 SHARP 184 5 19

GRIMM EDM 180 195 1 4

Teledyne 602 Beta 204 - 1

Totals 267 366


